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		  Datasheet File OCR Text:


		  for  low  drain / long tetm operating applications requesting superior voltage response in -55 ~+85 environments. cell size refer ences                                                                  altern ative mode ls                                                                   electrical cha racteristic s (typical value s relative to cells stored for one year or less at +30  max.) nominal capa city                                                                                                                                       0 .45ah (at 0.5 ma +20  2.0v cut off. the capacity resto red by the cell varies according to curr ent drain, temper ature and cut off). open circuit volta ge (at +20 )                                                                                                                 3.66v nominal volta ge        (at 0.5ma +20 )                                                                                                      3.6 v pulse capabi lity: typically up to 20 ma (30 ma/0.1 second pulses, drained every 2 mn at +20  from undisch arged cells with 10  a base current, yield volt age readings abo ve 3.0v. the readings may vary according to the pulse characte ristics, the tempe rature, and the cell s previous history. fitting the cell with a capacito r may be recommend ed in severe conditio ns. consult able ) max. continu ous current                                                                                                                               1 0ma                                                                                  max. pulse curre nt                                                                                                                                         2 0ma storage            (recomm ended)                                                                                           +30 +86 f max                          (for more sev ere condition s, consult able) operating tem perature rang e                                                                                                       -5 5  / +85 (operatio n above ambient t may lead to reduced cap acity and                                         -76 f / +185 f lower voltage rea dings at the beginnin g of pulses. consult able) physical char acteristic s diameter (ma x)                                                                                                                              13mm(0 .45 in) height (max)                                                                                                                                      15mm (0.6 in) typical weight                                                                                                                                    5.5g(0.18 oz) available term ination suffix                                                radial tabs, radi al pins, axial leads, flying lea ds r primary lithium batteries ER13150     3.6v 450mah 3.6v primary lithium-thionyl chloride  (li-socl 2 ) energy type bobbin cell primary lithium battery expert t e l: 0086 755 29807561/63  fax:0086 755 29807510 email:able@able-battery.com website:www.able-battery.com

 ER13150    3.6v 450mah     hours v o l t a g e v v o l t a g e v voltage  vs t emperature capacity vs current c a p a c i t y a h   temperature current ma ( + ) 5 0.1 13.0max 1 0.05 r discharge performance  25 characteristic curves 15.0max o c                                                                                                                   1 0 m a                                     0 4 m a 0 . 3 5 a h . 5 m a         1 0 0     a                     0 . 2 8 a h                                 0 . 4 5 a h           0 . 3 9 a h 3 . 5 3 . 0 2 . 5 2 . 0 1 . 5 1 . 0 0 . 1 1 1 0 1 0 1 0 1 0 1 0 2 3 4 5 4 . 0 3 . 5 3 . 0 2 . 5 2 . 0 * * * s * 0 1 2 3 4 5 6 7 8 9 1 0 0 . 0 1 0 . 1 1 1 0 1 0 0           3 . 8 3 . 6 3 . 4 3 . 2 3 . 0 2 . 8 - 6 0 - 4 0 - 2 0 0 2 0 4 0 6 0 8 0 1 0     a 0 . 1 m a 0 . 5 m a 2 m a 0.5 0.4 0.3 0.2 0.0 0.1 20  c o 72 c o 55  c o -30  c o 0 c o key f eatu res     h igh an d stab le ope ratin g volt age     s upe rior d rain c apa bilit y     l ow se lf-di sch arge  rate     (l ess th an 1%  afte r 1ye ar of st orag e     a t +20 )     o ptio nal st ainl ess s teel c onta iner f or     lo w ma gne tic an d nick le pla ted st eel      co ntai ner fo r  mo re sa fe de sign     h erm etic g lass -to- met al sea ling     n otch t ech nolo gy for s afet y ven t is      re com men ded     n on-f lam mab le ele ctro lyte     mai n app lica tion s     r adio com mun icat ion an d oth er     m ilita ry ap plic atio ns     ala rms a nd se curi ty sys tem s     b eac ons a nd em erge ncy lo cati on     tr ans mitt ers     g ps     m eter ing sy stem s     s ono buo ys     l ed lig htin g app lica tion s     o ther s storage      the storage area  should be clean,     cool (not exceeding  +30 ), dry     and ventilated . warning      do not use  if the battery  casing was     mangled.     please discharge the   battery few     minutes with 100ma,if   the battery     voltage is lower   than your need   or consult  able.     don t use different  models of battery     in series.     soldering the tag  should be finished       in few seconds .          do not try  to recharge. primary lithium battery expert tel:0086 755 29807561/63  fax:0086 755 29807510 email:able@able-battery.com website:www.able-battery.com
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