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		  Datasheet File OCR Text:


		  mi/o extension modules mioe-110 2 x rs-232,    2 x rs-232/422/485   (with power and isolation),    2 x usb 2.0 specifcations general bus interface mioe lpc/usb super i/o sch3106 rear i/o com port com1/2: both at coastline and internal box wafer,  simultaneously com1: rs-232/422/485 (with isolation. rs-485 with  auto fow control). com2: rs-232/422/485 (supports wake on ring. supply  5v/12v power selected by jumper. rs-485 with auto fow  control).  internal i/o com port com3/4: rs-232 (support wake on ring) usb 2.0 2 communications data bits 5, 6, 7, 8 data signals rs-422: txd+, txd-, rxd+, rxd-   rs-485: data+, data-   rs-232: txd, rxd, rts, cts, dtr, dsr, dcd, ri, gnd irq depends on mi/o cpu board parity even, odd, sticky or no speed 50 to 460k, 921k* and 1.5m* baud stop bits 1, 1.5, 2 protection esd   air gap 15kv and contact 8kv for all com ports isolation 2.5kv for com1 compatibility  rear i/o mi/o-ultra mechanical mi/o-ultra function mi/o-compact*, mi/o-ultra* environment dimensions 100 x 72 mm (3.9" x 2.8") weight 0.04 kg (0.09lb), only for board operational  temperature 0 ~ 60 c (32 ~ 140 f) operational humidity 40 c @ 95% rh non-condensing storage environment -40 c ~ 85 c and 60 c @ 95% rh non-condensing power power supply voltage supported by mi/o extension sbc * except for mio-2261 and mio-5270, other mi/o cpu boards need customized bios. ordering information p/n description mioe-110f-00a1e 2 x rs-232/422/485, 2 x rs-232, w/ isolation, 2 x usb MIOE-110L-00A1E 1 x rs-232/422/485, 2 x rs-232, w/o isolation, 2 x usb  accessories   p/n description    quantity 1700018999 com3/4 cable 22cm 1   1700019000 2 ports usb cable w/ bracket, 26cm 1 optional accessories   p/n description  1700019414 com1/2 internal cable 30cm specifcations general bus interface mioe pci express/ usb/ lpc/ audio line-out ethernet controller gbe intel ?  82583v pcie switch plx pex8605 usb hub controller terminus fe1.1 usb 2.0 4-port hub rear i/o  gbe 1 (10/100/1000 mbps), both at coastline and internal box  wafer, simultaneously usb 2.0 2 (both at coastline and internal box wafer,  simultaneously) hdmi 1 (by request, only for mio-2261)  internal i/o gbe 1 (10/100/1000 mbps) speaker out 1 with amplifer (max 2.2w/ch stereo into a 3   load ) lpc 1 (support extra four com ports by pca-com232-00a1e  or pca-com485-00a1e, tpm module by pca-tpm- 00a1e) expansion mini pcie 1 (full size, with sim holder, including of usb interface) compatibility  rear i/o mi/o-ultra mechanical mi/o-compact, mi/o-ultra function mi/o-compact*, mi/o-ultra* mechanical and environmental dimensions (l x w) 100 x 72 mm (3.9" x 2.8") weight 0.04 kg (0.09lb), only for board operational  temperature standard operating: 0 ~ 60 c (32 ~ 140 f) operational humidity 40 c @ 95% rh non-condensing storage temperature  -40 c ~ 85 c and 60 c @ 95% rh non-condensing power power supply voltage supported by mi/o extension sbc *  1.  hdmi: only for mio-2261, supported by request   2.  lpc: supported by oem bios for pca-com232-00a1e, pca-com485-00a1e,       and pca-tpm-00a1e   3.  mio-5250 doesnt support mioe-120l ordering information p/n description mioe-120f-00a1e 2 x gbe w/ pcie switch, 2 x usb, mini pcie, sim holder,  speaker-out with amplifer, lpc mioe-120l-00a1e 1 x gbe w/o pcie switch, 2 x usb, mini pcie, sim holder,  speaker-out with amplifer, lpc accessories   p/n description    quantity 1700019000 2 ports usb cable w/ bracket, 26cm 1 optional accessories   p/n description 1700019001 1 x lan cable, 15cm pca-com232-00a1e 4 x rs-232 extension module, 31.5x48mm pca-com485-00a1e 4 x rs-422/485 extension module, 31.5x48mm pca-tpm-00a1e tpm module, 31.5x48mm mioe-120 2 x gbe, hdmi, mini pcie,   sim holder, speaker out,  lpc, 2 x usb 2.0   mi/o extension sbc  all product specifications are subject to change without notice  last updated : 7-jan-2013
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