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		  Datasheet File OCR Text:


		    iec system for mutual recognition of test certificates for electrical equipment (iecee) cb scheme systeme cei d?acceptation mutuelle de certificats d?essais des equipements electriques (iecee) methode oc cb test certificate certificat d?essai oc pr duct produit o na e and address of the applicant no et adresse du demandeur m m na e and address of the manufacturer no et adresse du fabricant m m na e and address of the factory nom et adresse de l?usine note: when more than one factory, please report on page 2 note: lorsque il y plus d'une usine, veuillez utiliser la 2 me  page m ra ngs and principal characteristics va eurs nominales et caractristiques principales ti l tr demark (if any) m que de fabrique (si elle existe) a ar m el/typeref. re de type od f. additional information (if necessary may also be reported on 2) les informations complmentaires (si ncessaire, peuvent tre indiqus sur la 2 me page) page publication edition a mple of the product was tested and found to be in conformity with un chantillon de ce produit a t essay et a t considr conforme  la sa as hown in the test report ref. no. which forms part of this certificate comme indiqu dans le rapport d?essais numro de rfrence qui constitue partie de ce certificat s th s cb test certificate is issued by the national certificatio body ce certificat d?essai oc est tabli par l?organisme national de certification in date: signature: ul international demko a/s tel: +45 44856565, fax: +45 44856500 lyskaer 8, p.o. box 514, dk-2730 herlev , denmark ref. certif. no. dk-17304-a1   ac-dc adaptor  bridgepower corp 964 gosaek-dong gwonseon-gu  suwon-si gyeonggi-do 441-813 korea  bridgepower corp  964 gosaek-dong gwonseon-gu  suwon-si gyeonggi-do 441-813 korea  see appendix  rating: see appendix, class i, ip x0  none  see appendix  rated output: see appendix.  th is is an amendment to dk- 17304 issue date 2009-11-20 due  to typographical error  correction on model name  iec 60601-1:1988 + a1:1991 + a2:1995  2 nd e302267-a13-cb-2 with correction 1 issue date 2010-01-06                 2010-01-07   jan-erik storgaard   certification manager    ri ri ri ri ri ri ri ri i ri ri r r r ri r ri ri ri r r ri r ri r r i r r i r i r i r i r i r r r r r i i i i i k  k k k k k k k k k k k k k k k k k k k k k k storgaard ti

         ref. certif. no. add ional information (if necessary) infor ation complmentaire (si ncessaire) ul international demko a/s date signature: it m : tel: +45 44856565, fax: +45 44856500 lyskaer 8, p.o. box 514, dk-2730 herlev, denmark dk-17304-a1  model/type reference:   jmw118(a)(b)(c)(d)(e)(f),  mw172(a)(b)(c)(d)(e)(f), jmw110(a)(b)(c)(d)(e)(f),  mw170(a)(b)(c)(d)(e)(f).  (a) can be a to z for customer option(only used models jmw110 and mw170  series). (a) can be k or c for manufacturing locations(only used models jmw118 and  mw172 series)  (b) can be a to z for design revision changes.  (c) can be 03, 05, 06, 09, 12, 14, 15, 18, 24 for output voltage.  (d) can be 00 to 99 for the design of output metal connector.  (e) can be f or n or b or h or g or m or c or e for input plug type. see  enclosure-photographs for each plug-type configuration [f-class i appliance  inlet type, n-class ii appliance inlet type, mw172kb2400f02 or b or c means  direct-plug-in for north america, china , japan, changeable direct plugin type,  h-class i or class ii direct-plug-in for australia(as/nzs 3112) , g-class i or  class ii direct-plug-in for british(bs 1364) , m-ciass i or class ii direct-plug-in  for european(cee 7/16)]. c- changeable direct plug-in type for national  markets for model jmw series only. e-ciass i & class ii direct-plug-in for  france. (f) can be 00 to 99 for customer options.  rating(s): (for jmw118 and mw172 series) rated input: 100-240 vac, 50-60hz, 0.5a.  rated output: +3.3vdc/3.0a or +5 vdc/3.0a or +6vdc/2.5a or +9.0 vdc/2.0a or  +12.0 vdc/1.5a or +15.0vdc/1.2a or +18.0vdc/1.0a or +24.0vdc/0.75a.  (for jmw110 and mw170 series) rated input: 100-240 vac, 50-60hz, 0.4a.  rated output: +3 vdc/ 1.5a or +5 vdc/2.0a or +6vdc/1.67a or +9.0 vdc/1.5a  or +12.0 vdc/1.25a or +12vdc/0.6a or +14.0vdc/0.85a or +15.0vdc/1.0a or  +18.0vdc/0.84a or +24.0vdc/0.63a.  (rated output voltage is designated in the model name designation system).  factories: bridgepower corp  964 gosaek-dong gwonseon-gu  suwon-si gyeonggi-do 441-813 korea  wendeng jeil electronics co ltd  dong shou guangzhou lu kaifa-qu  wendeng-shi shandong china   2010-01-07   jan-erik storgaard   certification manager 

   iec system for mutual recognition of test certificates for electrical equipment (iecee) cb scheme systeme cei d?acceptation mutuelle de certificats d?essais des equipements electriques (iecee) methode oc cb test certificate certificat d?essai oc pr duct produit o na e and address of the applicant no et adresse du demandeur m m na e and address of the manufacturer no et adresse du fabricant m m na e and address of the factory nom et adresse de l?usine note: when more than one factory, please report on page 2 note: lorsque il y plus d'une usine, veuillez utiliser la 2 me  page m ra ngs and principal characteristics va eurs nominales et caractristiques principales ti l tr demark (if any) m que de fabrique (si elle existe) a ar m el/typeref. re de type od f. additional information (if necessary may also be reported on 2) les informations complmentaires (si ncessaire, peuvent tre indiqus sur la 2 me page) page publication edition a mple of the product was tested and found to be in conformity with un chantillon de ce produit a t essay et a t considr conforme  la sa as hown in the test report ref. no. which forms part of this certificate comme indiqu dans le rapport d?essais numro de rfrence qui constitue partie de ce certificat s th s cb test certificate is issued by the national certificatio body ce certificat d?essai oc est tabli par l?organisme national de certification in date: signature: ul international demko a/s tel: +45 44856565, fax: +45 44856500 lyskaer 8, p.o. box 514, dk-2730 herlev , denmark ref. certif. no. dk-17778   ac-dc adaptor  bridgepower corp 964 gosaek-dong gwonseon-gu  suwon-si gyeonggi-do 441-813 korea  bridgepower corp  964 gosaek-dong gwonseon-gu  suwon-si gyeonggi-do 441-813 korea  see appendix  100-240vac, 50-60hz, 0.3 a, ip x0 none  see appendix  rated output: see appendix.  t esting done under the testing  at manufacturer's premises (tmp) procedure.  also  investigated to en 60601-1: 1990 + a1:1993 + a2:1995  iec 60601-1:1988 + a1:1991 + a2:1995  2 nd e302267-a21-cb-1 issue date 2010-01-05                 2010-01-07   jan-erik storgaard   certification manager    k  st s s s s s s s s s s s s s s s s s s s s s s s s s s s s s or g aard

         ref. certif. no. add ional information (if necessary) infor ation complmentaire (si ncessaire) ul international demko a/s date signature: it m : tel: +45 44856565, fax: +45 44856500 lyskaer 8, p.o. box 514, dk-2730 herlev, denmark dk-17778  model/type reference:   bp(a)010(b)(c)(e)(f) and (a)enb1010(b)(c)(d)(e)(f)  (a) can be a to z for family related designs.  (b) can be s for single output in model bp(a)010 series and (b) can be a to z  for design revision changes in model (a)enb1010 series.  (c) can be 05, 06, 07, 09, 12, 15, 16, 18, 24 and 48 for output voltage.  (d) can be can be 00 thru 99 for standards output cord options ("(d)" is not  provided in model bp(a)010series).  (e) can be f or n or q or b or h or g or m or c for input plug type. see  enclosure-photographs for each plug-type configuration  f-class i appliance inlet type: iec60320-c14  q-class ii appliance inlet type: iec60320-c18  n-class ii appliance inlet type: iec60320-c8  b or c-class i & class ii direct-plug-in for north america, china, japan and  argentina (changeable direct-plug-in type is only used for class ii)  h-class i & class ii direct-plug-in for australia (as/nzs 3112)  g-class i & class ii direct-plug-in for british (bs 1364)  m-class i & class ii direct-plug-in for european (cee /16)]&korea.  (f) can be 00 thru 99 for customer options.  rated output:  5vdc, 2.0a or 6vdc, 2.0a or 7.5vdc, 1.6a or 9vdc,1.1a or 12vdc, 1.0a or  15vdc, 0.8a or 16vdc, 0.75a or 18vdc, 0.67a or 24vdc, 0.5a or 48vdc, 0.25a  (rated output voltage is designated in the model name designation system).  factories: bridgepower corp  964 gosaek-dong  gwonseon-gu  suwon-si gyeonggi-do 441-813 korea  wendeng jeil electronics co ltd  dong shou guangzhou lu  kaifa-qu wendeng-shi shandong china   2010-01-07   jan-erik storgaard   certification manager 
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