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		  Datasheet File OCR Text:


		  6&+277. percent of rated peak reverse voltage, (%) instantaneous forward voltage, (v) instantaneous forward current, (a) lead temperature, ( o c) average forward current, (a) & - -81&7,21&$3$&,7$1&(s)       150 100 50 0 5$7,1*$1'&+$5$&7(5,67,&6&859(6  .0'6-7+58.0'6- fig.3 typical instantaneous forward               characteristics fig.1 typical forward current            derating curve fig.2 typical reverse    characteristics reverse voltage, (v) minstantaneous reverse current, (ma) 0.1 10 80 60 40 20 100 200 400 40 0.4 1.0 4 10 80 100 fig.4 typical junction capacitance  number of cycles at 60hz peak  forward surge current, (a) 1 10 0 30 20 40 60 50 2 5 10 20 50 100 fig.5 maximum non-repetitive forward                 surge current 6lqjoh3kdvh+doi:dyh +],qgxfwlyhru 5hvlvwlyh/rdg 8.3ms single half sine-wave jedec method t j  = 25  o c 0 0.01 0.001 0.1 1.0 10 20 40 60 80 100 120 140 t a  = 100  o c t a  = 25  o c t a  = 75  o c 0     0.8 0.6 0.2 0.4 1.0 1.8 1.6 1.2 1.4 2.0    t a  = 25  o c pulse width = 300ms 1% duty cycle .0'6-a.0'6- .0'6-a.0'6-

 0rxqwlqj3dg/d\rxw 'lphqvlrqvlqploolphwhuv 0$; 0,1 0,1  

 0dunlqj'hvfulswlrq .  9 packaging of diode and bridge rectifiers reel  pack package gross weight(kg) ea per reel component space(mm) tape space (mm) carton size (mm) (mm) ea per carton reel dia 0'6- 500 --- --- 178 390*205*310 16,000 --- 0'6- 3,000 --- --- 330 355*360*350 48,000 15.50 -t -w packing code

 rectron inc reserves the right to make changes without notice to any product specification herein, to make corrections, modifications, enhancements or other changes. rectron inc or anyone on its behalf assumes no responsibility or liabi- lity for any errors or inaccuracies. data sheet specifications and its information contained are intended to provide a product description only. "typical" paramet- ers which may be included on rectron data sheets and/ or specifications ca- n and do vary in different applications and actual performance may vary over ti- me. rectron inc does not assume any liability arising out of the application or use of any product or circuit. rectron products are not designed, intended or authorized for use in medical, life-saving implant or other applications intended for life-sustaining or other rela- ted applications where a failure or malfunction of component or circuitry may di- rectly or indirectly cause injury or threaten a life without expressed written appr- oval of rectron inc. customers using or selling rectron components for use in such applications do so at their own risk and shall agree to fully indemnify rect- ron inc and its subsidiaries harmless against all claims, damages and expendit- ures. disclaimer notice
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