

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						KMM5321			ZMD0500B			EZ160			ACS8530			STD3N25			ISL8202M			LBN07			TC7SET04			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				5053 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  pomona ?         all dimensions are in inches. tolerances (except no ted): .xx = .02? (,51 mm), .xxx =  .005? (,127 mm ).  all specifications are to the latest revisions. spe cifications are subject to change without notice.  registered trademarks are the property of their res pective companies.    made in usa       10/1/07     d1094268  www.pomonaelectronics.com   rev. 101  page 1  of   1         model 5053  micrograbber? test clip to  stacking banana plug  sales: 800-490-2361 fax: 425-446-5844  technical support: technicalsupport@pomonatest.com   features:  ?   banana plug is cross stackable and vertical stackab le.  ?   ideal for connecting test equipment to small circui t board components.  ?   banana plug will mate to model #1581 or any standar d banana jack.  materials:  conn:  1 st  end - micrograbber?    material:  contact ? beryllium copper, alloy 165 p er qq-c-533, ? hm.                spring ? stainless steel, 302.    finish:  contact ? gold plated per mil-g-45204, ty pe ii, class 00 over electroless nickel.    insulation:  glass filled nylon molded to contact  and wire.  color matches color of wire.    marking:  ?pomona electronics? ?micrograbber?.?    wire:  20 awg stranding 41 x 36 t.c., pvc insulate d 2.21 (.087) o.d.    marking:  ?pomona 5053-*?.      color:  see ordering information.  conn:  2 nd  end ? stacking banana plug    material:  spring ? beryllium copper, berylco 25 p er qq-c-533, cond. ht.    plug body ? brass per qq-b-626, alloy 360, ? hard.     finish:  nickel plated per qq-n-290, class 2, 200/ 300 microinches.    insulation:  polypropylene molded to plug body and  wire.  color matches color of wire.  ratings:  operating temperature:  +55oc (+131of) max.  operating voltage:  150 vrms/dc  current:  3 amperes    ordering information :  model 5053-xx-*  xx = cable lengths, standard lengths:  24? (610mm),  36? (914mm), & 48? (1219mm)  additional lengths and colors can be quoted upon re quest.  *= color, -0 black, -2 red  ordering example:  5053-36-2     indicates 36? in l ength, color is red  
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