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		  Datasheet File OCR Text:


		  ___________________________________________________ ___________________________________________________ ________________________   1 of 2   sl power electronics corp  ?  6050 king drive   ventura, ca 93003  ?  phone 805.486.4565  ?  fax 858.712.2040  ?  email: info@slpower.com  ?  www.slpower.com                                                                                                                                                                                                                                                                                                                         specifications                                                       all specifications are typical at nominal input, fu ll load at 25  c unless otherwise stated .     ac input   100-240vac, -10%,+6%,  47-63 hz single phase.  mtbf   >100,000 hours (calculated)  input current   115vac:  1.4a, 230vac: 0.7a.  hold - up time   16.7 ms min. @ 115vac, 20ms min. @  230vac  inrush current   inrush limiting provided.  overvoltage protection   built-in, latch off  input fuses   internal primary current fuse is provided.   overload protection   foldback mode  earth leakage current   class ii: PENT1080  80 watt power over ethernet injectors  compliant/non-compliant, 10/100 and gigabit injecto rs           2 year warranty   ? 10/100 and 10/100/1000 (mbps) data rate models  ? self-contained injector  ? 100-240vac universal input  ? desktop style/non-vented case  ? ieee802.3af detection and disconnection compliant,  and non-compliant models  ? power on led  ? overload shutdown and short circuit protection  ? regulated output with low ripple 

 ___________________________________________________ ___________________________________________________ ________________________   2 of 2   sl power electronics corp  ?  6050 king drive   ventura, ca 93003  ?  phone 805.486.4565  ?  fax 858.712.2040  ?  email: info@slpower.com  ?  www.slpower.com       custom label artwork options   (contact factory for cost/availability) :    custom agency approvals available    surge protection (input & output)    mounting bracket    other modifications "personalized" poe input receptacle options iec320 - c8 iec320 - c14 iec320 - c14 "shaver" grounded ungrounded (n) (f) (q) 01 = standard.  02 and higher indicates a modified  model. model configuration: model number key 56 00 pent 01 1 080 a f input connector: "f" = iec320 c14 grounded,  "q" = iec320 c14 ungrou nded,                               "n" = iec320 c8.  (see chart below) output connector: "00" = dual rj45 jacks output voltage: "56" = 56vdc model configuration: a = non-compliant, gigabit,  b = compliant gigabit,                                          c = non-compliant 10/100baset,  d = compliant 10/10 0baset product family :  "p" = poe, "e" = external, "nt" = new technology output power:  "080" = 80 watts # of outputs           model number  output volts  output current (max)  max watts  ripple (vp-p max)  PENT1080 a 5600 f 01  56 v  1.42 a  80.0 w  560mv    emc specifications                                               all specifications are typical at nominal input, fu ll load at 25  c unless otherwise stated .                                                                                                  data sheet ? 2011 sl power electronics corp.  the i nformation and specifications contained herein are  believed to be correct at the time of publication.             rev. 8-24-2011   however, sl power accepts no responsibility for con sequences arising from reproduction errors or inacc uracies.  specifications are subject to change with out notice.  emissions   en55022 class b, fcc part 15, class b.  static discharge immunity   en61000-4-2, cd level 2, ad level 3, criteria b  radiated rf immunity   en61000-4-3, level 2, criteria a  eft/burst immunity   en61000-4-4, level 2, criteria a  line surge immunity   en61000-4-5, level 3, criteria b  harmonic   en61000-3-2, class a  PENT1080  80 watt power over ethernet injectors    compliant/non-compliant, 10/100 and gigabit injecto rs           2   year warranty     j2       j1 (data in) j1 j2 data  (gigabit only) pins 4/5:  data  (gigabit only)   + pwr) data pins 1/2 (data + pwr) data pins 3/6 (data + rtn) data  (gigabit only) pins 7/8:  data  (gigabit only)   + rtn) note: = transformer PENT1080 pinout connections:             (power & data out) output/data connections
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