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		  Datasheet File OCR Text:


		  pre-confgured systems all product specifications are subject to change without notice  last updated : 25-apr-2011 features sys-2u2010-4a01 2u intel ?  core?2 quad atx  system with low-profle  rear bracket option   ? intel ?  q35 platform   - supports dual core and quad core processors with 45 nm processing   - supports dual channel ddr2 667/800 sdram up to 8 gb   ? expandability   - supports three pci add-on cards with optional riser card   - great scalability with one 3.5" and one 5.25" front-accessible drive bays   ? user friendly and alarm notifcation   - front led indicators for system power, fan, hdd and in-chassis  temperature specifcations model    sys-2u2010-4a01 processor system chipset intel q35 + ich9do cpu core 2 quad 2.66 ghz core 2 duo  3 ghz pentium dual core 2.6 ghz celeron  2.0 ghz l2 cache 6 mb 6 mb 1 mb 512 kb front side bus 800/1066/1333 mhz memory dual channel ddr2 667/800 mhz up to 8 gb graphics controller intel gma3100 integrated vram dynamically shared system memory up to 384 mb expansion slot pci 3 storage optical drive (supported) cd-rom / cd-rw/ dvdrw-rom hdd (supported) sata drive bay 5.25" (front-accessible) 1 3.5" (front-accessible) 1 3.5" (internal) 2 ethernet interface 10/100/1000 mbps gigabit ethernet controller intel 82566dm, 82573l front i/o interface usb 2 ps/2 1 rear i/o interface usb 4 ps/2 2 com 2 vga 1 parallel 1 rj-45 2 audio 2 (mic-in, line-out) power supply power output wattage 300 w input range ac 100 ~ 240 v cooling chassis fan 2 (8 cm / 47 cfm) + 1 (6cm / 28 cfm)    air filter yes miscellaneous led indicators power status, hdd activity, temperature and fan environment operating non-operating temperature 0 ~ 40 c (32 ~ 104 f) -20 ~ 60 c (-4 ~ 140 f)       humidity 10 ~ 85% @ 40 c non-condensing 10 ~ 95% @ 40 c non-condensing physical characteristics dimensions (w x h x d) 482 x 88 x 480 mm (19" x 3.46" x 18.9") weight 16 kg (35 lb)  

 www.advantech.com/products online download dimensions unit: mm [inch]  sys-2u2010-4a01 system contents item part number chassis acp-2010mb0-30zbe motherboard aimb-766g2-00a1e riser card aimb-rp30p-03a1e ordering information please visit advantech estore for order entry. http://buy.advantech.com/ front view rear view led indicators for power, hdd, temperature and fan alarm reset system reset one slim optical drive bay dual sata hdd trays power switch ps/2  usb 44.5 [1.7] 464.5 [18.3] 482 [19.0] 76.2 [3.0] 88.4 [3.5] 61.1 [2.4] 92 [3.6] 480.4 [18.9] 524.9 [20.7] 92 [3.6] 92 [3.6] 92 [3.6] 426.4 [16.8]  
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