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		  Datasheet File OCR Text:


		  11.1 tel. (877) 426-8767 ? fax (951) 781-5006 www.bourns.com ?   rohs compliant smt, ccfl inverter transformers special features ? power rating: 6 watts ? operating frequency: 60 khz 25 % ? operating ambient temperature: 0 to +75 c ? storage temperature: -40 to +105 c ? dielectric withstanding voltage: 1500 vrms ? packaged: 250 pcs. per tape-and-reel typical applications ? lcd ? at panel displays ? notebook / palmtop computers ? portable instruments ? retail terminals consult engineering for inverter circuit related  inductors selection. pm61300 series primary  secondary   part number l (h) 10 %  @ 10 khz  dcr  ? max.  voltage  (v)  dcr  ? max.  voltage  (v)  i,rms  (ma)  turns ratio pm61300-1-rc 44  0.61  25  132 1300 70  50  pm61300-2-rc 44  0.82  20  175 1300 70  67  pm61300-3-rc 27  1.10  15  175 1300 70  86  PM61300-4-RC 20  1.88  13  175 1300 70  100  pm61300-5-rc 20  2.34 10.5  290 1300 70  125  19.5 26.0 max. 7.1 max. 10.2 ref. 16.5 max. 2.54 ref. 1 5 10 6 4 5 1 2 310 6 1/2 primary 1/2 primary feedback high voltage secondary 11.56 2.75 1.40 1.14 pad layout 26.50 dimensions:  mm ? rohs directive 2002/95/ec jan 27 2003  including annex. -rc su?   x indicates rohs compliance. rev. 02/08

 tel. (877) 426-8767 ? fax (951) 781-5006 www.bourns.com 11.2 smt, ccfl inverter transformers packaging dimensions - mm/(in.) 12.00 (.472) 15.57  0.10 (.613  .004) 24.0  0.10 (.945  .004) 7.35  0.10 (.289  .004) 8.05  0.10 (.317  .004) 2.00 (.079) 1.50 +0.10/-0.00 (.059 +.004/-0.00) 2.00 (.079) 1.50 +0.10/-0.00 (.059 +.004/-.000) 2.00  0.15 (.079  .006) 4.00  0.10 (.157  .004) 1.70 +0.15/-0.05 (.067 +.006/-.002) 12.00 (.472) 18.00 (.709) 20.00  0.10 (.787  .004) 27.00  0.15 (1.06  .006) 1.75  0.10 (.069  .004) 20.20  0.15 (.795  .006) dia. dia. min. 40.40  0.10 (1.59  .004) 44.00  0.30 (1.73  .012) 44.4 (1.74) 48.4 (1.91) 2.0    0.5 (.079    .020) 50.0 (1.969) 330.0 (12.99) dia. 13.0    0.5 (.512    .020) dia. 13.0    0.5 (.512    .020) dia. 21.0  0.8 (.827  .031)
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