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		  Datasheet File OCR Text:


		  computing platform service partner 11 accessories note: all specifcations are subject to change without notice. 11-5 connector 40-pin (2.54mm) ide / 44-pin (2.00mm) ide data transfer rate 4.3mb/sec read, 1.4mb/sec write mtbf 300,000 hours (@25oc) ecc 22 bits per 256 bytes power requirement +5v power consumption 21ma read, 28ma write operating temperature 32of ~ 158of (0oc ~ 70oc ) 	 complies with standard ata interface 	 capacity range from 32mb ~ 1gb 	 extremely low seek time 	 higher shock tolerance than standard hard drives 	 no extra rom bios required 40-pin	ide	(2.54mm),	 vertical ? 	 ap-ss968c003200   32mb ? 	 ap-ss968c00640a   64mb ? 	 ap-ss968c01280a   128mb ? 	 ap-ss968c02560a   256mb ? 	 ap-ss968c051203   512mb 	 ? 	 ap-ss968c102401   1gb 	 44-pin	ide	(2.00mm),	 vertical ? 	 ap-ss968c003209   32mb ? 	 ap-ss968c006409   64mb ? 	 ap-ss968c012809   128mb ? 	 ap-ss968c025609   256mb ? 	 ap-ss968c051207   512mb ? 	 ap-ss968c102404   1gb DISKONMODULE ? storage device features ordering information specifcations per-u00a ac97 audio daughter board + usb x 4 system chipset alc655 ac97 codec line-out 50mw/20 amplifier built in line-in shares with surround output, 50mw/ 20 amplifier built in mic-in shares with center and left output, auto detection universal serial bus four usb 2.0 ports, type-a connectors for per-u00a version surround surround output for per-u00a-a11 version center center output for per-u00a-a11 version power requirement atx12v, 5v required operating temperature 32of ~ 140of (0oc  ~ 60oc ) specifcations features 	meets 	 performance 	 requirements 	 for 	 audio 	 on 	 pc99/2001 	 system 	meets 	 microsoft?	 whql/wlp	 2.0	 audio	 requirements	 	16-bit 	 stereo 	 full-duplex 	 codec 	 with 	 48khz 	 sampling 	 rate 	direct 	 sound	 3d	 compatible 	compliant 	 with	 ac97	 2.3	 specifications 	supports 	3	 phone	 jacks	 and	 cd-in 	line-in 	 shared 	 with 	 surround 	 output, 	 mic-in 	 shared 	 with 	 center 	 and	 left	 output 	4 	 usb	 type-a	 connectors	 support	 (for	 per-u00a		 version) ? 	 tf-per-u00a   ac 97 audio daughter board ? 	 tf-per-u00a-a12   ac 97 audio daughter board with 4 usb, rev. a1.2 ordering information audio daughter board/ usb card    
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