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		  Datasheet File OCR Text:


		  04-11 04 features pc/104 modules specifications 9681540i00 ?	 cable kit for pfm-540i rev.a 1701100207  rs-232 cable x 2 1701440350   44-pin ide cable x 1 1700060152   keyboard & mouse cable x 1 1700100200   lan cable x 1 1709100201   usb cable x 2 1701260201   printer port cable x 1 1701160201   vga cable x 1 product cd ?	 pfm-540i rev. a ?	 packing list pc/104 module with amd geode? lx processor system form factor pc/104 processor onboard amd geode? lx800 (500 mhz) processor system memory 200-pin ddr  sodimm x 1, max. 512 mb (only supports memory chips on upper  side, not both sides) chipset amd geode? lx800 + cs5536 i/o chipset ite it8712f-a ethernet realtek rtl 8139dl, 10/100base-tx x 1 bios award 512 kb flash rom watchdog timer generates a time-out system reset h/w status monitoring supports power supply voltages and temperature monitoring expansion interface pc/104 socket x 1 power requirement +5v/at power consumption  (typical) amd geode? lx800 500 mhz, ddr400 512 mb  1.53a@+5v battery lithium battery board size 3.55 (l) x 3.775 (w) (90mm x 96mm) gross weight 0.25 lb (0.11 kg) operating temperature 32f ~ 140f (0c ~ 60c) storage temperature -40f ~ 176f (-40c ~ 80c) operating humidity 0% ~ 90% relative humidity, non-condensing mtbf (hours) 100,000 display    supports crt/ lcd simultaneous display chipset amd geode? lx800 memory shared system memory up to 254 mb  resolutions up to 1600 x 1200 @ 32bpp for crt up to 1024 x 768 @ 24bpp for lcd lcd interface 18/24-bit ttl tft lcd i/o storage eide x 1 (udma 33 for one device), type 1 compactflash? x 1, floppy disk  drive x 1 serial port rs-232 x 1, rs-232/422/485 x 1 parallel port spp/ epp/ ecp mode usb usb2.0 x 4 ps/2 port keyboard + mouse x 1 irda one irda tx/rx header pfm-540i rev. a onboard amd geode? lx800 processor   amd geode? lx800 + cs5536   sodimm x 1, ddr333 up to 1 gb, ddr400 up to 512 mb   10/100base-tx ethernet x 1   18/24-bit ttl lcd support   eide x 1, compactflash? x 1   usb2.0 x 4, com x 2, and parallel x 1   pc/104 expansion   +5v only operation, at power type   low power consumption    pc/104 keyboard & mouse  com floppy disk drive ttl lcd  ethernet crt  printer  battery usb 44-pin ide  compactflash?  (back) power  input 

 04-12 dimension unit: mm pcm-3538t-a10 ?	 ttl to lvds transmitter module rev. a1.0 optional accessories pfm-540i rev. a part number cpu ram fan/ fanless storage display lvds lan usb rs-232 rs-232/422/485 parallel expansion slot power temp. TF-PFM-540I-A10 amd geode?  lx800 sodimm fanless eide x 1,  compactflash? x 1 fdd x 1 crt + ttl 18/24b, 1ch fe x 1 4 1 1 1 pc/104 +5v/at 0c ~ 60c ordering information
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