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		  Datasheet File OCR Text:


		  bi-polarized series. designed specifically for crossover networks in hi-fi sound systems. compliant to the rohs directive (2002/95/ec). gb series aluminum  electrolytic  capacitors db.gb series bi-polarized, for speaker network performance characteristics category temperature range rated voltage range rated capacitance tolerance leakage current (after 5 minutes' application of rated voltage) tangent of loss angle (tan  ) (1 khz) (5 khz) allowable continuous current (8 ? - fc) marking  40 to +85c  40 to +85  c 50v 50v  20% at 1khz  10% at 1khz leakage current is not more than 0.03cv or 3 (  a), whichever is greater. 0.10 or less 0.15 or less 0.05 or less 0.05 or less value in table or less value in table or less printed with white color letter on black sleeve. db series gb series specifications radial lead type type numbering system (example : db series  50v 10  f) l +     max. 15 min 4 min sleeve (p.e.t.)  d d +    max. p  0.5  d p  d 8 3.5 0.8 10 5.0 0.8 12.5 5.0 0.8 16 7.5 0.8 18 7.5 0.8 1 1 1 1 1 0.5 0.5 0.5 0.5 0.5 22 10.0 1.0 2 1 25 12.5 1.0 2 1 pressure relief vent (mm) u 1 d 2 b 3 1 4 h 5 1 6 0 7 0 8 m 9 h 10 m 11 configuration capacitance tolerance  db:m( 20%)  gb:k( 10%)  rated capacitance (10f)  rated voltage (50v)  series name type d 8  10 code pm 12.5 to 18 hm 22   25 rm dimensions 1 1.5 2.2 3.3 4.7 6.8 10 15 22 33 47 68 010 1r5 2r2 3r3 4r7 6r8 100 150 220 330 470 680 8    11.5 8    11.5 10    12.5 10    16 10    20 12.5    20 12.5    25 12.5    25 16    25 16    31.5 18    35.5 22    40 10    20 12.5    20 12.5    20 16    25 16    25 16    31.5 18    35.5 22    40 22    40 25    40 20k 13k 9k 6k 4.2k 2.9k 2k 1.3k 900 600 420 290 205 245 320 400 480 540 600 660 740 800 1020 1200 760 800 820 850 890 920 970 1040 1060 1120 1h (50v) cap .. (f) db   d  l (mm) gb   d  l  (mm) frequency (hz) rated ripple (marms) db code gb   please refer to page 20 about the end seal  configulation. please refer to page 20, 21, 22 about the formed or taped product spec. please refer to page 4 for the minimum order quantity. products which are scheduled to be discontinued. not recommended for new designs cat.8100b
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