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		  Datasheet File OCR Text:


		  www.pomonaelectronics.com www.pomonaelectronics.com all dimensions in inches unless otherwise noted. banana plugs and jacks banana plugs and jacks  86 insulated banana jack with flexible boot ideal for making patch cords or field repairs. snap-on flexible pvc boot allows wire to be crimped or soldered to jack.  material: nickel plated brass rating: (independent of wire) 5000 vdc, 15 amps, +50?c (+122?f) max. 1 *std colors: -0 black, -2 red.  1 hands-free testing in controlled voltage environments. model accepts wire awg price 5167-* 22, 20, 18 2.10  5168-* 16, 14 2.10 insulated banana plug with flexible boot model accepts wire awg price 5169-* 22, 20, 18 2.15 5170-* 16, 14 2.15 do-it-yourself solderless stackup banana plug internal set screw holds wire firmly.  accepts standard banana plug, fits standard (.166 dia.) banana jack. material: banana plug/jack: brass; spring: heat treated beryllium copper rating: 5000 vdc, 15 amps, +50?c (+122?f) max. (model 5230, +150?c (+302?f) max.) accepts 18-22 awg wire. model plating insulation std. colors price 1325-* nickel abs -0 black, -1 brown,            -2 red, -3 orange, -4 yellow, -5 green, -6 blue, -7 violet, 1.25 ea. -8 gray, -9 white. sold in pkgs of 10 5406 gold abs -0 black, -2 red 2.50  5230 nickel polyphenylene   -0 black, -6 blue 1.65 ea. sulfide sold in pkgs of 10 6546 nickel abs pkg. of 1 ea. of all 10 colors 12.50/pkg do-it-yourself solderless stackup banana plug with safety shield internal set screw holds wire firmly. safety collar insulates exposed wire leads. accepts standard banana plug and fits (.166 dia.) banana jack. material: banana plug/jack: brass; spring: heat treated beryllium copper rating: 5000 vdc, 15 amps, +50?c (+122?f) max.  (model 4899, +150?c  (+302?f) max.) accepts 18-22 awg wire. model plating insulation std. colors price 1825-* nickel abs -0 black, -1 brown, -2 red, -3 orange, -4 yellow, -5 green, -6 blue, -7 violet, 1.25 ea. -8 gray, -9 white. sold in pkgs of 10 4897 gold abs -0 black, -2 red 2.50 4899 nickel polyphenylene  -0 black, -6 blue 1.60 ea. sulfide sold in pkgs of 10 6545 nickel abs pkg of 1 ea. of all 10 colors 12.50 /pkg 90269 access 90300 access model color price 122505a black 3.80 122506A red 3.80 do-it-yourself retractable sheath banana plug 90260 access do-it-yourself retractable sheath banana plugs provide fast simple assembly and reliable performance. rated 300v cat ii, 15ov cat iii 1 rating: 1000 vrms, 20 amps,   2 m ? . accepts 18-22 awg wire. 1 hands free testing in controlled voltage environments. x-hole ? .125 ?.44 1.55 ?.39  2.56 ideal for making patch cords or field repairs. snap-on flexible pvc boot allows wire to be crimped or soldered to banana plug. fits standard (.166 dia.) banana jack. material: banana plug body: brass; spring: beryllium copper; finish: nickel plating rating: (independent of wire) 5000 vdc, 15 amps, +50?c     (+122?f) max. 1 *std colors: -0 black, -2 red. 1 hands-free testing in controlled voltage environments. 1.55 .16* .44 .78 standard banana plugs/jacks 90625 access 90624 access *max. insulation dia. do-it-yourself in-line sheathed banana plug/banana jack these plugs and jacks are designed to fit together  and provide protection from accidental shorting.  material: banana plug/jack: brass; spring: beryllium copper; insulation: nylon rating: 30v ac/dc, 15 amps, +80?c (+176?f) max. *std colors: -0 black, -2 red. model accepts wire awg hole price 4933-* 22, 20, 18 .159" dia.  plug 3.10 4986-* 16, 14 .200" dia.  plug 3.10 4934-* 22, 20, 18 .159" dia.  jack 3.20 4987-* 16, 14 .200" dia. jack 3.20 4934/4987 4933/4986 90236 access wire access jacks  plugs description do-it-yourself in-line sheathed banana  plug & jack safety-rated plugs and jacks for use with any wire from 22 to 18 awg with flexible insulation assemble with common hand-tools plugs fit most dmm jacks and dmm test leads to make up your own banana plug or jack test lead or jumper. see mating panel jacks (6387 & 6388 on p. 87). material: nickel-plated brass and beryllium copper rating: cat ii 300v, 15a *std colors: -0 black, -2 red, -02 black & red (2 per pkg) model price 6383-* 2.35 6383-02 4.70 6384-* 2.35 6384-02 4.70 90835 90836 access *sold in pkgs of 10 sales: (909) 469-2900 fax: (909) 629-3317 tech. support: (800) 241-2060 ?2001 pomona electronics. specifications and prices subject to change without notice. printed in u.s.a.
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