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		  Datasheet File OCR Text:


		  W1920G0915 / w1920g3658 datasheet version 1.0 omni directional blade. (10/09) ? 2010. all rights reserved. omni directional blade antenna   penta band 110mm x 22mm x 5 mm. pulse part numbers: W1920G0915 / w1920g3658  pulse finland oy takatie  6 90440  kempele, finland tel:   +358 207 935 500 fax:   +358 207 935 501 www.pulseeng.com/antennas pulse     m 2m   antennas plastic radome thermoplastic elastomer (tpe) color black weight 29.0 g 3 cable /  65.0 g 12 cable overall length 110 x 22 x 5 mm  4.33 x .87 x .20 inches mounting system adhesive tape operating temperature -30/+60c features - compact size w x l x h (110 x 22 x 5 mm) - connetor C sma male - cable type rg-174 - other cable lengths and connector     variations available on request - adhesive option - cable length 3 feet and 12 feet  - rohs compliant product   applications - frequency range (850/900/1800/1900/2100) electrical specifcations @ +25 c measured in free space mechanical and environmental characteristics smr- amps-gsm 824-960 50 1 50   omni-directional in the  horizonal plane vertical 3 dcs-pcs 1710-2170 50 1.5 60 frequency [mhz] nominal impedance [] peak gain [dbi avg] effciency [% avg] radiation pattern polarization power withstanding [w] w1920g3658 sma male 3658 mm / 12 ft rg174 black W1920G0915 915 mm / 3 ft antenna part no. connector cable length cable type       

 W1920G0915 / w1920g3658 datasheet version 1.0 omni directional blade. (10/09) ? 2010. all rights reserved. omni directional blade antenna   penta band 110mm x 22mm x 5 mm. pulse part numbers: W1920G0915 / w1920g3658  pulse finland oy takatie  6 90440  kempele, finland tel:   +358 207 935 500 fax:   +358 207 935 501 www.pulseeng.com/antennas pulse     m 2m   antennas   80 70 60 50 40 30 20 10 0 peak gain [dbi] freq [mhz] 800 900 1000 1100 1200 1300 1400 1500 1600 1700 1800 1900 2000 2100 2200   peak gain [dbi] peak gain vs frequency w1920 penta band stelth blade, concept prototype measured at pulse, usa - aug 12, 2009 3 2.5 2 1.5 1 0.5 0 -0.5 -1 peak gain [dbi] freq [mhz] 800 900 1000 1100 1200 1300 1400 1500 1600 1700 1800 1900 2000 2100 2200 efficiency [%] efficiency vs frequency w1920 penta band stealth blade, concept prototype measured at pulse, usa - aug 12, 2009   vswr vswr w1920 with 3' rg-174 & sma 10/19/09, s11 parameter  3 2.5 2 1.5 1 vswr freq [mhz] 800 900 1000 1100 1200 1300 1400 1500 1600 1700 1800 1900 2000 2100 2200 h-plane -35 -30 -25 -20 -15 -10 -5 0 5 0 30 60 90 120 150 180 210 240 270 300 330 820 -2,1 -1 , 9 360 a vg (dbi) = peak (dbi) = a vg -3 (deg) = 880 -4 , 6 -4 , 4 360 a vg (dbi) = peak (dbi) = a vg -3 (deg) = 960 -4,6 -3 , 9 360 a vg (dbi) = peak (dbi) = a vg -3 (deg) = 270 h-plane -35 -30 -25 -20 -15 -10 -5 0 5 0 30 60 90 120 150 180 210 240 300 330 1750 -2,4 -1 , 8 360 a vg (dbi) = peak (dbi) = a vg -3 (deg) = 1850 0,1 0 , 5 360 a vg (dbi) = peak (dbi) = a vg -3 (deg) = 1950 1 , 0,9 4 360 a vg (dbi) = peak (dbi) = a vg -3 (deg) = 2150 -3,7 -2 ,5 360 a vg (dbi) = peak (dbi) = a vg -3 (deg) = 5 0 e-plane -35 -30 -25 -20 -15 -10 -5 0 30 60 90 120 150 180 210 240 270 300 330 820 -3,7 0 , 4 68 a vg (dbi) = peak (dbi) = a vg -3 (deg) = 880 -3 , 5 0 , 7 60 a vg (dbi) = peak (dbi) = a vg -3 (deg) = 960 -3,3 0 , 8 46 a vg (dbi) = peak (dbi) = a vg -3 (deg) = 270 e-plane -35 -30 -25 -20 -15 -10 -5 0 5 0 30 60 90 120 150 180 210 240 300 330 1750 -3,6 0 , 2 76 a vg (dbi) = peak (dbi) = a vg -3 (deg) = 1850 -3,2 0 , 5 76 a vg (dbi) = peak (dbi) = a vg -3 (deg) = 1950 -2,7 1 , 9 60 a vg (dbi) = peak (dbi) = a vg -3 (deg) = 2150 -4,3 1,6 25 a vg (dbi) = peak (dbi) = a vg -3 (deg) = 824-960 1710-2170      

 W1920G0915 / w1920g3658 datasheet version 1.0 omni directional blade. (10/09) ? 2010. all rights reserved. omni directional blade antenna   penta band 110mm x 22mm x 5 mm. pulse part numbers: W1920G0915 / w1920g3658  pulse finland oy takatie  6 90440  kempele, finland tel:   +358 207 935 500 fax:   +358 207 935 501 www.pulseeng.com/antennas pulse     m 2m   antennas curves antenna measures with 4 (102 mm) cable   80 70 60 50 40 30 20 10 0 peak gain [dbi] freq [mhz] 800 900 1000 1100 1200 1300 1400 1500 1600 1700 1800 1900 2000 2100 2200   peak gain [dbi] peak gain vs frequency w1920 penta band stelth blade, concept prototype measured at pulse, usa - aug 12, 2009 3 2.5 2 1.5 1 0.5 0 -0.5 -1 peak gain [dbi] freq [mhz] 800 900 1000 1100 1200 1300 1400 1500 1600 1700 1800 1900 2000 2100 2200 efficiency [%] efficiency vs frequency w1920 penta band stealth blade, concept prototype measured at pulse, usa - aug 12, 2009   vswr vswr w1920 with 3' rg-174 & sma 10/19/09, s11 parameter  3 2.5 2 1.5 1 vswr freq [mhz] 800 900 1000 1100 1200 1300 1400 1500 1600 1700 1800 1900 2000 2100 2200 h-plane -35 -30 -25 -20 -15 -10 -5 0 5 0 30 60 90 120 150 180 210 240 270 300 330 820 -2,1 -1 , 9 360 a vg (dbi) = peak (dbi) = a vg -3 (deg) = 880 -4 , 6 -4 , 4 360 a vg (dbi) = peak (dbi) = a vg -3 (deg) = 960 -4,6 -3 , 9 360 a vg (dbi) = peak (dbi) = a vg -3 (deg) = 270 h-plane -35 -30 -25 -20 -15 -10 -5 0 5 0 30 60 90 120 150 180 210 240 300 330 1750 -2,4 -1 , 8 360 a vg (dbi) = peak (dbi) = a vg -3 (deg) = 1850 0,1 0 , 5 360 a vg (dbi) = peak (dbi) = a vg -3 (deg) = 1950 1 , 0,9 4 360 a vg (dbi) = peak (dbi) = a vg -3 (deg) = 2150 -3,7 -2 ,5 360 a vg (dbi) = peak (dbi) = a vg -3 (deg) = 5 0 e-plane -35 -30 -25 -20 -15 -10 -5 0 30 60 90 120 150 180 210 240 270 300 330 820 -3,7 0 , 4 68 a vg (dbi) = peak (dbi) = a vg -3 (deg) = 880 -3 , 5 0 , 7 60 a vg (dbi) = peak (dbi) = a vg -3 (deg) = 960 -3,3 0 , 8 46 a vg (dbi) = peak (dbi) = a vg -3 (deg) = 270 e-plane -35 -30 -25 -20 -15 -10 -5 0 5 0 30 60 90 120 150 180 210 240 300 330 1750 -3,6 0 , 2 76 a vg (dbi) = peak (dbi) = a vg -3 (deg) = 1850 -3,2 0 , 5 76 a vg (dbi) = peak (dbi) = a vg -3 (deg) = 1950 -2,7 1 , 9 60 a vg (dbi) = peak (dbi) = a vg -3 (deg) = 2150 -4,3 1,6 25 a vg (dbi) = peak (dbi) = a vg -3 (deg) = 824-960 1710-2170      
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