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		  Datasheet File OCR Text:


		                  product data sheet        part number:   C8030  revision level:  07  date:   05/14/2012              1c  20 sbc f oam fep   oa  b s , 2c 18  awg   b c pvc  l s,  siamese plenum pvc jkt  rg 59/u type c oaxial   &  2/c  18 awg  siamese cctv- plenum cable    a.   construction a   diameters   1)    conductor:  #20 awg solid bare copper  0.032 nom .  2)    insulation:  0.0515 wall foamed fluoropolymer  0 .135 nom.  3)    braid shield:  bare copper braid (95% coverage)  0.162 nom.         b.   construction b     1)  conductor:  #18 awg 7/.0152 bare copper  0.046 no m.  2)  insulation:  0.007 wall plenum polyvinyl chlorid e  0.060 nom.  3)  color code  black, red    4)  cable:  2 conductors @ 2.00 lhl   0.120 nom.          c.   final cable       1)    jacket:  0.015 wall ls-plenum pvc   major dim:  minor dim: (coax)  minor dim: (pair)  0.372 nom  0.192 nom  0.150 nom  2)    print legend:  carol (r) --  C8030 -- rg 59/u type 75 ohm coaxial  cable C 1c 20  awg + 2c 18 awg  cl2p (etl) or cmp c(etl)us 75c 308 4997      made in usa    (mfg code; mm/yy & tru-mark seq. ft.  mkgs)    d.   industry approvals                 ul standards 13  type cl2p (etl)       national electric code  article 725      ul & csa standards 444  type cmp c(etl)us      national electric code   article 800       eu 2002/95/ec  rohs compliant    e.   electrical properties     1)    temperature:  -10c to +75c   2)    suggested working voltage (vrms):  300v max  3)    conductor d.c. resistance a:  10.10 ohms/1000 ft . nom. @ 20 c  4)    conductor d.c. resistance b:  6.65 ohms/1000 ft.  nom. @ 20 c  5)    shield resistance a:  2.6 ohms/1000 ft. nom. @ 2 0 c  6)    capacitance a:  16.3 pf/ft. @ 1 khz nom.  7)    capacitance b: (conductor -conductor)  24 pf/ft.  @ 1khz nom.  8)    characteristic impedance a:  75 ohms @ 1 mhz nom .  9)  attenuation (a):        freq. (mhz)  db/100 ft.  1  0.25  10  0.78  50  1.98  100  2.80  200  4.10  360  5.63  500  6.82  1000  9.64    note:  data are subject to change without notice.   contact your customer service representative for la test information.    

        rev. 4: correct ins thickness (a) from .065 to .051 5, cond res from 5.6 to 6.65 ; shield resistance (a ) from 1.9 to 2.6, add drawing,  remove jacket color white, change cond from 18 7/26  to 18 7/.0152 change overall dimensions accordingl y fix attn table and add  rohs   C gt 04/21/2010  rev. 5:  revise diameter tolerances to nom / gt 08/ 04/2010  rev.6:  change to etl and tru-mark print legend C g t 06/16/11  rev. 7: added cl2p gt/ 5/14/12     
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