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		  Datasheet File OCR Text:


		  16-1 16 dss-cv20 intel? atom? processor d2550 (1m cache, 1.86ghz)   204-pin dual channel ddr3 1066mhz x 2 up to 4gb   intel? integrated graphics engine gma3650 supports dual    view by vga, hdmi optional wireless lan (wi-fi 802.11b/g/n)   gigabit ethernet x 1   215mm(w) x 25mm(h) x 172mm(d)   hdd/ssd x 1; sd/sdhc/sdxc/mmc x 1   max. power consumption 22w   vesa mount supported    compact digital signage system with intel? atom? d2550 platform front view rear view usb x 4 sd slot mic wifi com vga dc-in lan hdmi audio ddr  3 cpu onboard intel? dual-core atom? d2550 chipset intel? nm10 system memory 204-pin ddr3 1066mhz sodimm x 2, up to 4gb display  interface vga db-15 x 1 dvi  others hdmi x 1 storage device ssd sd/sdhc/sdxc/mmc x 1 hdd 2.5 sata hdd bay x 1 network  lan gigabit ethernet wireless optional by mini card front i/o usb host  usb2.0 x 4 lan  serial port  dio  audio s/pdif x 1, mic-in x 1 kb/ms  others power switch x 1 rear i/o usb host   lan rj-45 x 1 serial port rs-232 x 1 dio  audio  kb/ms  others power input x 1 expansion pcie  pci  mini card half-size mini card x 1 mini pci  others  indicator front pwr rear  power requirement 19v dc-in power consumption max. 25w system cooling  thermal module mounting vesa mount holes operating temperature 32f ~ 104f (0c ~ 40c)   storage temperature -40f ~ 176f (-40c ~ 80c)   anti-vibration 0.5g rms / 5 ~ 500hz / operation C hdd type    3.5g rms / 5~ 500hz / operation C ssd anti-shock 10 g peak acceleration (11 msec. duration) C hdd   20 g peak acceleration (11 msec. duration) C ssd mtbf  certification emc ce/ fcc class a safety  dimension (w x h x d) 8.46" x 0.98" x 6.77" (215mm x 25mm x 172mm) gross weight   features specifications digital signage systems

 16-2 packing list optional accessories dss-cv20 gift box x 1 (including power adapter) ?	 dvd-rom for manual (in pdf format) and drivers  ?	 dss-cv20 ?	 wifi module kit ?	 wallmount kit ?	 vesa mount kit ?	 ordering information part number cpu ram cooler storage display lan usb rs-232 rs-232/422/485 kb/ms audio dio expansion  slot mounting power DSS-CV20-A10-0000 intel? atom? d2550 sodimm fan 2.5 hdd bay x 1 vga, hdmi gbe x 1 usb 2.0 x 4 1   s/pdif mic-in   vesa mount wallmount 19v, dc/atx dimension unit: mm
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