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		  Datasheet File OCR Text:


		            all dimensions are in inches and metric. all specifications are to the latest revisions. specifications are subject to change without notice.   registered trademarks are the property  of their respective companies.    made in usa       5 / 22 / 02  sy/eh/ls    pomona access   90546    (800) 444 - 6785 or (425) 446 - 6010   last saved by  pn   more drawi ngs available at www.pomonaelectronics.com   s: \ engineering \ release \ datasheets \ flukedatasheet \ d1468_1_02.doc       page  1  of  1   model 1468    isolation adapter bnc (f) to double     banana plug with sol der turret terminals   sales: 800 - 490 - 2361 fax: 888 - 403 - 3360   technical assistance: 800 - 241 - 2060         features:      permits bnc male to be used with equipment having double banana jacks.      provides isolation for a four - terminal network.      excellent for matching pad networks.      bright tin plated solder turret terminals for permanent  noise - free connections.     materials:   upper conn:  bnc female     finish:  body and fittings  ?  tarnish resistant.     nominal impedance:  50 ohms.     center contact  ?  gold plated per requirements of mil - c - 39012.     insulation:  polypropylene molded to bnc female and b anana plug bodies.     color:  black.     marking:  ?1468 pomona?   lower conn:  double banana plug     material:  spring  ?  beryllium copper per qq - c - 533, alloy 172, cond. ht.   plug body:  brass per qq - b - 626, alloy 360, ? hard.           finish: nickel plated per qq - n - 2 90, class 2, 200/300 microinches.   terminals:                   material:  brass per qq - b - 626, alloy 360, ? hard.     finish:  bright tin plated per mil - t - 10727, type 1, 100/250 microinches.          ratings:   operating temperature:  +55o c. (+131o f.) max.   operati ng voltage:  hand - held testing: 30vac/60vdc max.                                    hands free testing in controlled voltage environments: 500 vrms max.   ordering information:   model 1468   




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of MODEL1468 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























