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		  Datasheet File OCR Text:


		  TIA56 56 gb/s transimpedance amplifier type: module technology: sige ? t  / ? max : 170/250 ghz metallization: 4 ref.-no.: r1031 brief description the TIA56 is a versatile high-speed transimpedance   amplifier for data rates up to 56 gb/s. key features are: ?  single-ended and differential i/o operation, ?  very high small signal gain, ?  small signal and limiting operation, ?  high cut-off frequency, ?  low noise, ?  adjustable input offset, ?  output sense for offset control, ?  tunable frequency response, ?  dc and ac coupled operation, ?  single supply voltage. the   TIA56   consists   of   a   fully   symmetrical   differential   input   buffer.   this   allows   differential   as   well   as   single   ended drive and is optimized for 50  line termination. for applications which require adjustable input bias or   compensation of dc input currents (e.g. photodiodes)   the   TIA56   allows   to   adjust   the   bias   input   current   for   each input independently. this feature can e.g. be used   for   offset   cancellation,   pulse   shaping,   duty   cycle   adjustment or vertical sampling-point adjustment. the   TIA56   exhibits   a   fully   symmetrical   differential   output   buffer   which   provides   either   one   differential   output signal or two single ended output signals. the   output   amplitude   is   set   to   typ.   500   mv pp   (differential   signal). main fields of application are: ?  tia for photoreceiver, ?  single-ended to differential conversion, ?  differential to single-ended conversion, ?  amplitude regeneration, ?  active power/signal splitter, ?  50    line driver. package the TIA56 is available as bare die or as a ruggedized   module   equipped  with  k   connectors.   other   connector   types are available upon request. for   further   information   on   the   TIA56   please   contact   your micram sales representative. TIA56 module with k-connectors block diagram of the TIA56 TIA56 data power supply, ( v ee )  -4.5 ... -5.5 v current consumption  85 ma @ -5.2 v s 11 ,  s 22  ( f <  20) ghz  -12 db input amplitude range  5  mv pp   - 1  v pp output amplitude  0.5  v pp , 56 gb/s gain / transimpedance  ~   40  db  / 5  k  cutoff frequency  ~   30  ghz  (adjustable) input related noise  <  30 pa  / hz output eye diagrams at 56 gb/s left: input 800  mv pp                right: input 8  mv pp www.micram.com germany: +49-234-9708-300  usa: +1-650-678-0389 copyright 2009, all rights reserved. product specifications are subject to change without notice.  http://www..net/  datasheet pdf - http://www..net/
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