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		  Datasheet File OCR Text:


		   infrared emitting diode description    the KEM-0315C is a ultra bright light & surface mount type     infrared emitting diode. it?s ideal for various kinds of     optical emittersr such as touch panels for c/d, atm,      car navigation system and even av instrument and      various types of disk driver. features         compact and thin package         smd type         reflow soldering         rohs & high reliability package applications         touch screen for atm         touch screen for car navigation system         touch screen for fa equipment auk corp. KEM-0315C pin connection 1. anode 2. cathode         av instrument         various types of disk driver absolute maximum ratings  [t a  = 25    ] *1 : pulse width : tw    100 ? , periode : t = 10 ? *2 : max 10s v r pulse forward current*1 i fp  - min. max. -30 operating temperature topr soldering temperature*2  - 6v reverse voltage  - -20 50 ? 85 max. tsol  -  - storage temperature tstg 260 p d 0.5 85 a 90 power dissipation parameter symbol forward current i f ? the contents of this data sheet are subject to change without advance notice for the purpose of improvement. when using this product, would you please refer to the latest specifications.

 electrical characteristics [t a  = 25    ] ordering information package outline dimensions (unit : mm) symbol reverse current radiant intensity p o conditions i f =20ma v f forward voltage 45  -  - v r =5v i f =20ma 1.6 --10  - 5.0  1.4 - 15 typ. - 850 - v ? ? /sr ? ? deg max. min. unit parameter part number packaging type spectral bandwidth 50% ? i r quantity i f =20ma 3.0 KEM-0315C tape and reel 3,000  p i f =20ma  - peak emission wavelength ? half angle KEM-0315C the contents of this data sheet are subject to change without advance notice for the purpose of improvement. when using this product, would you please refer to the latest specifications. cathode anode
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