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		  56 antennaguard automotive  series multilayer varistors for automotive applications general description avx 0402/0603 automotive antennaguard products are an ultra low capacitance extension to the automotive transguard? series and are intended for use in rf and other capacitance sensitive circuits.  these low capacitance values have low insertion loss, low leakage current and unsurpassed reliability compared to diode options. these advantages combined with size advantages and bi-directional protection make the antennaguard the right choice for automotive applications including rf circuits, sensors, high-speed signal transmission lines, etc features ? aec q200 qualified ? 25kv esd rating  ? meet 27.5vdc jump start requirements ? multi-strike capability ? sub 1ns response to esd strike electrial characteristics avx working working maximum cap case elements jump part number voltage voltage leakage  size start (dc) (ac) current vcas04ag183r0y 18.0 14.0 0.1 3 max 0402 1 27.5 vcas06ag183r0y 18.0 14.0 0.1 3 max 0603 1 27.5 VCAS06AG18120Y 18.0 14.0 0.1 12 0603 1 27.5 v w (dc) dc working voltage (v) v w (ac) ac working voltage (v) i l maximum leakage current at the working voltage (a) cap capacitance (pf) @ frequency specified and 0.5 v rms  jump start maximum jump start voltage at 5 minutes 06 case size 04 = 0402 06 = 0603 08 = 0805 vc varistor chip as series as = automotive ag type 18 working voltage 18 = 18.0vdc 3r0 capactance 3r0 = 3pf 120 = 12pf y non-std cap tol y = max how to order a not applicable t termination t = ni/sn plated 1 = pd/ag/pt r reel t = ni/sn plated 1 = pd/ag/pt p reel a = 4k  or 10k physical dimensions: mm (inches) l w t tt size (eia) length (l) width (w) max thickness (t) land length (t) 0402 1.000.10 0.500.10 0.60 0.250.15 (0.0400.004) (0.0200.004) (0.024) (0.0100.006) 0603 1.600.15 0.800.15 0.90 0.350.15 (0.0630.006) (0.0310.006) (0.035) (0.0140.006) +4 -2

 57 antennaguard automotive series multilayer varistors for automotive applications s21 transmission characteristics esd characteristics s21 response aec-q200 pulse test aec-q200-002

 58 antennaguard automotive series multilayer varistors for automotive applications electrical transient conduction electrical transient conduction iso 7637 pulse 1-3 092011
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