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		  Datasheet File OCR Text:


		  components product information connector new 1/6 mb-0116-3 january 2007 jae pmk div. proprietary. copyright ? 2007         mx34 series compact automotive connectors for pcb-to-cable applications ?no. of contacts: 12, 16, 20, 24,  28, 32, 36, 40 pos. ?contact resistance:  5m ohm max. (initial)  ?dielectric withstanding voltage:  ac 1000v (per minute) ?operating temperature:  -40 deg. c to +85 deg. c ?rated current: 3a  ?insulation resistance: 100m ohm min ?durability: 50 times ?applicable wire:  please refer to next page the mx34 series connectors  are compact, non-wa terproof connectors with a double  row of contacts, and are de veloped for automotive use. the up to 40 poles reduces mating and unm ating force to 80n or  less and improves  workability. furthermore, automo tive connector requirements such as the preset type  of double locking mechanism and box  type of pin header are satisfied.  ?compact, lightweight, double row pcb-to-c able connector with 2.2 mm horizontal   pitch and 3 mm diagonal pitch. ?up to 40 poles reduces the mating and unmating force to 80n or less. ?socket contact with box-type pin  header is durable  to external force; contact part is  highly resistant to twisting and equipp ed with a proven double leaf spring. ? adoption of a preset-type retainer fa cilitates easy wire harness operation.  if retainer is not completely inserted in  housing, the connecto r is not engaged,  and incomplete contact  insertion is detected. ?lock spring is equip ped with a bridge protecting the  contacts from external load.  rohs  compliant

 mb-0116-3 2/6 jae pmk div. proprietary. copyright ? 2007                                                                  sd  0.35mm2(note1) sj038747 m34s75c4f4 avss0.85mm2(note2) sj038893

 mb-0116-3 3/6 jae pmk div. proprietary. copyright ? 2007       socket housing outside dimension  no. of pos. part number sj drawing  diameter(a) diameter(b) 12 mx34012sf1 sj100717 11.0 16.3 16 mx34016sf1 sj038754 15.4 20.7 20 mx34020sf1 sj038752 19.8 25.1 24 mx34024sf1 sj100271 24.2 29.5 28 mx34028sf1 sj038623 28.6 33.9 32 mx34032sf1 sj038756 33.0 38.3 36 mx34036sf1 sj100270 37.4 42.7 40 mx34040sf1 sj038526 41.8 47.1

 mb-0116-3 4/6 jae pmk div. proprietary. copyright ? 2007       angle pin header no. of pos. part number sj drawing  diameter(a) diameter(b) diameter(c) 12 mx34012nf1 sj100715 11.0 13.1 19.1 16 mx34016nf1 sj038753 15.4 17.5 23.5 20 mx34020nf1 sj038751 19.8 21.9 27.9 24 mx34024nf1 sj100269 24.2 26.3 32.3 28 mx34028nf2 sj106304 28.6 30.7 36.7 32 MX34032NF2 sj106305 33.0 35.1 41.1 36 mx34036nf2 sj106307 37.4 39.5 45.5 40 mx34040nf2 sj106309 41.8 43.9 49.9

 mb-0116-3 5/6 jae pmk div. proprietary. copyright ? 2007       straight pin header no. of pos. part number sj drawing  diameter(a) diameter(b) diameter(c) 12 mx34012uf1 sj100716 11.0 19.1 25.1 16 mx34016uf1 sj038766 15.4 23.5 29.5 20 mx34020uf1 sj038765 19.8 27.9 33.9 24 mx34024uf1 sj100221 24.2 32.3 38.3 28 mx34028uf2 sj106312 28.6 36.7 42.7 32 mx34032uf2 sj106313 33.0 41.1 47.1 36 mx34036uf2 sj106314 37.4 45.5 51.5 40 mx34040uf2 sj106315 41.8 49.9 55.9

 mb-0116-3 6/6 jae pmk div. proprietary. copyright ? 2007       japan aviation electroni cs industry, limited product marketing division aobadai building, 3-1-19, aobadai, meguro-ku, tokyo 153-8539 phone: +81-3-3780-2787  fax: +81-3-3780-2946 * the specifications in this brochure  are subject to change w ithout notice. please contact jae for information. notice: products shown in this leaflet are  made for the applications listed below.  however,  if the above-mentioned prod ucts are to be used in  aerospace devices, marine cable-connection  devices, atomic power control systems, medical  equipment for life-support systems, or any other  specific application requiring extremely high  reliability, please contact jae for further  information.   recommended applications : computers, office  machines, measuring devices,  telecommunication devices (terminals, mobile  devices), av devices, household applications, fa  devices, etc. socket contact 1. m34s75c4f1, f2 2. m34s75c4f3, f4 others specification specification handling instructions handling instructions jacs-1754 jacs-1754
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