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		  Datasheet File OCR Text:


		   description and features t-1 3/4 clear lens led lamps electro-optical character istics and ratings these non-diffused led lamps offer high brightness in multiple colors and are designed for backlighting. the high efficiency red and yellow lamps are produced with gaasp/gap and the high efficiency green lamp is produced with gap/gap. this compact, rugged and lightweight led lamp requires low power and allows for versatile pc board or panel mounting. all devices are available with either cathode long or anode long configurations. 100.0 100.0 25.0 90.0 1000 -55 to +100 -55 to +100 120 28 635 45 17.0 3.0 2.0 20 amber h.e . r ed cmd6152 1000 -55 to +100 -55 to +100 120 28 635 45 17.0 3.0 2.0 20 red h.e . r ed cmd5752* 90 -55 to +100 -55 to +100 120 35 562 20 12.0 3.0 2.2 20 green h.e .green cmd5452* 1000 -55 to +100 -55 to +100 120 28 585 45 10.0 3.0 2.1 20 yellow yellow cmd5 352* cmd5152* non-diffuse d part number output color p ackage c olor test current (ma) forward voltage typ. (v) forward voltage max. (v) luminous intens ity min. (mcd) luminous intens ity t yp. (mcd) peak wavelength (nm) storage temperature (  c) peak forward current max. (1  s @ 0.3% duty cycle) (ma) diffusion viewing angle 20 1/2 (degrees) h.e . r ed amber 20 2.0 3.0 17.0 100.0 45 635 28 120 -55 to +100 -55 to +100 1000 diffus ed diffus ed diffus ed diffus ed reverse voltage (ir=100  a) (v) 555 5 5 capacitance pf vr=0,f=1mhz power dissipation (mw) operating temperature (  c) lead solder time @ 260  c 555 5 5 100.0 100.0 25.0 90.0 1000 -55 to +100 -55 to +100 120 28 635 45 17.0 3.0 2.0 20 red h.e . r ed cmd6752 90 -55 to +100 -55 to +100 120 35 562 20 30.0 3.0 2.2 20 green h.e .green cmd64521 90 -55 to +100 -55 to +100 120 35 562 20 12.0 3.0 2.2 20 green h.e .green cmd64520 1000 -55 to +100 -55 to +100 120 28 585 45 10.0 3.0 2.1 20 yellow yellow cmd 6352 diffused diffused diffused diffused 55 55 55 55 min. 1. 00 .340  . 010 . 100 cathod e sq.typ. .020  . 003 . 040 .190  . 010 ?. 230 . 050 all dimensions in inches. * cathode lon g america: cml innovative technologies,inc. 147 central avenue hackensack -nj 07601 -usa tel:1-201-489 -8989 fax:1-201-489 -6911 e-mail:americas@cml-it.com europe: cml technologies gmbh &co.kg robert-bunsen-str.1 67098 bad d?rkheim -germany tel:+49 (0)6322 9567-0 fax:+49 (0)6322 9567-88 e-mail:europe@cml-it.com asia: cml innovative technologies,inc. 61 aida street singapore 459975 tel:(65)9630 -5003 e-mail:asia@cml-it.com cml-it reserves the right to make specification revisions that enhance the design and/or performance of the product t-1 3/4 clear lens led lamps
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