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		  Datasheet File OCR Text:


		  r  widest selection in the industry! r  al05 delivery from stock (e12 values 0.1     to 1000 m h 10%) r  premium grade materials enable increased      current, srf, q, and temperature ratings. r  low cost due to automated production. features rcd components inc.,   520 e. industrial park dr., manchester, nh usa 03109 tel: (603) 669-0054  fax:(603) 669-5455  e-mail: rcdcompinc@aol.com  www.rcd-comp.com epoxy coated inductors al series  temperature range -55c to +125c  insulation resistance 1000 m w  min.  dielectric strength 500 vac  temp. coef. of inductance +50 to +500ppm/c typ. specifications faxxxx  specifications subject to change rcd typ e l .0 6[1 .5] d .03[.76] d typ . h min.  al02 .134[3.4] .078[2.0] .020[.50] 1.00[25.4]  al03 .250[6.35] .090[2.3] .020[.50] 1.00[25.4]  al05 .350[8.9] .135[3.4] .024[.6] 1.00[25.4] dimensions induc. ( h) test freq. (mhz) model al02 model al03 model al05 q min. srf min. (mhz) dcr max. ( w ) rated current (ma) q min. srf min. (mhz) dcr max. ( w ) rated current (ma) q min. srf min. (mhz) dcr max. ( w ) rated current (ma) .10 .12 .15 .18 .22 25.2 25.2 25.2 25.2 25.2 35 35 35 35 35 450 450 450 450 450 .18 .20 .22 .24 .4 700 660 620 600 400 45 45 45 45 45 500 480 470 460 450 .08 .09 .10 .12 .14 1350 1270 1200 1105 1025 45 45 50 45 50 525 525 525 420 380 .03 .03 .03 .05 .055 2550 2500 2450 1900 1810 .27 .33 .39 .47 .56 25.2 25.2 25.2 25.2 25.2 35 35 35 35 35 410 360 300 230 210 .43 .48 .51 .56 .61 380 370 350 330 320 45 45 45 45 45 430 410 365 330 300 .16 .22 .30 .35 .50 960 815 700 650 545 45 45 45 45 50 370 360 320 310 280 .08 .09 .11 .12 .135 1500 1400 1300 1225 1150 .68 .82 1.0 1.2 1.5 25.2 25.2 25.2 7.96 7.96 35 35 35 40 40 190 170 150 11 0 80 .67 .74 .80 .90 1.0 310 290 270 260 250 45 45 45 45 45 275 250 230 160 140 .60 .85 1.00 .45 .5 495 415 385 590 535 50 50 50 45 45 250 220 200 180 160 .15 .22 .29 .42 .50 1100 900 785 650 600 1.8 2.2 2.7 3.3 3.9 7.96 7.96 7.96 7.96 7.96 40 40 40 40 40 60 45 40 38 35 1.1 1.2 1.3 1.4 1.6 240 230 220 210 200 45 45 45 45 45 120 11 0 95 75 65 .55 .6 .65 .85 1.00 455 395 355 270 250 45 45 45 45 45 150 135 120 11 0 100 .65 .95 1.20 2.00 2.30 525 435 385 300 280 4.7 5.6 6.8 8.2 10 7.96 7.96 7.96 7.96 7.96 40 40 40 40 40 32 30 28 26 24 1.7 1.9 2.0 2.2 2.5 190 180 175 165 160 45 50 50 55 55 56 48 36 25 20 1.20 1.80 2.00 2.70 3.70 230 185 175 155 130 45 45 50 50 55 90 74 68 53 45 2.60 .32 .50 .60 .90 260 495 395 360 290 12 15 18 22 27 2.52 2.52 2.52 2.52 2.52 40 40 40 40 40 22 20 18 17 16 2.5 2.8 3.1 3.4 4.3 150 145 140 130 80 45 45 50 50 50 18 15 12 10 9 2.70 2.80 3.10 3.30 3.50 155 150 145 140 135 60 60 60 60 60 34 20 14 9.9 7.6 1.10 1.40 2.25 2.50 2.60 265 240 185 175 170 33 36 39 43 47 2.52 2.52 2.52 2.52 2.52 40 40 40 40 40 14 13 13 12 12 4.7 5.0 5.2 5.5 5.8 76 75 74 72 70 45 45 45 45 45 8 7.7 7.5 7.2 7.0 3.5 3.6 3.6 4.1 4.5 130 127 125 11 7 11 0 60 60 60 60 55 6.5 6.5 6.5 6.4 6.3 3.00 2.50 2.60 2.70 2.75 165 180 176 172 170 51 56 62 68 75 2.52 2.52 2.52 2.52 2.52 40 40 40 40 40 11 11 10 10 9.5 6.1 6.4 6.8 7.2 9.5 69 68 66 64 55 45 45 45 50 50 6.7 6.5 6.2 6.0 5.7 5.1 5.7 6.2 6.7 7.0 105 100 96 92 90 55 55 55 55 55 6.2 6.2 5.9 5.7 5.5 2.85 3.00 3.15 3.30 3.70 167 164 160 156 147 82 91 100 11 0 120 2.52 2.52 2.52 .796 .796 40 40 40 40 40 9.5 9.2 9.0 8.5 8.0 11 11 .5 12 12.5 13 46 45 44 43 42 50 50 50 45 45 5.5 5.2 5.0 4.9 4.8 7.3 7.7 8 11 13 88 86 84 74 66 50 50 50 60 60 5.3 5.0 4.8 4.0 3.8 3.90 4.30 4.50 4.90 5.20 143 136 133 128 124 130 150 160 180 200 .796 .796 .796 .796 .796 40 40 40 40 40 6.5 6.0 5.7 5.5 5.2 15 16 17 18 19 40 39 38 37 36 45 45 45 45 45 4.6 4.5 4.2 4.0 3.7 14 15 16 17 19 63 61 59 57 54 60 60 60 60 60 3.6 3.5 3.2 3.0 2.9 5.45 6.05 6.40 6.75 7.10 121 11 4 111 108 106 220 240 270 300 330 .796 .796 .796 .796 .796 40 40 40 40 40 5.0 4.7 4.6 4.4 4.2 20 22 25 28 30 35 30 28 27 26 45 45 45 45 45 3.5 3.2 3.0 2.9 2.8 21 23 25 27 28 52 49 47 46 45 60 60 60 60 60 2.8 2.7 2.6 2.4 2.4 7.45 7.80 11 .0 11 .5 12.0 103 101 129 125 123 360 390 430 470 510 .796 .796 .796 .796 .796 40 40 40 40 3.9 3.8 3.6 3.5 32 34 36 38 25 25 24 24 45 45 45 45 45 2.7 2.6 2.5 2.4 2.2 32 35 39 42 44 42 40 38 36 35 60 60 60 60 60 2.3 2.3 2.2 2.2 2.1 15.5 16.3 17.1 17.9 18.8 108 105 102 100 96 560 620 680 750 820 .796 .796 .796 .796 .796 45 45 45 45 45 2.0 1.9 1.8 1.7 1.6 46 54 60 63 65 35 32 30 29 29 60 60 55 55 55 2.1 2.0 1.9 1.9 1.8 24.7 25.9 27.2 28.6 30.0 85 83 81 79 77 910 1000 1100 1200 1300 .796 .796 .252 .252 .252 45 45 1.5 1.4 69 72 28 28 55 55 30 30 30 1.5 1.4 1.3 1.2 1.1 31.5 33.5 43.5 45.7 49.0 76 74 64 63 61 1500 1600 1800 2200 .252 .252 .252 .252 30 30 30 30 1.0 1.0 1.0 1.0 52.5 54.0 56.7 58.0 59 58 56 46 resist ors  w coils  w delay lines r  improved q levels. r  increased current ratings. r  elevated srf. r  matching to 1% tolerance. r  tailored resistance values. options al03 and al05 are marked with 4 bands. al02 is marked with 3 bands (two significant digits and  a multiplier), al02s are not marked with tolerance bands. marking preliminary ?   l  ? ?       h   ?  - d  - d al05  -     10uh    -    k        t p/n designation: tolerance code : m=20%, k=10%, j=5% rcd type inductance value packaging : b=bulk, t=tape &  reel a=ammo (al02 is ammo pack  only)
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