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		  Datasheet File OCR Text:


		  part number guide  options     t  ....tape & reel  r ...rohs  compliant      tolerance/stability    vs. temp      j ? production specified  (see table below)    mode of operation     f ........fundamental      operating    temperature     1 ....   0 o c to +70 o c  5 ....customer  specified  load capacitance     7 ....10  pf  x ...customer specified   s16  - 20.000mhz  - j  -  1  - 7  - f  - t                       4.0 x 2.5mm smd crystal                    s16  series   www.calcrystal.com  frequency range   12.000 mhz ~ 40.000 mhz  standard frequencies  13.000mhz, 16.000mhz, 26.000mhz & 32.000mhz  mode  fundamental, at cut  frequency tolerance  10ppm min ~ 30ppm max (15ppm typical) @ 25 o c  temperature tolerance  10 ~ 30ppm (-10 o c to +70 o c ref. to 25 o c)  storage temperature  -40 o c ~ +85 o c  esr  12.0mhz ~ 19.999mhz > 80 ?  max   20.0mhz ~ 25.999mhz > 70 ?  max  26.0mhz ~ 40.0mhz > 50 ?  max  shunt capacitance  3pf max.  load capacitance  8pf min to 12pf max  drive level  10  w ~ 300  w , 100  w typical  aging  2ppm max. (25 o c 3 o c)/ (1 st  year)   e-mail:  sales@calcrystal.com   unit : mm  15302 bolsa chica street,   huntington beach, ca 92649   ph: 714-991-1580 / 800-333-9825   fax: 714-491-9825  land pattern  1.6  1.3  1.3  0.3  1.2  1.2  electrical specifications  features of the s16 series crystal:     ? rohs compliant (pb free)  ? small package (4.0 x 2.5 x 0.75mm)  ? performance optimized for mobile  phones & bluetooth applications    4.00 0.15  2.50  0.15  0.75  0.15  0.90  1.00  2.00  1  2  3  4  mechanical specifications  package    s16 smd  frequency   customer specified  ver. 2.2 0906  rohs  compliant 
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