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		  Datasheet File OCR Text:


		  101 p200086  7.62   =   =  3.81  7.62 z.b z.d female connector. spacing 5.08 mm  .200" body : ul94 v0 - pc   grey  spacing 5.08 mm  .200" body : ul94 v0 - pc   grey  ordering details n. poles weight kg packaging l. mm t ype / order code din f 32 - z.b 32 0.0450 10 95 1ssa  303   432   r 1 2 0 0 din f 32 - z. d 32 0.0450 10 95 1ss e   303   432   r 0 1 0 0     din f 32  din 41612  c onnectors  - "f" shape   expert range -  axial  s crew clamp connection ordering details n. poles weight kg packaging l. mm t ype / order code din f  48 48 0.0650 10 95 1ssa  303   448   r 12 0 0     female connector. din f 48  din 41612  c onnectors  - "f" shape   expert range -  axial  s crew clamp connection technical data iec ul csa wire size solid wire 0.2 -  2.5  mm2 22  -  14  awg 22  -  14  awg stranded wire 0.2 -  2.5  mm2 22  -  14  awg 22  -  14  awg rated voltage 250  v 300  v 300  v rated current 6  a 6  a 6  a short-circuit current rated wire size  / gauge 14 awg storage temperature range -20 ~ +80 c insulation resistance    10 9  ? wire stripping length 8 mm  /  . 315 " recommended screwdriver 3.5  mm /  .138" recommended torque 0. 6  nm /  5.3  lb.in p rotection ip 20 /  nema 1 technical data iec ul csa wire size solid wire 0.2 -  2.5  mm2 22  -  14  awg 22  -  14  awg stranded wire 0.2 -  2.5  mm2 22  -  14  awg 22  -  14  awg rated voltage 250  v 300  v 300  v rated current 6  a 6  a 6  a short-circuit current rated wire size  / gauge 14 awg storage temperature range -20 ~ +80 c insulation resistance    10 9  ? wire stripping length 8 mm  /  . 315 " recommended screwdriver 3.5  mm /  .138" recommended torque 0. 6  nm /  5.3  lb.in p rotection ip 20 /  nema 1
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