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		  Datasheet File OCR Text:


		  high quality bridge rectifiers the surge line of bridge rectifiers pro- vides numerous benefits for engineers who need to maintain a tight control over power in their printed circuit boards. highly automated, high volume manu- facturing allows us to provide extremely cost efficient products for a wide variety of oem applications and industry segments. available in several package styles and configurations, these ul-recognized devices operate within a wide variety of voltage and current ranges, (see spec tables) which allows for greater flexibility in oem designs and system applications.  surges products are manufactured in iso-certified facilities, and may be purchased from surge directly or through distribution. surge components, inc. 1016 grand blvd., deer park, ny 11729 te l : 631?595?1818   fax: 631?595?1283 www.surgecomponents.com .080 ( 2.03) .050 (1.27) 130 (33) 120 (3.05) 185 (469) 150 (381) .075 (1.90) .055 (1.38) 205 ( 5.2) 195 ( 5.0) 022 ( 0.56) 018 ( 0.46) .045 ( 1.14) .035 ( 0.89) 335 ( 8.51) 320 ( 8.12) 1.2 (30.5) min. .032 (0.8) .028 ( 0.7) a b 1.0 (25.4) min. db101g 50 1.0 40 30 10 1.0 1.1 db102g 100 1.0 40 30 10 1.0 1.1 db103g 200 1.0 40 30 10 1.0 1.1 db104g 400 1.0 40 30 10 1.0 1.1 db105g 600 1.0 40 30 10 1.0 1.1 db106g 800 1.0 40 30 10 1.0 1.1 db107g 1000 1.0 40 30 10 1.0 1.1 dbs101g 50 1.0 40 30 10 1.0 1.1 dbs102g 100 1.0 40 30 10 1.0 1.1 dbs103g 200 1.0 40 30 10 1.0 1.1 dbs104g 400 1.0 40 30 10 1.0 1.1 dbs105g 600 1.0 40 30 10 1.0 1.1 dbs106g 800 1.0 40 30 10 1.0 1.1 dbs107g 1000 1.0 40 30 10 1.0 1.1 w005 50 1.5 50 30 10 1.0 1.1 w01 100 1.5 50 30 10 1.0 1.1 w02 200 1.5 50 30 10 1.0 1.1 w04 400 1.5 50 30 10 1.0 1.1 w06 600 1.5 50 30 10 1.0 1.1 w08 800 1.5 50 30 10 1.0 1.1 w10 1000 1.5 50 30 10 1.0 1.1 2w005m 50 2.0 50 50 10 1.0 1.1 2w01m 100 2.0 50 50 10 1.0 1.1 2w02m 200 2.0 50 50 10 1.0 1.1 2w04m 400 2.0 50 50 10 1.0 1.1 2w06m 600 2.0 50 50 10 1.0 1.1 2w08m 800 2.0 50 50 10 1.0 1.1 2w10m 1000 2.0 50 50 10 1.0 1.1 kbp201g 50 2.0 50 50 10 1.57 1.1 kbp202g 100 2.0 50 50 10 1.57 1.1 kbp203g 200 2.0 50 50 10 1.57 1.1 kbp204g 400 2.0 50 50 10 1.57 1.1 kbp205g 600 2.0 50 50 10 1.57 1.1 kbp206g 800 2.0 50 50 10 1.57 1.1 kbp207g 1000 2.0 50 50 10 1.57 1.1 sb305 50 3.0 *50 60 10 1.5 1.1 sb310 100 3.0 *50 60 10 1.5 1.1 sb320 200 3.0 *50 60 10 1.5 1.1 sb340 400 3.0 *50 60 10 1.5 1.1 sb360 600 3.0 *50 60 10 1.5 1.1 sb380 800 3.0 *50 60 10 1.5 1.1 sb3100 1000 3.0 *50 60 10 1.5 1.1 kbl401l 50 4.0 50 200 10 4.0 1.1 kbl402l 100 4.0 50 200 10 4.0 1.1 kbl403l 200 4.0 50 200 10 4.0 1.1 kbl404l 400 4.0 50 200 10 4.0 1.1 kbl405l 600 4.0 50 200 10 4.0 1.1 kbl406l 800 4.0 50 200 10 4.0 1.1 kbl407l 1000 4.0 50 200 10 4.0 1.1 kbl401 50 4.0 50 200 10 6.28 1.1 kbl402 100 4.0 50 200 10 6.28 1.1 kbl403 200 4.0 50 200 10 6.28 1.1 kbl404 400 4.0 50 200 10 6.28 1.1 kbl405 600 4.0 50 200 10 6.28 1.1 kbl406 800 4.0 50 200 10 6.28 1.1 kbl407 1000 4.0 50 200 10 6.28 1.1 KBU601 50 6.0 65 200 10 6.0 1.1 kbu602 100 6.0 65 200 10 6.0 1.1 kbu603 200 6.0 65 200 10 6.0 1.1 kbu604 400 6.0 65 200 10 6.0 1.1 kbu605 600 6.0 65 200 10 6.0 1.1 kbu606 800 6.0 65 200 10 6.0 1.1 kbu607 1000 6.0 65 200 10 6.0 1.1 features : ? ? ? ? ? features : ? ul recognized ? 1-50 amperes ? cost efficient ? glass passivated available ? surface mount packages through-hole 1.0 ampere/db ul recognized surface mount 1.0 ampere/db-s ul recognized 1.5 ampere/rb ul recognized 2.0 ampere/wob ul recognized 2.0 ampere/kbp ul recognized 3.0 ampere/sb-3 ul recognized 4.0 ampere/kbl ul recognized 4.0 ampere/kbl ul recognized 6.0 ampere/kbu ul recognized (see reverse side for more specifications) high quality bridge rectifiers prv lo @ t c i fm (surge) i r i fm v fm v pk a av c a pk adc a pk v pk surge part number max. peak reverse voltage max. avg. rectified current  @ half-wave resistive load 60hz max. forward peak surge current @ 8.3ms superimposed max. reverse current@ prv @ 25c  t a max. forward voltage @ 25c t a smt dimensions: wo dimensions: db other current ranges and package styles available upon request.

 sb601/kbpc601 50 6.0 50 200 10 3.0 1.1 sb602/kbpc602 100 6.0 50 200 10 3.0 1.1 sb603/kbpc603 200 6.0 50 200 10 3.0 1.1 sb604/kbpc604 400 6.0 50 200 10 3.0 1.1 sb605/kbpc605 600 6.0 50 200 10 3.0 1.1 sb606/kbpc606 800 6.0 50 200 10 3.0 1.1 sb607/kbpc607 1000 6.0 50 200 10 3.0 1.1 sb801/kbpc801 50 8.0 50 200 10 4.0 1.1 sb802/kbpc802 100 8.0 50 200 10 4.0 1.1 sb803/kbpc803 200 8.0 50 200 10 4.0 1.1 sb804/kbpc804 400 8.0 50 200 10 4.0 1.1 sb805/kbpc805 600 8.0 50 200 10 4.0 1.1 sb806/kbpc806 800 8.0 50 200 10 4.0 1.1 sb807/kbpc807 1000 8.0 50 200 10 4.0 1.1 sb1001/kbpc1001 50 10 50 200 10 5.0 1.1 sb1002/kbpc1002 100 10 50 200 10 5.0 1.1 sb1003/kbpc1003 200 10 50 200 10 5.0 1.1 sb1004/kbpc1004 400 10 50 200 10 5.0 1.1 sb1005/kbpc1005 600 10 50 200 10 5.0 1.1 sb1006/kbpc1006 800 10 50 200 10 5.0 1.1 sb1007/kbpc1007 1000 10 50 200 10 5.0 1.1 sb15005/kbpc15005 50 15 55 300 10 7.5 1.1 sb1501/kbpc1501 100 15 55 300 10 7.5 1.1 sb1502/kbpc1502 200 15 55 300 10 7.5 1.1 sb1504/kbpc1504 400 15 55 300 10 7.5 1.1 sb1506/kbpc1506 600 15 55 300 10 7.5 1.1 sb1508/kbpc1508 800 15 55 300 10 7.5 1.1 sb1510/kbpc1510 1000 15 55 300 10 7.5 1.1 sb25005/kbpc25005 50 25 55 300 10 12.5 1.1 sb2501/kbpc2501 100 25 55 300 10 12.5 1.1 sb2502/kbpc2502 200 25 55 300 10 12.5 1.1 sb2504/kbpc2504 400 25 55 300 10 12.5 1.1 sb2506/kbpc2506 600 25 55 300 10 12.5 1.1 sb2508/kbpc2508 800 25 55 300 10 12.5 1.1 sb2510/kbpc2510 1000 25 55 300 10 12.5 1.1 sb35005/kbpc35005 50 35 55 400 10 17.5 1.1 sb3501/kbpc3501 100 35 55 400 10 17.5 1.1 sb3502/kbpc3502 200 35 55 400 10 17.5 1.1 sb3504/kbpc3504 400 35 55 400 10 17.5 1.1 sb3506/kbpc3506 600 35 55 400 10 17.5 1.1 sb3508/kbpc3508 800 35 55 400 10 17.5 1.1 sb3510/kbpc3510 1000 35 55 400 10 17.5 1.1 gbpc15005 50 15 55 300 10 7.5 1.1 gbpc1501 100 15 55 300 10 7.5 1.1 gbpc1502 200 15 55 300 10 7.5 1.1 gbpc1504 400 15 55 300 10 7.5 1.1 gbpc1506 600 15 55 300 10 7.5 1.1 gbpc1508 800 15 55 300 10 7.5 1.1 gbpc1510 1000 15 55 300 10 7.5 1.1 gbpc25005 50 25 55 300 10 12.5 1.1 gbpc2501 100 25 55 300 10 12.5 1.1 gbpc2502 200 25 55 300 10 12.5 1.1 gbpc2504 400 25 55 300 10 12.5 1.1 gbpc2506 600 25 55 300 10 12.5 1.1 gbpc2508 800 25 55 300 10 12.5 1.1 gbpc2510 1000 25 55 300 10 12.5 1.1 gbpc35005 50 35 55 400 10 17.5 1.1 gbpc3501 100 35 55 400 10 17.5 1.1 gbpc3502 200 35 55 400 10 17.5 1.1 gbpc3504 400 35 55 400 10 17.5 1.1 gbpc3506 600 35 55 400 10 17.5 1.1 gbpc3508 800 35 55 400 10 17.5 1.1 gbpc3510 1000 35 55 400 10 17.5 1.1 6.0 ampere/sb-6 ul recognized 8.0 ampere/sb-10 ul recognized 10 ampere/sb-10 ul recognized 15 ampere/sb-35/sb-35w ul recognized 25 ampere/sb-35/sb35w ul recognized 35 ampere/sb-35/sb35w ul recognized glass passivated 15 ampere/gbpc/gbpc-w ul recognized glass passivated 25 ampere/gbpc/gbpc-w ul recognized glass passivated 35 ampere/gbpc/gbpc-w ul recognized prv lo @ t c i fm (surge) i r i fm v fm v pk a av c a pk adc a pk v pk surge part number max. peak reverse voltage max. avg. rectified current  @ half-wave resistive load 60hz max. forward peak surge current @ 8.3ms superimposed max. reverse current@ prv @ 25c  t a max. forward voltage @ 25c t a surge components, inc. 1016 grand blvd.,  deer park, ny 11729 te l : 631?595?1818   fax: 631?595?1283 www.surgecomponents.com 1.0 (25.4) min. .220 (5.6) .180 (4.6) .700 (17.8) .660 (16.8) .935 (23.7) .895 (22.7) .260 (6.5) .250 (5.5) a .455 (11.3) .405 (10.3) .760 (19.3) max. .085 (2.2) .065 (1.7) 45  .160 (4.1) .140 (3.6) 0.032 (.082) metal heat sink .442 (11.23) .432 (10.97) 1.0 max (25.4) 0.25 (6.75) 0.752 (19.1) 0.672 (17.1) 1.14 (29.0) 1.12 (28.51) 0.697 (17.6) 0.612 (15.5) 0.692 (17.6) 0.612 (15.3) high quality bridge rectifiers high quality bridge rectifiers dimensions: gbpc (radial leads) dimensions: kbu (radial leads)
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