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		  Datasheet File OCR Text:


		    website: www.kingtronics.com   email:  info@kingtronics.com      tel: (852) 8106 7033      fax: (852) 8106 7099       1    bridge rectifier    max.reverse  voltage  max.aver.  rect.current  peak  fwd.  surge  current  max.fwd.  voltage  @25   & rated  io  maximum reverse  current@rated vrm &  tc  typical thermal  resist.  operation temp.  range  type  no.  v rm (v) io(a) i fsm (a)  rated  io(a)  vf(v) ir@25    ir(ua)  ir@100    ir(ua)  r  ja/r  jl(  /w) tj(  )    package   abs2 200 0.8/1.0 30 0.4 0.95 10 150  62.5 -55~+150 abs  abs4 400 0.8/1.0 30 0.4 0.95 10 150  62.5 -55~+150 abs  abs6 600 0.8/1.0 30 0.4 0.95 10 150  62.5 -55~+150 abs  abs8 800 0.8/1.0 30 0.4 0.95 10 150  62.5 -55~+150 abs  abs10 1000 0.8/1.0 30 0.4 0.95 10 150  62.5 -55~+150 abs  mb2s 200 0.5/0.8 30 0.4 1.0 5.0 100 1)  85 -55~+150 mbs  mb4s 400 0.5/0.8 30   0.4 1.0  5.0  100 1)  85 -55~+150 mbs  mb6s 600 0.5/0.8 30   0.4 1.0  5.0  100 1)  85 -55~+150 mbs  mb8s 800 0.5/0.8 30   0.4 1.0  5.0  100 1)  85 -55~+150 mbs  mb10s 1000 0.5/0.8 30   0.4 1.0  5.0  100 1)  85 -55~+150 mbs  mbsk12s 20  1.0 30 1.0 0.55 400 1000  26 -55~+150 mbs  mbsk13s 30  1.0 30 1.0 0.55 400 1000  26 -55~+150 mbs  mbsk14s 40  1.0 30 1.0 0.55 400 1000  26 -55~+150 mbs  mb2m 200 0.5/0.8 35 0.4 1.0 5.0 100 1)  85 -55~+150 mbm  mb4m 400 0.5/0.8 35 0.4 1.0 5.0 100 1)  85 -55~+150 mbm  mb6m 600 0.5/0.8 35 0.4 1.0 5.0 100 1)  85 -55~+150 mbm  mb8m 800 0.5/0.8 35 0.4 1.0 5.0 100 1)  85 -55~+150 mbm  mb10m 1000 0.5/0.8 35 0.4 1.0 5.0 100 1)  85 -55~+150 mbm  db101/df005 50  1.0  35 1.0 1.1 10  500 1)  40 -55~+150 db  db102/df01 100  1.0  35   1.0 1.1  10  500 1)  40 -55~+150 db  db103/df02 200  1.0 35   1.0 1.1  10  500 1)  40 -55~+150 db  db104/df04 400  1.0 35   1.0 1.1  10  500 1)  40 -55~+150 db  db105/df06 600  1.0 35   1.0 1.1  10  500 1)  40 -55~+150 db  db106/df08 800  1.0 35   1.0 1.1  10  500 1)  40 -55~+150 db  db107/df10 1000  1.0  35   1.0 1.1  10  500 1)  40 -55~+150 db  db101s/df005s 50  1.0  35   1.0 1.1  10  500 1)  40 -55~+150 dbs  db102s/df01s 100  1.0  35   1.0 1.1  10  500 1)  40 -55~+150 dbs  db103s/df02s 200  1.0  35   1.0 1.1  10  500 1)  40 -55~+150 dbs  db104s/df04s 400  1.0  35   1.0 1.1  10  500 1)  40 -55~+150 dbs  db105s/df06s 600  1.0  35   1.0 1.1  10  500 1)  40 -55~+150 dbs  db106s/df08s 800  1.0  35   1.0 1.1  10  500 1)  40 -55~+150 dbs  note  1)ta=125    note: specifications are subject to change without notice.  

   website: www.kingtronics.com   email:  info@kingtronics.com      tel: (852) 8106 7033      fax: (852) 8106 7099       2    bridge rectifier    max.reverse  voltage  max.aver.  rect.current  peak  fwd.  surge  current  max.fwd.  voltage  @25   & rated  io  maximum reverse  current@rated vrm &  tc  typical thermal  resist.  operation temp.  range  type  no.  v rm (v) io(a) i fsm (a)  rated  io(a)  vf(v) ir@25    ir(ua)  ir@100    ir(ua)  r  ja/r  jl(  /w) tj(  )    package   db103g 200  1.0 60 1.0 1.1 10 500  40 -55~+150 db  db104g 400  1.0 60 1.0 1.1 10 500  40 -55~+150 db  db105g 600  1.0 60 1.0 1.1 10 500  40 -55~+150 db  db106g 800  1.0 60 1.0 1.1 10 500  40 -55~+150 db  db107g 1000  1.0 60 1.0 1.1 10 500  40 -55~+150 db  db151 50 1.5 60 1.5 1.1 5.0 500 1)  40 -55~+150 db  db152 100 1.5 60   1.5 1.1  5.0  500 1)  40 -55~+150 db  db153 200 1.5 60   1.5 1.1  5.0  500 1)  40 -55~+150 db  db154 400 1.5 60   1.5 1.1  5.0  500 1)  40 -55~+150 db  db155 600 1.5 60   1.5 1.1  5.0  500 1)  40 -55~+150 db  db156 800 1.5 60   1.5 1.1  5.0  500 1)  40 -55~+150 db  db157 1000 1.5 60   1.5 1.1  5.0  500 1)  40 -55~+150 db  db151s 50  1.5 60   1.5 1.1  5.0  500 1)  40 -55~+150 dbs  db152s 100  1.5 60   1.5 1.1  5.0  500 1)  40 -55~+150 dbs  db153s 200  1.5 60   1.5 1.1  5.0  500 1)  40 -55~+150 dbs  db154s 400  1.5 60   1.5 1.1  5.0  500 1)  40 -55~+150 dbs  db155s 600  1.5 60   1.5 1.1  5.0  500 1)  40 -55~+150 dbs  db156s 800  1.5 60   1.5 1.1  5.0  500 1)  40 -55~+150 dbs  db157s 1000  1.5 60   1.5 1.1  5.0  500  40  -55~+150 dbs  w005 50 1.0 30 1.5 1.0 10 500  36 -55~+125 wob  w01 100 1.0 30 1.5 1.0 10 500  36 -55~+125 wob  W02 200 1.0 30 1.5 1.0 10 500  36 -55~+125 wob  w04 400 1.0 30 1.5 1.0 10 500  36 -55~+125 wob  w06 600 1.0 30 1.5 1.0 10 500  36 -55~+125 wob  w08 800 1.0 30 1.5 1.0 10 500  36 -55~+125 wob  w10 1000 1.0 30 1.5 1.0 10 500  36 -55~+125 wob  rb151 50 1.5 35 1.0 1.0 10 500  36 -55~+125 wob  rb152 100 1.5 35   1.0   1.0 10  500  36  -55~+125 wob  rb153 200 1.5 35   1.0   1.0 10  500  36  -55~+125 wob  rb154 400 1.5 35   1.0   1.0 10  500  36  -55~+125 wob  rb155 600 1.5 35   1.0   1.0 10  500  36  -55~+125 wob  note  1)ta=125    note: specifications are subject to change without notice.  

   website: www.kingtronics.com   email:  info@kingtronics.com      tel: (852) 8106 7033      fax: (852) 8106 7099       3    bridge rectifier    max.reverse  voltage  max.aver.  rect.current  peak  fwd.  surge  current  max.fwd.  voltage  @25   & rated  io  maximum reverse  current@rated vrm &  tc  typical thermal  resist.  operation temp.  range  type  no.  v rm (v) io(a) i fsm (a)  rated  io(a)  vf(v) ir@25    ir(ua)  ir@100    ir(ua)  r  ja/r  jl(  /w) tj(  )    package   rb156 800 1.5 35   1.0   1.0 10  500  36  -55~+125 wob  rb157 1000 1.5 35 1.0 1.0 10 500  36 -55~+125 wob  2w005 50 2.0 35 2.0 1.1 10 500  40 -55~+125 wob  2w01 100 2.0 35   2.0 1.1  10  500  40  -55~+125 wob  2W02 200 2.0 35   2.0 1.1  10  500  40  -55~+125 wob  2w04 400 2.0 35   2.0 1.1  10  500  40  -55~+125 wob  2w06 600 2.0 35   2.0 1.1  10  500  40  -55~+125 wob  2w08 800 2.0 35   2.0 1.1  10  500  40  -55~+125 wob  2w10 1000 2.0 35   2.0 1.1  10  500  40  -55~+125 wob  kbp2005 50  2.0 35   2.0 1.1  10  500 1)   25 -55~+150 kbp  kbp201 100  2.0 35   2.0 1.1  10  500 1)   25   -55~+150 kbp  kbp202 200  2.0 35   2.0 1.1  10  500 1)   25   -55~+150 kbp  kbp204 400  2.0 35   2.0 1.1  10  500 1)   25   -55~+150 kbp  kbp206 600  2.0 35   2.0 1.1  10  500 1)   25   -55~+150 kbp  kbp208 800  2.0 35   2.0 1.1  10  500 1)   25   -55~+150 kbp  kbp210 1000  2.0 35   2.0 1.1  10  500 1)   25   -55~+150 kbp  kbp2005g 50  2.0 60 2.0 1.1 10 500   25   -55~+150 kbp  kbp201g 100  2.0 60 2.0 1.1 10 500   25   -55~+150 kbp  kbp202g 200  2.0 60 2.0 1.1 10 500   25   -55~+150 kbp  kbp204g 400  2.0 60 2.0 1.1 10 500   25   -55~+150 kbp  kbp206g 600  2.0 60 2.0 1.1 10 500   25   -55~+150 kbp  kbp208g 800  2.0 60 2.0 1.1 10 500   25   -55~+150 kbp  kbp210g 1000  2.0  60 2.0 1.1 10  500   25   -55~+150 kbp  kbp3005 50  3.0 60 3.0 1.1 10 500 1)  30 -55~+150 kbp  kbp301 100  3.0 60 3.0 1.1 10 500 1)  30 -55~+150 kbp  kbp302 200  3.0 60 3.0 1.1 10 500 1)  30 -55~+150 kbp  kbp304 400  3.0 60 3.0 1.1 10 500 1)  30 -55~+150 kbp  kbp306 600  3.0 60 3.0 1.1 10 500 1)  30 -55~+150 kbp  kbp308 800  3.0 60 3.0 1.1 10 500 1)  30 -55~+150 kbp  kbp310 1000  3.0 60 3.0 1.1 10 500 1)  30 -55~+150 kbp  kbl4005 50  4.0 120 2.0/4.0 1.0/1.1 10 500  2.4 -55~+150 kbl  note  1)ta=125    note: specifications are subject to change without notice.  

   website: www.kingtronics.com   email:  info@kingtronics.com      tel: (852) 8106 7033      fax: (852) 8106 7099       4    bridge rectifier    max.reverse  voltage  max.aver.  rect.current  peak  fwd.  surge  current  max.fwd.  voltage  @25   & rated  io  maximum reverse  current@rated vrm &  tc  typical thermal  resist.  operation temp.  range  type  no.  v rm (v) io(a) i fsm (a)  rated  io(a)  vf(v) ir@25    ir(ua)  ir@100    ir(ua)  r  ja/r  jl(  /w) tj(  )    package   kbl401 100  4.0 120   2.0/4.0 1.0/1.1 10 500 2)  2.4 -55~+150 kbl  kbl402 200  4.0 120   2.0/4.0 1.0/1.1 10 500 2)  2.4 -55~+150 kbl  kbl404 400  4.0 120   2.0/4.0 1.0/1.1 10 500 2)  2.4 -55~+150 kbl  kbl406 600  4.0 120   2.0/4.0 1.0/1.1 10 500 2)  2.4 -55~+150 kbl  kbl408 800  4.0 120   2.0/4.0 1.0/1.1 10 500 2)  2.4 -55~+150 kbl  kbl410 1000  4.0 120   2.0/4.0 1.0/1.1 10 500 2)  2.4 -55~+150 kbl  kbl6005 50  6.0 135 3.0/6.0 1.0/1.1 10 500 2)  2.4 -55~+150 kbl  kbl601 100  6.0 135   3.0/6.0 1.0/1.1 10 500  2.4 -55~+150 kbl  kbl602 200  6.0 135   3.0/6.0 1.0/1.1 10 500  2.4 -55~+150 kbl  kbl604 400  6.0 135   3.0/6.0 1.0/1.1 10 500  2.4 -55~+150 kbl  kbl606 600  6.0 135   3.0/6.0 1.0/1.1 10 500  2.4 -55~+150 kbl  kbl608 800  6.0 135   3.0/6.0 1.0/1.1 10 500  2.4 -55~+150 kbl  kbl610 1000  6.0 135   3.0/6.0 1.0/1.1 10 500  2.4 -55~+150 kbl  kbu4005 50  4.0 135   2.0/4.0 1.0/1.1 10 500  4.0 -55~+150 kbu  kbu401 100  4.0 135   2.0/4.0 1.0/1.1 10 500  4.0 -55~+150 kbu  kbu402 200  4.0 135   2.0/4.0 1.0/1.1 10 500  4.0 -55~+150 kbu  kbu404 400  4.0 135   2.0/4.0 1.0/1.1 10 500  4.0 -55~+150 kbu  kbu406 600  4.0 135   2.0/4.0 1.0/1.1 10 500  4.0 -55~+150 kbu  kbu408 800  4.0 135   2.0/4.0 1.0/1.1 10 500  4.0 -55~+150 kbu  kbu410 1000  4.0 135   2.0/4.0 1.0/1.1 10 500  4.0 -55~+150 kbu  kbu6005 50  6.0 135   3.0/6.0 1.0/1.1 10 500  3.1 -55~+150 kbu  kbu601 100  6.0 135   3.0/6.0 1.0/1.1 10 500  3.1 -55~+150 kbu  kbu602 200  6.0 135   3.0/6.0 1.0/1.1 10 500  3.1 -55~+150 kbu  kbu604 400  6.0 135   3.0/6.0 1.0/1.1 10 500  3.1 -55~+150 kbu  kbu606 600  6.0 135   3.0/6.0 1.0/1.1 10 500  3.1 -55~+150 kbu  kbu608 800  6.0 135   3.0/6.0 1.0/1.1 10 500  3.1 -55~+150 kbu  kbu610 1000  6.0 135   3.0/6.0 1.0/1.1 10 500  3.1 -55~+150 kbu  kbu8005 50  8.0 135   4.0/8.0 1.0/1.1 10 500  3.0 -55~+150 kbu  kbu801 100  8.0 135   4.0/8.0 1.0/1.1 10 500  3.0 -55~+150 kbu  kbu802 200  8.0 135   4.0/8.0 1.0/1.1 10 500  3.0 -55~+150 kbu  kbu804 400  8.0 135   4.0/8.0 1.0/1.1 10 500  3.0 -55~+150 kbu  note  1)ta=125    note: specifications are subject to change without notice.  

   website: www.kingtronics.com   email:  info@kingtronics.com      tel: (852) 8106 7033      fax: (852) 8106 7099       5    bridge rectifier    max.reverse  voltage  max.aver.  rect.current  peak  fwd.  surge  current  max.fwd.  voltage  @25   & rated  io  maximum reverse  current@rated vrm &  tc  typical thermal  resist.  operation temp.  range  type  no.  v rm (v) io(a) i fsm (a)  rated  io(a)  vf(v) ir@25    ir(ua)  ir@100    ir(ua)  r  ja/r  jl(  /w) tj(  )    package   kbu806 600  8.0 135   4.0/8.0 1.0/1.1 10 500  3.0 -55~+150 kbu  kbu808 800  8.0 135   4.0/8.0 1.0/1.1 10 500  3.0 -55~+150 kbu  kbu810 1000  8.0 135   4.0/8.0 1.0/1.1 10 500  3.0 -55~+150 kbu  kbu10005 50  10.0 150 5.0/10 1.0/ 1.1 10 500  2.2 -55~+150 kbu  kbu1001 100  10.0 150 5.0/10 1.0/ 1.1 10 500  2.2 -55~+150 kbu  kbu1002 200  10.0 150 5.0/10 1.0/ 1.1 10 500  2.2 -55~+150 kbu  kbu1004 400  10.0 150 5.0/10 1.0/ 1.1 10 500  2.2 -55~+150 kbu  kbu1006 600  10.0 150 5.0/10 1.0/ 1.1 10 500  2.2 -55~+150 kbu  kbu1008 800  10.0 150 5.0/10 1.0/ 1.1 10 500  2.2 -55~+150 kbu  kbu1010 1000  10.0 150 5.0/10 1.0/1.1 10 500 1)  2.2 -55~+150 kbu  kbu15005 50  15.0 200 7.5 1.1 10 500 1)  3.0 -55~+150 kbu  kbu1501 100  15.0 200 7.5 1.1 10 500 1)  3.0 -55~+150 kbu  kbu1502 200  15.0 200 7.5 1.1 10 500 1)  3.0 -55~+150 kbu  kbu1504 400  15.0 200 7.5 1.1 10 500 1)  3.0 -55~+150 kbu  kbu1506 600  15.0 200 7.5 1.1 10 500 1)  3.0 -55~+150 kbu  kbu1508 800  15.0 200 7.5 1.1 10 500 1)  3.0 -55~+150 kbu  kbu1510 1000  15.0 200 7.5 1.1 10 500 1)  3.0 -55~+150 kbu  kbu25005 50  25.0 300 12.5 1.1 10 500 1)  3.0 -55~+150 kbu  kbu2501 100  25.0 300 12.5 1.1 10 500 1)  3.0 -55~+150 kbu  kbu2502 200  25.0 300 12.5 1.1 10 500 1)  3.0 -55~+150 kbu  kbu2504 400  25.0 300 12.5 1.1 10 500 1)  3.0 -55~+150 kbu  kbu2506 600  25.0 300 12.5 1.1 10 500 1)  3.0 -55~+150 kbu  kbu2508 800  25.0 300 12.5 1.1 10 500 1)  3.0 -55~+150 kbu  kbu2510 1000  25.0 300 12.5 1.1 10 500 1)  3.0 -55~+150 kbu  gbp2005 50  2.0 50 2.0 1.1 10 500  8.0 -55~+150 gbp  gbp201 100  2.0 50 2.0 1.1 10 500  8.0 -55~+150 gbp  gbp202 200  2.0 50 2.0 1.1 10 500  8.0 -55~+150 gbp  gbp204 400  2.0 50 2.0 1.1 10 500  8.0 -55~+150 gbp  gbp206 600  2.0 50 2.0 1.1 10 500  8.0 -55~+150 gbp  gbp208 800  2.0 50 2.0 1.1 10 500  8.0 -55~+150 gbp  gbp210 1000  2.0 50 2.0 1.1 10 500  8.0 -55~+150 gbp  note  1)ta=125    note: specifications are subject to change without notice.  

   website: www.kingtronics.com   email:  info@kingtronics.com      tel: (852) 8106 7033      fax: (852) 8106 7099       6    bridge rectifier    max.reverse  voltage  max.aver.  rect.current  peak  fwd.  surge  current  max.fwd.  voltage  @25   & rated  io  maximum reverse  current@rated vrm &  tc  typical thermal  resist.  operation temp.  range  type  no.  v rm (v) io(a) i fsm (a)  rated  io(a)  vf(v) ir@25    ir(ua)  ir@100    ir(ua)  r  ja/r  jl(  /w) tj(  )    package   d2ub05 50  2.0   35 2.0 1.1 5.0  500  3.5  -55~+150 d3k  d2ub10 100  2.0   35 2.0 1.1 5.0  500  3.5  -55~+150 d3k  d2ub20 200  2.0   35 2.0 1.1 5.0  500  3.5  -55~+150 d3k  d2ub40 400  2.0   35 2.0 1.1 5.0  500  3.5  -55~+150 d3k  d2ub60 600  2.0   35 2.0 1.1 5.0  500  3.5  -55~+150 d3k  d2ub80 800  2.0   35 2.0 1.1 5.0  500  3.5  -55~+150 d3k  d2ub100 1000  2.0   35 2.0 1.1 5.0  500  3.5  -55~+150 d3k  gbl2005 50  2.0 60 1.0 1.0 5.0 500  13 -55~+150 gbl  gbl201 100  2.0 60 1.0 1.0 5.0 500  13 -55~+150 gbl  gbl202 200  2.0 60 1.0 1.0 5.0 500  13 -55~+150 gbl  gbl204 400  2.0 60 1.0 1.0 5.0 500  13 -55~+150 gbl  gbl206 600  2.0 60 1.0 1.0 5.0 500  13 -55~+150 gbl  gbl208 800  2.0 60 1.0 1.0 5.0 500  13 -55~+150 gbl  gbl210 1000  2.0 60 1.0 1.0 5.0 500  13 -55~+150 gbl  d3ub05 50  3.0 60 3.0 1.1 5.0 500  15 -55~+150 d3k  d3ub10 100  3.0 60 3.0 1.1 5.0 500  15 -55~+150 d3k  d3ub20 200  3.0 60 3.0 1.1 5.0 500  15 -55~+150 d3k  d3ub40 400  3.0 60 3.0 1.1 5.0 500  15 -55~+150 d3k  d3ub60 600  3.0 60 3.0 1.1 5.0 500  15 -55~+150 d3k  d3ub80 800  3.0 60 3.0 1.1 5.0 500  15 -55~+150 d3k  d3ub100 1000  3.0  60 3.0 1.1 5.0  500  15  -55~+150 d3k  gbl4005 50  4.0 120 2.0/4.0 1.0/1.1 5.0 500  3.5 -55~+150 gbl  gbl401 100  4.0 120   2.0/4.0 1.0/1.1 5.0 500  3.5 -55~+150 gbl  gbl402 200  4.0 120   2.0/4.0 1.0/1.1 5.0 500  3.5 -55~+150 gbl  gbl404 400  4.0 120   2.0/4.0 1.0/1.1 5.0 500  3.5 -55~+150 gbl  gbl406 600  4.0 120   2.0/4.0 1.0/1.1 5.0 500  3.5 -55~+150 gbl  gbl408 800  4.0 120   2.0/4.0 1.0/1.1 5.0 500  3.5 -55~+150 gbl  gbl410 1000  4.0 120   2.0/4.0 1.0/1.1 5.0 500  3.5 -55~+150 gbl  d4bu05 50  4.0 120 4.0 1.1 5.0 500  15 -55~+150 d3k  d4bu10 100  4.0 120 4.0 1.1 5.0 500  15 -55~+150 d3k  d4bu20 200  4.0 120 4.0 1.1 5.0 500  15 -55~+150 d3k  d4bu40 400  4.0 120 4.0 1.1 5.0 500  15 -55~+150 d3k  note: specifications are subject to change without notice.  

   website: www.kingtronics.com   email:  info@kingtronics.com      tel: (852) 8106 7033      fax: (852) 8106 7099       7    bridge rectifier    max.reverse  voltage  max.aver.  rect.current  peak  fwd.  surge  current  max.fwd.  voltage  @25   & rated  io  maximum reverse  current@rated vrm &  tc  typical thermal  resist.  operation temp.  range  type  no.  v rm (v) io(a) i fsm (a)  rated  io(a)  vf(v) ir@25    ir(ua)  ir@100    ir(ua)  r  ja/r  jl(  /w) tj(  )    package   d4bu60 600  4.0 120 4.0 1.1 5.0 500  15 -55~+150 d3k  d4bu80 800  4.0 120 4.0 1.1 5.0 500  15 -55~+150 d3k  d4bu100 1000  4.0 120 4.0 1.1 5.0  500  15  -55~+150 d3k  gbu4005 50  4.0 120 2.0/4.0 1.0/1.1 5.0 500  4.0 -55~+150 gbu  gbu401 100  4.0 120 2.0/4.0 1.0/1.1 5.0 500  4.0 -55~+150 gbu  gbu402 200  4.0 120 2.0/4.0 1.0/1.1 5.0 500  4.0 -55~+150 gbu  gbu404 400  4.0 120 2.0/4.0 1.0/1.1 5.0 500  4.0 -55~+150 gbu  gbu406 600  4.0 120 2.0/4.0 1.0/1.1 5.0 500  4.0 -55~+150 gbu  gbu408 800  4.0 120 2.0/4.0 1.0/1.1 5.0 500  4.0 -55~+150 gbu  gbu410 1000  4.0 120 20/4.0 1.0/1.1 5.0 500  4.0 -55~+150 gbu  gbu6005 50  6.0 135 3.0/6.0 1.0/1.1 5.0 500  2.0 -55~+150 gbu  gbu601 100  6.0 135   3.0/6.0 1.0/1.1 5.0 500  2.0 -55~+150 gbu  gbu602 200  6.0 135   3.0/6.0 1.0/1.1 5.0 500  2.0 -55~+150 gbu  gbu604 400  6.0 135   3.0/6.0 1.0/1.1 5.0 500  2.0 -55~+150 gbu  gbu606 600  6.0 135   3.0/6.0 1.0/1.1 5.0 500  2.0 -55~+150 gbu  gbu608 800  6.0 135   3.0/6.0 1.0/1.1 5.0 500  2.0 -55~+150 gbu  gbu610 1000  6.0 135   3.0/6.0 1.0/1.1 5.0 500  2.0 -55~+150 gbu  gbu8005 50  8.0 150 4.0/8.0 1.0/1.1 5.0 500  2.0 -55~+150 gbu  gbu801 100  8.0 150   4.0/8.0 1.0/1.1 5.0 500  2.0 -55~+150 gbu  gbu802 200  8.0 150   4.0/8.0 1.0/1.1 5.0 500  2.0 -55~+150 gbu  gbu804 400  8.0 150   4.0/8.0 1.0/1.1 5.0 500  2.0 -55~+150 gbu  gbu806 600  8.0 150   4.0/8.0 1.0/1.1 5.0 500  2.0 -55~+150 gbu  gbu808 800  8.0 150   4.0/8.0 1.0/1.1 5.0 500  2.0 -55~+150 gbu  gbu810 1000  8.0 150   4.0/8.0 1.0/1.1 5.0 500  2.0 -55~+150 gbu  gbu10005 50  10.0 150   5.0/10.0 1.0/1.1 5.0 500  2.0 -55~+150 gbu  gbu1001 100  10.0   150   5.0/10.0 1.0/1.1 5.0 500  2.0 -55~+150 gbu  gbu1002 200  10.0   150   5.0/10.0 1.0/1.1 5.0 500  2.0 -55~+150 gbu  gbu1004 400  10.0   150   5.0/10.0 1.0/1.1 5.0 500  2.0 -55~+150 gbu  gbu1006 600  10.0   150   5.0/10.0 1.0/1.1 5.0 500  2.0 -55~+150 gbu  gbu1008 800  10.0   150   5.0/10.0 1.0/1.1 5.0 500  2.0 -55~+150 gbu  gbu1010 1000  10.0   150   5.0/10.0 1.0/1.1 5.0 500  2.0 -55~+150 gbu  gbu15005 50  15.0 200 7.5 1.1 5.0 500  2.2 -55~+150 gbu  note: specifications are subject to change without notice.  

   website: www.kingtronics.com   email:  info@kingtronics.com      tel: (852) 8106 7033      fax: (852) 8106 7099       8    bridge rectifier    max.reverse  voltage  max.aver.  rect.current  peak  fwd.  surge  current  max.fwd.  voltage  @25   & rated  io  maximum reverse  current@rated vrm &  tc  typical thermal  resist.  operation temp.  range  type  no.  v rm (v) io(a) i fsm (a)  rated  io(a)  vf(v) ir@25    ir(ua)  ir@100    ir(ua)  r  ja/r  jl(  /w) tj(  )    package   gbu1501 100  15.0   200   7.5 1.1  5.0  500  2.2  -55~+150 gbu  gbu1502 200  15.0   200   7.5 1.1  5.0  500  2.2  -55~+150 gbu  gbu1504 400  15.0   200   7.5 1.1  5.0  500  2.2  -55~+150 gbu  gbu1506 600  15.0   200   7.5 1.1  5.0  500  2.2  -55~+150 gbu  gbu1508 800  15.0   200   7.5 1.1  5.0  500  2.2  -55~+150 gbu  gbu1510 1000  15.0   200   7.5 1.1  5.0  500  2.2  -55~+150 gbu  gbu25005 50  25.0 260 12.5 1.1 5.0 500  2.2 -55~+150 gbu  gbu2501 100  25.0   260   12.5 1.1  5.0  500  2.2  -55~+150 gbu  gbu2502 200  25.0   260   12.5 1.1  5.0  500  2.2  -55~+150 gbu  gbu2504 400  25.0   260   12.5 1.1  5.0  500  2.2  -55~+150 gbu  gbu2506 600  25.0   260   12.5 1.1  5.0  500  2.2  -55~+150 gbu  gbu2508 800  25.0   260   12.5 1.1  5.0  500  2.2  -55~+150 gbu  gbu2510 1000  25.0   260   12.5 1.1  5.0  500  2.2  -55~+150 gbu  gbj2005 50  2.0 50 1.0 1.0 10 1000  10 -55~+150 kbj2  gbj201 100 2.0 50 1.0 1.0 10 1000  10 -55~+150 kbj2  gbj202 200 2.0 50 1.0 1.0 10 1000  10 -55~+150 kbj2  gbj204 400 2.0 50 1.0 1.0 10 1000  10 -55~+150 kbj2  gbj206 600 2.0 50 1.0 1.0 10 1000  10 -55~+150 kbj2  gbj208 800 2.0 50 1.0 1.0 10 1000  10 -55~+150 kbj2  gbj210 1000 2.0 50 1.0 1.0 10 1000  10 -55~+150 kbj2  kbj4005 50  4.0 120 4.0 1.0 5.0 500  2.2 -55~+150 kbj4  kbj401 100 4.0 120   4.0 1.0  5.0  500  2.2  -55~+150 kbj4  kbj402 200 4.0 120   4.0 1.0  5.0  500  2.2  -55~+150 kbj4  kbj404 400 4.0 120   4.0 1.0  5.0  500  2.2  -55~+150 kbj4  kbj406 600 4.0 120   4.0 1.0  5.0  500  2.2  -55~+150 kbj4  kbj408 800 4.0 120   4.0 1.0  5.0  500  2.2  -55~+150 kbj4  kbj410 1000 4.0 120   4.0 1.0  5.0  500  2.2  -55~+150 kbj4  gbj6005 50  6.0 135 3.0/6.0 1.0/1.1 5.0 500  1.8 -55~+150 kbj6  gbj601 100 6.0 135   3.0/6.0 1.0/1.1 5.0 500  1.8 -55~+150 kbj6  gbj602 200 6.0 135   3.0/6.0 1.0/1.1 5.0 500  1.8 -55~+150 kbj6  gbj604 400 6.0 135   3.0/6.0 1.0/1.1 5.0 500  1.8 -55~+150 kbj6  gbj606 600 6.0 135   3.0/6.0 1.0/1.1 5.0 500  1.8 -55~+150 kbj6  note: specifications are subject to change without notice.  

   website: www.kingtronics.com   email:  info@kingtronics.com      tel: (852) 8106 7033      fax: (852) 8106 7099       9    bridge rectifier    max.reverse  voltage  max.aver.  rect.current  peak  fwd.  surge  current  max.fwd.  voltage  @25   & rated  io  maximum reverse  current@rated vrm &  tc  typical thermal  resist.  operation temp.  range  type  no.  v rm (v) io(a) i fsm (a)  rated  io(a)  vf(v) ir@25    ir(ua)  ir@100    ir(ua)  r  ja/r  jl(  /w) tj(  )    package   gbj608 800  6.0 135   3.0/6.0 1.0/1.1 5.0 500  1.8 -55~+150 kbj6  gbj610 1000 6.0 135   3.0/6.0 1.0/1.1 5.0 500  1.8 -55~+150 kbj6  gbj8005 50  8.0 135   4.0 1.0  5.0  500  1.6  -55~+150 kbj6  gbj801 100  8.0 135   4.0 1.0  5.0  500  1.6  -55~+150 kbj6  gbj802 200  8.0 135   4.0 1.0  5.0  500  1.6  -55~+150 kbj6  gbj804 400  8.0 135   4.0 1.0  5.0  500  1.6  -55~+150 kbj6  gbj806 600  8.0 135   4.0 1.0  5.0  500  1.6  -55~+150 kbj6  gbj808 800  8.0 135   4.0 1.0  5.0  500  1.6  -55~+150 kbj6  gbj810 1000 8.0 135   4.0 1.0  5.0  500  1.6  -55~+150 kbj6  gbj10005 50  10.0 150 5.0/10.0 1.0/1.1 5.0 500  1.4 -55~+150 kbj4  gbj1001 100 10.0   150   5.0/10.0 1.0/1.1 5.0 500  1.4 -55~+150 kbj4  gbj1002 200 10.0   150   5.0/10.0 1.0/1.1 5.0 500  1.4 -55~+150 kbj4  gbj1004 400 10.0   150   5.0/10.0 1.0/1.1 5.0 500  1.4 -55~+150 kbj4  gbj1006 600 10.0   150   5.0/10.0 1.0/1.1 5.0 500  1.4 -55~+150 kbj4  gbj1008 800 10.0   150   5.0/10.0 1.0/1.1 5.0 500  1.4 -55~+150 kbj4  gbj1010 1000 10.0   150   5.0/10.0 1.0/1.1 5.0 500  1.4 -55~+150 kbj4  gbj15005 50  15.0 200 7.5 1.1 5.0 500  0.8 -55~+150 kbj6  gbj1501 100 15.0 200 7.5 1.1 5.0 500  0.8 -55~+150 kbj6  gbj1502 200 15.0 200 7.5 1.1 5.0 500  0.8 -55~+150 kbj6  gbj1504 400 15.0 200 7.5 1.1 5.0 500  0.8 -55~+150 kbj6  gbj1506 600 15.0 200 7.5 1.1 5.0 500  0.8 -55~+150 kbj6  gbj1508 800 15.0 200 7.5 1.1 5.0 500  0.8 -55~+150 kbj6  gbj1510 1000 15.0 200 7.5 1.1 5.0 500  0.8 -55~+150 kbj6  gbj20005 50  20.0 240 10 1.1 5.0 500  0.8 -55~+150 kbj6  gbj2001 100 20.0 240 10 1.1 5.0 500  0.8 -55~+150 kbj6  gbj2002 200 20.0 240 10 1.1 5.0 500  0.8 -55~+150 kbj6  gbj2004 400 20.0 240 10 1.1 5.0 500  0.8 -55~+150 kbj6  gbj2006 600 20.0 240 10 1.1 5.0 500  0.8 -55~+150 kbj6  gbj2008 800 20.0 240 10 1.1 5.0 500  0.8 -55~+150 kbj6  gbj2010 1000 20.0 240 10 1.1 5.0 500  0.8 -55~+150 kbj6  gbj25005 50  25.0 240 12.5 1.1 5.0 500  0.6 -55~+150 kbj6  gbj2501 100 25.0 240 12.5 1.1 5.0 500  0.6 -55~+150 kbj6  note: specifications are subject to change without notice.  

   website: www.kingtronics.com   email:  info@kingtronics.com      tel: (852) 8106 7033      fax: (852) 8106 7099       10    bridge rectifier    max.reverse  voltage  max.aver.  rect.current  peak  fwd.  surge  current  max.fwd.  voltage  @25   & rated  io  maximum reverse  current@rated vrm &  tc  typical thermal  resist.  operation temp.  range  type  no.  v rm (v) io(a) i fsm (a)  rated  io(a)  vf(v) ir@25    ir(ua)  ir@100    ir(ua)  r  ja/r  jl(  /w) tj(  )    package   gbj2502 200 25.0 240 12.5 1.1 5.0 500  0.6 -55~+150 kbj6  gbj2504 400 25.0 240 12.5 1.1 5.0 500  0.6 -55~+150 kbj6  gbj2506 600 25.0 240 12.5 1.1 5.0 500  0.6 -55~+150 kbj6  gbj2508 800 25.0 240 12.5 1.1 5.0 500  0.6 -55~+150 kbj6  gbj2510 1000 25.0 240 12.5 1.1 5.0 500  0.6 -55~+150 kbj6  gbj35005 50  35.0 260 17.5 1.1 5.0 500  0.6 -55~+150 kbj6  gbj3501 100 35.0 260 17.5 1.1 5.0 500  0.6 -55~+150 kbj6  gbj3502 200 35.0 260 17.5 1.1 5.0 500  0.6 -55~+150 kbj6  gbj3504 400 35.0 260 17.5 1.1 5.0 500  0.6 -55~+150 kbj6  gbj3506 600 35.0 260   17.5   1.1 5.0  500  0.6   -55~+150 kbj6  gbj3508 800 35.0 260   17.5   1.1 5.0  500  0.6   -55~+150 kbj6  gbj3510 1000 35.0 260   17.5   1.0/1.1 5.0 500  0.6   -55~+150 kbj6  kbpc1005 50  3.0 50 1.5/3.0 1.0/1.1 10.0 500  0.6   -55~+150 kbpc1 kbpc101 100  3.0 50 1.5/3.0 1.0/1.1 10.0 500  0.6   -55~+150 kbpc1 kbpc102 200  3.0 50 1.5/3.0 1.0/1.1 10.0 500  0.6   -55~+150 kbpc1 kbpc104 400  3.0 50 1.5/3.0 1.0/1.1 10.0 500  0.6   -55~+150 kbpc1 kbpc106 600  3.0 50 1.5/3.0 1.0/1.1 10.0 500  0.6   -55~+150 kbpc1 kbpc108 800  3.0 50 1.5/3.0 1.0/1.1 10.0 500  0.6   -55~+150 kbpc1 kbpc110 1000  3.0  50 1.5/3.0 1.0/1.1 10.0 500  0.6   -55~+150 kbpc1 kbpc6005 50  6.0 150 3.0/6.0 1.0/1.1 5.0 500  1.5 -55~+125 kbpc6 kbpc601 100  6.0 150 3.0/6.0 1.0/1.1 5.0 500  1.5 -55~+125 kbpc6 kbpc602 200  6.0 150 3.0/6.0 1.0/1.1 5.0 500  1.5 -55~+125 kbpc6 kbpc604 400  6.0 150 3.0/6.0 1.0/1.1 5.0 500  1.5 -55~+125 kbpc6 kbpc606 600  6.0 150 3.0/6.0 1.0/1.1 5.0 500  1.5 -55~+125 kbpc6 kbpc608 800  6.0 150 3.0/6.0 1.0/1.1 5.0 500  1.5 -55~+125 kbpc6 kbpc610 1000  6.0 150 3.0/6.0 1.0/1.1 5.0  500  1.5  -55~+125 kbpc6 kbpc8005 50  8.0 150 4.0/8.0 1.0/1.1 5.0 500  1.5 -55~+125 kbpc8 kbpc801 100  8.0 150 4.0/8.0 1.0/1.1 5.0 500  1.5 -55~+125 kbpc8 kbpc802 200  8.0 150 4.0/8.0 1.0/1.1 5.0 500  1.5 -55~+125 kbpc8 kbpc804 400  8.0 150 4.0/8.0 1.0/1.1 5.0 500  1.5 -55~+125 kbpc8 kbpc806 600  8.0 150 4.0/8.0 1.0/1.1 5.0 500  1.5 -55~+125 kbpc8 kbpc808 800  8.0 150 4.0/8.0 1.0/1.1 5.0 500  1.5 -55~+125 kbpc8 note: specifications are subject to change without notice.  

   website: www.kingtronics.com   email:  info@kingtronics.com      tel: (852) 8106 7033      fax: (852) 8106 7099       11    bridge rectifier    max.reverse  voltage  max.aver.  rect.current  peak  fwd.  surge  current  max.fwd.  voltage  @25   & rated  io  maximum reverse  current@rated vrm &  tc  typical thermal  resist.  operation temp.  range  type  no.  v rm (v) io(a) i fsm (a)  rated  io(a)  vf(v) ir@25    ir(ua)  ir@100    ir(ua)  r  ja/r  jl(  /w) tj(  )    package   kbpc810 1000  8.0 150 4.0/8.0 1.0/1.1 5.0  500  1.5  -55~+125 kbpc8 kbpc10005 50  10.0 150 5.0/10.0 1.0/1.1 5.0  500  1.5  -55~+125 kbpc8 kbpc1001 100  10.0 150 5.0/10.0 1.0/1.1 5.0  500  1.5  -55~+125 kbpc8 kbpc1002 200  10.0 150 5.0/10.0 1.0/1.1 5.0  500  1.5  -55~+125 kbpc8 kbpc1004 400  10.0 150 5.0/10.0 1.0/1.1 5.0  500  1.5  -55~+125 kbpc8 kbpc1006 600  10.0 150 5.0/10.0 1.0/1.1 5.0  500  1.5  -55~+125 kbpc8 kbpc1008 800  10.0 150 5.0/10.0 1.0/1.1 5.0  500  1.5  -55~+125 kbpc8 kbpc1010 1000  10.0 150 5.0/10.0 1.0/1.1 5.0  500  1.5  -55~+125 kbpc8 kbpc15005 50  15.0 300 7.5 1.1 5.0  500  1.5  -55~+125 kbpc25 kbpc1501 100  15.0 300 7.5 1.1 5.0  500  1.5  -55~+125 kbpc25 kbpc1502 200  15.0 300 7.5 1.1 5.0  500  1.5  -55~+125 kbpc25 kbpc1504 400  15.0 300 7.5 1.1 5.0  500  1.5  -55~+125 kbpc25 kbpc1506 600  15.0 300 7.5 1.1 5.0  500  1.5  -55~+125 kbpc25 kbpc1508 800  15.0 300 7.5 1.1 5.0  500  1.5  -55~+125 kbpc25 kbpc1510 1000  15.0 300 7.5 1.1 5.0  500  1.5  -55~+125 kbpc25 kbpc25005 50  25.0 400 12.5 1.1 5.0  500  1.5  -55~+125 kbpc25 kbpc2501 100  25.0 400 12.5 1.1 5.0  500  1.5  -55~+125 kbpc25 kbpc2502 200  25.0 400 12.5 1.1 5.0  500  1.5  -55~+125 kbpc25 kbpc2504 400  25.0 400 12.5 1.1 5.0  500  1.5  -55~+125 kbpc25 kbpc2506 600  25.0 400 12.5 1.1 5.0  500  1.5  -55~+125 kbpc25 kbpc2508 800  25.0 400 12.5 1.1 5.0  500  1.5  -55~+125 kbpc25 kbpc2510 1000  25.0 400 12.5 1.1 5.0  500  1.5  -55~+125 kbpc25 kbpc35005 50  35.0 400 17.5 1.1 5.0  500  1.5  -55~+125 kbpc25 kbpc3501 100  35.0 400 17.5 1.1 5.0  500  1.5  -55~+125 kbpc25 kbpc3502 200  35.0 400 17.5 1.1 5.0  500  1.5  -55~+125 kbpc25 kbpc3504 400  35.0 400 17.5 1.1 5.0  500  1.5  -55~+125 kbpc25 kbpc3506 600  35.0 400 17.5 1.1 5.0  500  1.5  -55~+125 kbpc25 kbpc3508 800  35.0 400 17.5 1.1 5.0  500  1.5  -55~+125 kbpc25 kbpc3510 1000  35.0 400 17.5 1.1 5.0  500  1.5  -55~+125 kbpc25 kbpc50005 50  50.0 500 25 1.1 5.0  500  1.5  -55~+125 kbpc25 kbpc5001 100  50.0 500 25 1.1 5.0  500  1.5  -55~+125 kbpc25 kbpc5002 200  50.0 500 25 1.1 5.0  500  1.5  -55~+125 kbpc25 note: specifications are subject to change without notice.  

   website: www.kingtronics.com   email:  info@kingtronics.com      tel: (852) 8106 7033      fax: (852) 8106 7099       12    bridge rectifier    max.reverse  voltage  max.aver.  rect.current  peak  fwd.  surge  current  max.fwd.  voltage  @25   & rated  io  maximum reverse  current@rated vrm &  tc  typical thermal  resist.  operation temp.  range  type  no.  v rm (v) io(a) i fsm (a)  rated  io(a)  vf(v) ir@25    ir(ua)  ir@100    ir(ua)  r  ja/r  jl(  /w) tj(  )    package   kbpc5004 400  50.0 500 25 1.1 5.0  500  1.5  -55~+125 kbpc25 kbpc5006 600  50.0 500 25 1.1 5.0  500  1.5  -55~+125 kbpc25 kbpc5008 800  50.0 500 25 1.1 5.0  500  1.5  -55~+125 kbpc25 kbpc5010 1000  50.0 500 25 1.1 5.0  500  1.5  -55~+125 kbpc25 kbpc1501w 100  15.0  300 7.5 1.1 5.0  500  1.5  -55~+125 kbpc-w kbpc1502w 200  15.0  300 7.5 1.1 5.0  500  1.5  -55~+125 kbpc-w kbpc1504w 400  15.0  300 7.5 1.1 5.0  500  1.5  -55~+125 kbpc-w kbpc1506w 600  15.0  300 7.5 1.1 5.0  500  1.5  -55~+125 kbpc-w kbpc1508w 800  15.0  300 7.5 1.1 5.0  500  1.5  -55~+125 kbpc-w kbpc1510w 1000  15.0  300 7.5 1.1 5.0  500  1.5  -55~+125 kbpc-w kbpc25005w 50  25.0  400 12.5 1.1 5.0  500  1.5  -55~+125 kbpc-w kbpc2501w 100  25.0  400 12.5 1.1 5.0  500  1.5  -55~+125 kbpc-w kbpc2502w 200  25.0  400 12.5 1.1 5.0  500  1.5  -55~+125 kbpc-w kbpc2504w 400  25.0  400 12.5 1.1 5.0  500  1.5  -55~+125 kbpc-w kbpc2506w 600  25.0  400 12.5 1.1 5.0  500  1.5  -55~+125 kbpc-w kbpc2508w 800  25.0  400 12.5 1.1 5.0  500  1.5  -55~+125 kbpc-w kbpc2510w 1000  25.0  400 12.5 1.1 5.0  500  1.5  -55~+125 kbpc-w kbpc35005w 50  35.0  400 17.5 1.1 5.0  500  1.5  -55~+125 kbpc-w kbpc3501w 100  35.0  400 17.5 1.1 5.0  500  1.5  -55~+125 kbpc-w kbpc3502w 200  35.0  400 17.5 1.1 5.0  500  1.5  -55~+125 kbpc-w kbpc3504w 400  35.0  400 17.5 1.1 5.0  500  1.5  -55~+125 kbpc-w kbpc3506w 600  35.0  400 17.5 1.1 5.0  500  1.5  -55~+125 kbpc-w kbpc3508w 800  35.0  400 17.5 1.1 5.0  500  1.5  -55~+125 kbpc-w kbpc3510w 1000  35.0  400 17.5 1.1 5.0  500  1.5  -55~+125 kbpc-w kbpc50005w 50  50.0  500 25 1.1 5.0  500  1.5  -55~+125 kbpc-w kbpc5001w 100  50.0  500 25 1.1 5.0  500  1.5  -55~+125 kbpc-w kbpc5002w 200  50.0  500 25 1.1 5.0  500  1.5  -55~+125 kbpc-w kbpc5004w 400  50.0  500 25 1.1 5.0  500  1.5  -55~+125 kbpc-w kbpc5006w 600  50.0  500 12.5 1.1 5.0  500  1.5  -55~+125 kbpc-w kbpc5008w 800  50.0  500 12.5 1.1 5.0  500  1.5  -55~+125 kbpc-w kbpc5010w 1000  50.0  500 12.5 1.1 5.0  500  1.5  -55~+125 kbpc-w br15005 50  15.0 300 17.5 1.1 5.0 500  1.5 -55~+125 br  note: specifications are subject to change without notice.  

   website: www.kingtronics.com   email:  info@kingtronics.com      tel: (852) 8106 7033      fax: (852) 8106 7099       13    bridge rectifier    max.reverse  voltage  max.aver.  rect.current  peak  fwd.  surge  current  max.fwd.  voltage  @25   & rated  io  maximum reverse  current@rated vrm &  tc  typical thermal  resist.  operation temp.  range  type  no.  v rm (v) io(a) i fsm (a)  rated  io(a)  vf(v) ir@25    ir(ua)  ir@100    ir(ua)  r  ja/r  jl(  /w) tj(  )    package   br1501 100 15.0 300 17.5 1.1 5.0 500  1.5 -55~+125 br  br1502 200 15.0 300 17.5 1.1 5.0 500  1.5 -55~+125 br  br1504 400 15.0 300 17.5 1.1 5.0 500  1.5 -55~+125 br  br1506 600 15.0 300 17.5 1.1 5.0 500  1.5 -55~+125 br  br1508 800 15.0 300 17.5 1.1 5.0 500  1.5 -55~+125 br  br1510 1000 15.0 300 17.5 1.1 5.0 500  1.5 -55~+125 br  br25005 50  25.0 400 25 1.1 5.0 500  1.5 -55~+125 br  br2501 100 25.0 400 25 1.1 5.0 500  1.5 -55~+125 br  br2502 200 25.0 400 25 1.1 5.0 500  1.5 -55~+125 br  br2504 400 25.0 400 25 1.1 5.0 500  1.5 -55~+125 br  br2506 600 25.0 400 25 1.1 5.0 500  1.5 -55~+125 br  br2508 800 25.0 400 25 1.1 5.0 500  1.5 -55~+125 br  br2510 1000 25.0 400 25 1.1 5.0 500  1.5 -55~+125 br  br35005 50  35.0 400 7.5 1.1 5.0 500  1.5 -55~+125 br  br3501 100 35.0 400 7.5 1.1 5.0 500  1.5 -55~+125 br  br3502 200 35.0 400 7.5 1.1 5.0 500  1.5 -55~+125 br  br3504 400 35.0 400 7.5 1.1 5.0 500  1.5 -55~+125 br  br3506 600 35.0 400 7.5 1.1 5.0 500  1.5 -55~+125 br  br3508 800 35.0 400 7.5 1.1 5.0 500  1.5 -55~+125 br  br3510 1000 35.0 400 7.5 1.1 5.0 500  1.5 -55~+125 br  br50005 50  50.0 500 12.5 1.1 5.0 500  1.5 -55~+125 br  br5001 100 50.0 500 12.5 1.1 5.0 500  1.5 -55~+125 br  br5002 200 50.0 500 12.5 1.1 5.0 500  1.5 -55~+125 br  br5004 400 50.0 500 12.5 1.1 5.0 500  1.5 -55~+125 br  br5006 600 50.0 500 12.5 1.1 5.0 500  1.5 -55~+125 br  br5008 800 50.0 500 12.5 1.1 5.0 500  1.5 -55~+125 br  br5010 1000 50.0 500 12.5 1.1 5.0 500  1.5 -55~+125 br  br15005w 50  15.0 300 17.5 1.1 5.0 500  1.5 -55~+125 br-w  br1501w 100  15.0 300 17.5 1.1 5.0 500  1.5 -55~+125 br-w  br1502w 200  15.0 300 17.5 1.1 5.0 500  1.5 -55~+125 br-w  br1504w 400  15.0 300 17.5 1.1 5.0 500  1.5 -55~+125 br-w  br1506w 600  15.0 300 17.5 1.1 5.0 500  1.5 -55~+125 br-w  note: specifications are subject to change without notice.  

   website: www.kingtronics.com   email:  info@kingtronics.com      tel: (852) 8106 7033      fax: (852) 8106 7099       14    bridge rectifier    max.reverse  voltage  max.aver.  rect.current  peak  fwd.  surge  current  max.fwd.  voltage  @25   & rated  io  maximum reverse  current@rated vrm &  tc  typical thermal  resist.  operation temp.  range  type  no.  v rm (v) io(a) i fsm (a)  rated  io(a)  vf(v) ir@25    ir(ua)  ir@100    ir(ua)  r  ja/r  jl(  /w) tj(  )    package   br1508w 800  15.0 300 17.5 1.1 5.0 500  1.5 -55~+125 br-w  br1510w 1000  15.0 300 17.5 1.1 5.0  500  1.5  -55~+125 br-w  br25005w 50  25.0 400 25 1.1 5.0 500  1.5 -55~+125 br-w  br2501w 100  25.0 400 25 1.1 5.0 500  1.5 -55~+125 br-w  br2502w 200  25.0 400 25 1.1 5.0 500  1.5 -55~+125 br-w  br2504w 400  25.0 400 25 1.1 5.0 500  1.5 -55~+125 br-w  br2506w 600  25.0 400 25 1.1 5.0 500  1.5 -55~+125 br-w  br2508w 800  25.0 400 25 1.1 5.0 500  1.5 -55~+125 br-w  br2510w 1000  25.0 400 25 1.1 5.0  500  1.5  -55~+125 br-w  br35005w 50  35.0 400 7.5 1.1 5.0 500  1.5 -55~+125 br-w  br3501w 100  35.0 400 7.5 1.1 5.0 500  1.5 -55~+125 br-w  br3502w 200  35.0 400 7.5 1.1 5.0 500  1.5 -55~+125 br-w  br3504w 400  35.0 400 7.5 1.1 5.0 500  1.5 -55~+125 br-w  br3506w 600  35.0 400 7.5 1.1 5.0 500  1.5 -55~+125 br-w  br3508w 800  35.0 400 7.5 1.1 5.0 500  1.5 -55~+125 br-w  br3510w 1000  35.0 400 7.5 1.1 5.0  500  1.5  -55~+125 br-w  br50005w 50  50.0 500 12.5 1.1 5.0 500  1.5 -55~+125 br-w  br5001w 100  50.0 500 12.5 1.1 5.0 500  1.5 -55~+125 br-w  br5002w 200  50.0 500 12.5 1.1 5.0 500  1.5 -55~+125 br-w  br5004w 400  50.0 500 12.5 1.1 5.0 500  1.5 -55~+125 br-w  br5006w 600  50.0 500 25 1.1 5.0 500  1.5 -55~+125 br-w  br5008w 800  50.0 500 25 1.1 5.0 500  1.5 -55~+125 br-w  br5010w 1000  50.0 500 25 1.1 5.0  500  1.5  -55~+125 br-w  gbpc15005 50  15.0 300 7.5 1.1 5.0  500  1.5  -55~+150 gbpc  gbpc1501 100  15.0 300 7.5 1.1 5.0  500  1.5  -55~+150 gbpc  gbpc1502 200  15.0 300 7.5 1.1 5.0  500  1.5  -55~+150 gbpc  gbpc1504 400  15.0 300 7.5 1.1 5.0  500  1.5  -55~+150 gbpc  gbpc1506 600  15.0 300 7.5 1.1 5.0  500  1.5  -55~+150 gbpc  gbpc1508 800  15.0 300 7.5 1.1 5.0  500  1.5  -55~+150 gbpc  gbpc1510 1000  15.0 300 7.5 1.1 5.0  500  1.5  -55~+150 gbpc  gbpc25005 50  25.0 400 12.5 1.1 5.0  500  1.5  -55~+150 gbpc  gbpc2501 100  25.0 400 12.5 1.1 5.0  500  1.5  -55~+150 gbpc  note: specifications are subject to change without notice.  

   website: www.kingtronics.com   email:  info@kingtronics.com      tel: (852) 8106 7033      fax: (852) 8106 7099       15    bridge rectifier    max.reverse  voltage  max.aver.  rect.current  peak  fwd.  surge  current  max.fwd.  voltage  @25   & rated  io  maximum reverse  current@rated vrm &  tc  typical thermal  resist.  operation temp.  range  type  no.  v rm (v) io(a) i fsm (a)  rated  io(a)  vf(v) ir@25    ir(ua)  ir@100    ir(ua)  r  ja/r  jl(  /w) tj(  )    package   gbpc2502 200  25.0 400 12.5 1.1 5.0  500  1.5  -55~+150 gbpc  gbpc2504 400  25.0 400 12.5 1.1 5.0  500  1.5  -55~+150 gbpc  gbpc2506 600  25.0 400 12.5 1.1 5.0  500  1.5  -55~+150 gbpc  gbpc2508 800  25.0 400 12.5 1.1 5.0  500  1.5  -55~+150 gbpc  gbpc2510 1000  25.0 400 12.5 1.1 5.0  500  1.5  -55~+150 gbpc  s25vb10 100  25.0 400 12.5 1.1 10.0 500  1.2 -55~+150 s25vb  s25vb20 200  25.0 400 12.5 1.1 10.0 500  1.2 -55~+150 s25vb  s25vb40 400  25.0 400 12.5 1.1 10.0 500  1.2 -55~+150 s25vb  s25vb60 600  25.0 400 12.5 1.1 10.0 500  1.2 -55~+150 s25vb  s25vb80 800  25.0 400 12.5 1.1 10.0 500  1.2 -55~+150 s25vb  s25vb100 1000  25.0 400 12.5 1.1 10.0 500  1.2  -55~+150 s25vb  gbpc35005 50  35.0 400 17.5 1.1 5.0  500  1.5  -55~+150 gbpc  gbpc3501 100  35.0 400 17.5 1.1 5.0  500  1.5  -55~+150 gbpc  gbpc3502 200  35.0 400 17.5 1.1 5.0  500  1.5  -55~+150 gbpc  gbpc3504 400  35.0 400 17.5 1.1 5.0  500  1.5  -55~+150 gbpc  gbpc3506 600  35.0 400 17.5 1.1 5.0  500  1.5  -55~+150 gbpc  gbpc3508 800  35.0 400 17.5 1.1 5.0  500  1.5  -55~+150 gbpc  gbpc3510 1000  35.0 400 17.5 1.1 5.0  500  1.5  -55~+150 gbpc  gbpc50005 50  50.0 500 25 1.1 5.0  500  1.5  -55~+150 gbpc  gbpc5001 100 50.0 500 25 1.1 5.0 500  1.5 -55~+150 gbpc  gbpc5002 200 50.0 500 25 1.1 5.0 500  1.5 -55~+150 gbpc  gbpc5004 400 50.0 500 25 1.1 5.0 500  1.5 -55~+150 gbpc  gbpc5006 600 50.0 500 25 1.1 5.0 500  1.5 -55~+150 gbpc  gbpc5008 800 50.0 500 25 1.1 5.0 500  1.5 -55~+150 gbpc  gbpc5010 1000 50.0 500 25 1.1 5.0 500  1.5 -55~+150 gbpc  gbpc15005w 50  15.0  300 7.5 1.1 5.0  500  1.5  -55~+150 gbpc-w gbpc1501w 100  15.0  300 7.5 1.1 5.0  500  1.5  -55~+150 gbpc-w gbpc1502w 200  15.0  300 7.5 1.1 5.0  500  1.5  -55~+150 gbpc-w gbpc1504w 400  15.0  300 7.5 1.1 5.0  500  1.5  -55~+150 gbpc-w gbpc1506w 600  15.0  300 7.5 1.1 5.0  500  1.5  -55~+150 gbpc-w gbpc1508w 800  15.0  300 7.5 1.1 5.0  500  1.5  -55~+150 gbpc-w gbpc1510w 1000  15.0  300 7.5 1.1 5.0  500  1.5  -55~+150 gbpc-w note: specifications are subject to change without notice.  

   website: www.kingtronics.com   email:  info@kingtronics.com      tel: (852) 8106 7033      fax: (852) 8106 7099       16    bridge rectifier    max.reverse  voltage  max.aver.  rect.current  peak  fwd.  surge  current  max.fwd.  voltage  @25   & rated  io  maximum reverse  current@rated vrm &  tc  typical thermal  resist.  operation temp.  range  type  no.  v rm (v) io(a) i fsm (a)  rated  io(a)  vf(v) ir@25    ir(ua)  ir@100    ir(ua)  r  ja/r  jl(  /w) tj(  )    package   gbpc25005w 50  25.0  400 12.5 1.1 5.0  500  1.5  -55~+150 gbpc-w gbpc2501w 100  25.0  400 12.5 1.1 5.0  500  1.5  -55~+150 gbpc-w gbpc2502w 200  25.0  400 12.5 1.1 5.0  500  1.5  -55~+150 gbpc-w gbpc2504w 400  25.0  400 12.5 1.1 5.0  500  1.5  -55~+150 gbpc-w gbpc2506w 600  25.0  400 12.5 1.1 5.0  500  1.5  -55~+150 gbpc-w gbpc2508w 800  25.0  400 12.5 1.1 5.0  500  1.5  -55~+150 gbpc-w gbpc2510w 1000  25.0  400 12.5 1.1 5.0  500  1.5  -55~+150 gbpc-w gbpc35005w 50  35.0  400 17.5 1.1 5.0  500  1.5  -55~+150 gbpc-w gbpc3501w 100  35.0  400 17.5 1.1 5.0  500  1.5  -55~+150 gbpc-w gbpc3502w 200  35.0  400 17.5 1.1 5.0  500  1.5  -55~+150 gbpc-w gbpc3504w 400  35.0  400 17.5 1.1 5.0  500  1.5  -55~+150 gbpc-w gbpc3506w 600  35.0  400 17.5 1.1 5.0  500  1.5  -55~+150 gbpc-w gbpc3508w 800  35.0  400 17.5 1.1 5.0  500  1.5  -55~+150 gbpc-w gbpc3510w 1000  35.0  400 17.5 1.1 5.0  500  1.5  -55~+150 gbpc-w gbpc50005w 50  50.0  500 25 1.1 5.0  500  1.5  -55~+150 gbpc-w gbpc5001w 100  50.0 500 25 1.1 5.0  500  1.5  -55~+150 gbpc-w gbpc5002w 200  50.0 500 25 1.1 5.0  500  1.5  -55~+150 gbpc-w gbpc5004w 400  50.0 500 25 1.1 5.0  500  1.5  -55~+150 gbpc-w gbpc5006w 600  50.0 500 25 1.1 5.0  500  1.5  -55~+150 gbpc-w gbpc5008w 800  50.0 500 25 1.1 5.0  500  1.5  -55~+150 gbpc-w gbpc5010w 1000  50.0  500 25 1.1 5.0  500  1.5  -55~+150 gbpc-w br15005l 50  15.0 300 7.5 1.1 5.0 500  1.5 -55~+125 br-l  br1501l 100  15.0 300 7.5 1.1 5.0 500  1.5 -55~+125 br-l  br1502l 200  15.0 300 7.5 1.1 5.0 500  1.5 -55~+125 br-l  br1504l 400  15.0 300 7.5 1.1 5.0 500  1.5 -55~+125 br-l  br1506l 600  15.0 300 7.5 1.1 5.0 500  1.5 -55~+125 br-l  br1508l 800  15.0 300 7.5 1.1 5.0 500  1.5 -55~+125 br-l  br1510l 1000  15.0 300 7.5 1.1 5.0 500  1.5 -55~+125 br-l  br25005l 50  25.0 400 12.5 1.1 5.0 500  1.5 -55~+125 br-l  br2501l 100  25.0 400 12.5 1.1 5.0 500  1.5 -55~+125 br-l  br2502l 200  25.0 400 12.5 1.1 5.0 500  1.5 -55~+125 br-l  br2504l 400  25.0 400 12.5 1.1 5.0 500  1.5 -55~+125 br-l  note: specifications are subject to change without notice.  

   website: www.kingtronics.com   email:  info@kingtronics.com      tel: (852) 8106 7033      fax: (852) 8106 7099       17    bridge rectifier    max.reverse  voltage  max.aver.  rect.current  peak  fwd.  surge  current  max.fwd.  voltage  @25   & rated  io  maximum reverse  current@rated vrm &  tc  typical thermal  resist.  operation temp.  range  type  no.  v rm (v) io(a) i fsm (a)  rated  io(a)  vf(v) ir@25    ir(ua)  ir@100    ir(ua)  r  ja/r  jl(  /w) tj(  )    package   br2506l 600  25.0 400 12.5 1.1 5.0 500  1.5 -55~+125 br-l  br2508l 800  25.0 400 12.5 1.1 5.0 500  1.5 -55~+125 br-l  br2510l 1000  25.0 400 12.5 1.1 5.0 500  1.5 -55~+125 br-l  br35005l 50  35.0 400 17.5 1.1 5.0 500   1.4 -55~+125 br-l  br3501l 100  35.0 400 17.5 1.1 5.0 500   1.4 -55~+125 br-l  br3502l 200  35.0 400 17.5 1.1 5.0 500   1.4 -55~+125 br-l  br3504l 400  35.0 400 17.5 1.1 5.0 500   1.4 -55~+125 br-l  br3506l 600  35.0 400 17.5 1.1 5.0 500   1.4 -55~+125 br-l  br3508l 800  35.0 400 17.5 1.1 5.0 500   1.4 -55~+125 br-l  br3510l 1000  35.0 400 17.5 1.1 5.0 500   1.4 -55~+125 br-l  br50005l 50  50.0 500 25 1.1 5.0 500   1.4 -55~+125 br-l  br5001l 100  50.0 500 25 1.1 5.0 500   1.4 -55~+125 br-l  br5002l 200  50.0 500 25 1.1 5.0 500   1.4 -55~+125 br-l  br5004l 400  50.0 500 25 1.1 5.0 500   1.2 -55~+125 br-l  br5006l 600  50.0 500 25 1.1 5.0 500   1.2 -55~+125 br-l  br5008l 800  50.0 500 25 1.1 5.0 500   1.2 -55~+125 br-l  br5010l 1000  50.0 500 25 1.1 5.0 500   1.2 -55~+125 br-l  skbpc25005 50  25.0 360 40 1.2 10  500   1.2 -55~+125 skbpc skbpc2501 100  25.0 360 40 1.2 10  500   1.2 -55~+125 skbpc skbpc2502 200  25.0 360 40 1.2 10  500   1.2 -55~+125 skbpc skbpc2504 400  25.0 360 40 1.2 10  500   1.2 -55~+125 skbpc skbpc2506 600  25.0 360 40 1.2 10  500   1.2 -55~+125 skbpc skbpc2508 800  25.0 360 40 1.2 10  500   1.2 -55~+125 skbpc skbpc2510 1000  25.0  360 40 1.2 10  500  1.5  -55~+125 skbpc skbpc2512 1200  25.0  360 40 1.2 10  500  1.5  -55~+125 skbpc skbpc2514 1400  25.0  360 40 1.2 10  500  1.5  -55~+125 skbpc skbpc2516 1600  25.0  360 40 1.2 10  500  1.5  -55~+125 skbpc skbpc35005 50  35.0 425 40 1.2 10  500  1.5  -55~+125 skbpc skbpc3501 100  35.0 425 40 1.2 10  500  1.5  -55~+125 skbpc skbpc3502 200  35.0 425 40 1.2 10  500  1.5  -55~+125 skbpc skbpc3504 400  35.0 425 40 1.2 10  500  1.5  -55~+125 skbpc skbpc3506 600  35.0 425 40 1.2 10  500  1.5  -55~+125 skbpc note: specifications are subject to change without notice.  

   website: www.kingtronics.com   email:  info@kingtronics.com      tel: (852) 8106 7033      fax: (852) 8106 7099       18    bridge rectifier    max.reverse  voltage  max.aver.  rect.current  peak  fwd.  surge  current  max.fwd.  voltage  @25   & rated  io  maximum reverse  current@rated vrm &  tc  typical thermal  resist.  operation temp.  range  type  no.  v rm (v) io(a) i fsm (a)  rated  io(a)  vf(v) ir@25    ir(ua)  ir@100    ir(ua)  r  ja/r  jl(  /w) tj(  )    package   skbpc3508 800  35.0 425 40 1.2 10  500  1.5  -55~+125 skbpc skbpc3510 1000  35.0  425 40 1.2 10  500  1.5  -55~+125 skbpc skbpc3512 1200  35.0  425 40 1.2 10  500  1.5  -55~+125 skbpc skbpc3514 1400  35.0  425 40 1.2 10  500  1.5  -55~+125 skbpc skbpc3516 1600  35.0  425 40 1.2 10  500  1.5  -55~+125 skbpc                                                         note: specifications are subject to change without notice.  
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