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		  Datasheet File OCR Text:


		  113-xx-210-41-117000 113-xx-304-41-117000 113-xx-306-41-117000 113-xx-308-41-117000 113-xx-310-41-117000 113-xx-314-41-117000 113-xx-316-41-117000 113-xx-318-41-117000 113-xx-320-41-117000 113-xx-322-41-117000 113-xx-324-41-117000 113-xx-328-41-117000 113-xx-420-41-117000 113-xx-422-41-117000 113-xx-424-41-117000 113-xx-428-41-117000 113-xx-432-41-117000 113-xx-624-41-117000 113-xx-628-41-117000 113-xx-632-41-117000 113-xx-636-41-117000 113-xx-640-41-117000 113-xx-642-41-117000 113-xx-648-41-117000 113-xx-650-41-117000 113-xx-652-41-117000 113-xx-950-41-117000 113-xx-952-41-117000 113-xx-964-41-117000 dual-in-line sockets surface mount, stub tail, with alignment pins for hand placement www.mill-max.com ? 516-922-6000 39 series 113 0,38-.064 0 , 3 8 - . 0 6 4 0,25 0 , 2 5 0,46 0 , 4 6 2,44 2 , 4 4 p.c.b. p . c . b . b 3,76 3 , 7 6 2,79 2 , 7 9 4,22 4 , 2 2 0,97 dia. 0 , 9 7   d i a . 1,5 dia. 1 , 5   d i a . pads p a d s 0,71 dia. 0 , 7 1   d i a . pth x2 p t h   x 2 0,51 alignment pins 0 , 5 1   a l i g n m e n t   p i n s 1,63 long, x2 1 , 6 3   l o n g ,   x 2 0,20 0 , 2 0 ? alignment  pins b a c 2,54 2 , 5 4 ordering information a        b        c quantity per tube total number  of pins specify plating code xx= 13 ? 91 93           99 41 ? 43 ? 44 ? sleeve (pin) contact (clip) ?   unique floating contacts compen- sate for the effects of unevenly dispensed solder paste. ?   two corner alignment pins (power & ground positions) permit manual placement. ?   high temperature insulator can  withstand infra-red reflow and vapor phase soldering. ?   hi-rel, 4-finger becu #30 contact is rated at 3 amps. see page 218 for details. ?   series 113 use mm #1334 and #1434 pins. see pages 133 & 142. rohs 2002/95/ec xx=plating code see below for electrical, mechanical & enviromental data, see pg. 4 for rohs compliance select   ? plating code. 0,25  m au 5,08  m sn/pb 5,08  msn 0,76  m au                        0,76  m au                                           0,76  m au 10 4 6 8 10 14 16 18 20 22 24 28 20 22 24 28 32 24 28 32 36 40 42 48 50 52 50 52 64 12,6 5,0 7,6 10,1 12,6 17,7 20,3 22,8 25,3 27,8 30,4 35,5 25,4 27,8 30,4 35,5 40,6 30,4 35,5 40,6 45,7 50,8 53,3 60,9 63,5 66,0 63,5 66,0 81,2 5,08 7,62 7,62 7,62 7,62 7,62 7,62 7,62 7,62 7,62 7,62 7,62 10,16 10,16 10,16 10,16 10,16 15,24 15,24 15,24 15,24 15,24 15,24 15,24 15,24 15,24 22,86 22,86 22,86 7,6 10,1 10,1 10,1 10,1 10,1 10,1 10,1 10,1 10,1 10,1 10,1 12,7 12,7 12,7 12,7 12,7 17,7 17,7 17,7 17,7 17,7 17,7 17,7 17,7 17,7 25,3 25,3 25,3 41 100 67 50 40 28 25 22 20 18 16 14 20 18 16 14 12 16 14 12 11 10 9 8 8 7 8 7 6
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