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		  Datasheet File OCR Text:


		  ? specification sheet www.panduit.com performance: exceeds tia/eia-568-b.2 category 5e standard meets odva ethernet/ip cable requirements  meets ip67 (iec 60529) when mated to ip67 bayonet style bulkhead jack(s) component ul, cul (ul 1863), cmr compliance: fcc meets fcc part 68 subpart f; contact plated with 50 microinches of gold compliance: iec compliance: meets iec 60603-7 materials: constructed of 24 awg utp solid industrial grade cable, industrial  tx5e ? plugs and ip67 fittings temperature 0 - 60c operating temperature rating: cable color: black key features and benefits applications technical information specifications industrial ethernet patch cords shall be constructed of category 5e, industrial grade, solid, twisted pair cable for utp and stp installations. each patch cord shall be pre-terminated to include category 5e industrial plugs on each end which are wired according to the t568b standard. tethered caps shall be available to protect connectivity in un-mated conditions. an ip67 rating shall be achieved when mated with an ip67 bayonet style industrial connector. durability allows for 100-meter patch runs between automation devices and controls in extremely harsh conditions or environments ? common in the automotive, food and beverage, petro-chemical, mining and building automation markets ip rated when patch cord plug fittings are mated to ip67  i ndustrial n et ? tx5e ? connectors, the patch cords meet ip67 protection withstands harsh environments without loss of performance in washdown and temporary submerged conditions bayonet-style termination provides quick installation for lowest installed cost mated bayonet  tactile lock ensures positive mating between the plug and connector 100% performance tested confidence that each patch cord delivers category 5e  performance at the component level the  i ndustrial n et ? tx5 e ? patch cords provide reliability and high performance, as an integral component to the end-to-end solution, for industrial network applications. in the mated conditions, these patch cords can withstand high temperature and high vibration, commonly found in metal forming or automotive manufacturing. the ip67 rating is  imperative in the food and beverage industries  where wash down is common. pre-integrated tethered caps allow for the plugs to be protected in their unmated condition, such as during shipping, storage, installation or maintenance. i ndustrial n et ? tx5e ? patch cords utp with caps: iutpch3bl* utp without caps: iutpchnc3bl* stp with caps: istpch1mbl** stp without caps: istpchnc1mbl** i ndustrial n et ? tx5e ? patch cords i ndustrial n et ? tx5e ? connectors utp: iaebh5e shielded: iaebh5es i ndustrial n et ? tx5e ? coupler utp: iaebhc5e i ndustrial n et ? enclosures and accessories enclosure: iaeip66 populated gland plate: iaecgp blank gland plate: iaebgp fan kit: iaefk54 15" tx5e ? patch cord: iutpchbh1.25bl i ndustrial n et ? stainless steel faceplates single gang: iaefp1 double gang: iaefp2-2g *for lengths 5, 7, 10, 15, or 20 feet, change the length designation in the part number to the desired length. for example, the part number for a 7 foot patch cord is iutpch7bl. **for lengths 2, 3 or 5 meters, change the length designation in the part number to the desired length. for example, the part number for a 5 meter patch cord is istpch5mbl.

 patch cord with caps i ndustrial n et ? tx5 e ? patch cords patch cord without caps ?2007  panduit corp. all rights reserved. printed in the u.s.a. ww-cosp122 6/2007 worldwide subsidiaries and sales offices for a copy of  panduit product warranties, log on to www.panduit.com/warranty panduit canada markham, ontario cs-cdn@panduit.com phone: 800.777.3300 panduit europe ltd. london, uk cs-emea@panduit.com phone: 44.20.8601.7200 panduit japan tokyo, japan cs-japan@panduit.com phone: 81.3.3767.7011 panduit singapore pte. ltd. republic of singapore cs-ap@panduit.com phone: 65.6305.7575 panduit australia pty. ltd. victoria, australia cs-aus@panduit.com phone: 61.3.9794.9020 panduit latin america jalisco, mexico cs-la@panduit.com phone: 52.333.777.6000 contact customer service by email: cs@panduit.com or by phone: 800-777-3300 and reference cosp122 visit us at www.panduit.com for more information




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of ISTPCHNC3MBL 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























