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		  amphenol  /matrix mil-c-83723, series iii connectors ?? 12-073-3 bayonet, threaded or quick-disconnect coupling connectors for demanding environments amphenol  free datasheet http:///

 1 this catalog covers the amphenol ? /matrix ?  mil-c- 83723, series iii connectors. these connectors incorpo- rate crimp rear release contacts. there is great diversity within this cylindrical family, with the following options available: ? three coupling styles - bayonet or threaded plugs and receptacles, and quick-disconnect plugs with or with- out lanyards ? aluminum or passivated stainless steel versions ? a wide variety of mounting configurations ? can be ordered by military or equivalent amphenol/ matrix proprietary part numbers. the matrix ?  connectors covered in this catalog broaden the miniature cylindrical family offered by amphenol. equivalent mil-c-83723, series iii connectors can be ordered in the amphenol ? /pyle ?  versions. within the pyle product family of mil-c-83723 are additional options such as high temperature firewall versions and hermetic styles. see page 22 for more information on the amphe- nol/pyle versions of mil-c-83723, series iii connectors. should more information be required concerning the con- nectors covered in this publication, or if special applica- tion needs arise, please contact: amphenol corporation amphenol aerospace 40-60 delaware avenue sidney, new york 13838-1395 telephone 607-563-5011 fax: 607-563-5157 view and download or print amphenol catalogs online at: web site: www.amphenol-aerospace.com amphenol operates quality systems that are certified to iso9001: 2000 by third party registrars. table of contents amphenol ? /matrix ?  mil-c-83723, series iii connectors introduction, table of contents. . . . . . . . . . . . . . . . . .1 general description, features and benefits. . . . . .2, 3 class descriptions, performance specifications  . . . . . . . . . . . . . . . . . . . .4 quick reference chart . . . . . . . . . . . . . . . . . . . . . . . .5 bayonet coupling shell styles, dimensional data: wall mounting receptacle . . . . . . . . . . . . . . . . . . .6 jam nut receptacle. . . . . . . . . . . . . . . . . . . . . . . .7 straight plug, straight plug with rfi grounding fingers . . . . . . .8 how to order bayonet coupling style  . . . . . . . . . . . .9 threaded coupling shell styles, dimensional data wall mounting receptacle . . . . . . . . . . . . . . . . . .10 jam nut receptacle. . . . . . . . . . . . . . . . . . . . . . .11 straight plug, straight plug, with rfi grounding fingers. . . . . .12 straight plug, self-locking. . . . . . . . . . . . . . . . . .13 quick-disconnect coupling plug dimensional data straight plug with/without lanyards . . . . . . . . . . .14 how to order threaded and quick-disconnect coupling styles. . . . . . . . . . . . . . . . . . . . . . . . . . . . .15 insert arrangement chart . . . . . . . . . . . . . . . . . . . . .16 alternate positioning. . . . . . . . . . . . . . . . . . . . . . . . .17 insert arrangement patterns. . . . . . . . . . . . . . . 18 - 20 contact information, sealing plugs, crimping and insertion/removal tools. . . . . . . . . . .21 additional mil-c-83723, series iii miniature cylindrical connectors offered by amphenol. . . . . . . . . . . . . . . . . . . . . . . . .22 sales office and distributor listing.

 2 amphenol broadens their miniature cylindrical family of connectors with the addition of the matrix ?  product line of mil-c-83723, series iii connectors. this series provides many choices within the range of a medium sized, environmentally resis- tant cylindrical connector. with three coupling style choices - bayonet, threaded and quick-dis- connect - the versatility of this family makes it increasingly popular for panel mount, box mount and line-to-line applications in aircraft. for general duty environmentally resistant requirements, this family of connectors provides a wide range of interconnection solutions. amphenol ? /matrix ?  mil-c-83723, series iii connector design characteristics ? recommended operating voltage to 600 vac (rms) at sea level ? complete environmental sealing includes indi- vidual contact seals and a silicone elastomer interfacial seal with raised barriers around each pin, a shell-to-shell seal and an insert-to-shell seal. sealing over a wi de range of wire diame- ters is assured by a triple-webbed grommet design ? captive coupling nut prevents tampering, while a reduced coupling ring ramp allows easier mating ? incorporates crimp rear release contacts in sizes 12, 16 and 20; contact arrangements accept 2 to 61 circuits ? contacts conform to mil-c-39029 and use standard qualified rear-release type plastic tools ? insertion and removal of contacts from the rear of the connector assures no damage to the front that might affect the sealing characteris- tics ? grommets are constructed of tear-resistant elastomer and experience no degradation when exposed to a broad range of fluids ? closed entry socket side of the insert is designed with a lead-in chamfer and a hard face that will accept a pin contact bent within pre-established limits bayonet coupling connectors ? quick positive coupling assured by 3 point bayonet coupling  system; visual confirmation of complete coupling ? five key/keyway design eliminates mismating ? shell sizes 8 ? 24 in the following mounting styles: ? wall mounting receptacle ? jam nut receptacle ? straight plug, straight plug with rfi grounding (provides emi shielding) ? ms and proprietary versions available ? alternate positioning available ? intermateable with most mil-c-26500 bayonet coupling connectors ? aluminum shells with black anodized, cadmium or electroless  nickel finish options; also shells of passivated stainless steel are  available. threaded coupling connectors ? threaded coupling offers greater resistance to decoupling with  a visual full mating indicator band on the shell ? shell sizes 8 ? 28 in the following mounting styles: ? wall mounting receptacle ? jam nut receptacle ? straight plug, straight plug with rfi grounding (provides emi  shielding), and straight plug with a self-locking clutch plate ? ms and proprietary versions available ? alternate positioning available ? intermateable with most mil-c-26500 threaded coupling connectors ? aluminum shells with black anodized, cadmium or electroless  nickel finish options; also shells of passivated stainless steel are  available. quick-disconnect coupling connectors ? push-pull, quick-disconnect coupling is available in a straight  plug, that can be ordered with or without a lanyard release  mechanism amphenol /matrix miniature cylindrical mil-c-83723, series iii connectors general description, features and benefits ? ?

 3 m83723/82 & 83 wall mounting receptacle m83723/84 & 85 jam nut receptacle m83723/86 & 87 straight plug m83723/91 & 92 straight plug,  rfi grounding m83723/95 & 96 straight plug, self-locking m83723/66 & 67 quick disconnect plug m83723/68 & 69 quick disconnect plug with lanyard amphenol /matrix miniature cylindrical mil-c-83723, series iii connectors wide variety of coupling styles and customer options ? ? bayonet coupling connectors m83723/71 & 72 wall mounting receptacle m83723/73 & 74 jam nut receptacle quick-disconnect coupling  connectors m83723/75 & 76 straight plug m83723/77 & 78 straight plug, rfi grounding threaded coupling connectors

 4 amphenol /matrix miniature cylindrical mil-c-83723, series iii connectors class descriptions, performance specifications ? ? class descriptions for classes k, s and n, contact amphenol, sidney, ny for information on the amphenol/pyle high temperature versions of mil-c-83723, series iii. military mil-c-83723, series iii amphenol/matrix  proprietary mb series connector style description class a class a bayonet, threaded or  quick-disconnect aluminum shell, black non-conductive anodize finish, fluid resistant class r class r bayonet, threaded or  quick-disconnect aluminum shell, electroless nickel finish, fluid resistant class g class g bayonet, threaded or  quick-disconnect stainless steel shell, passivated, fluid resistant class w class w bayonet, threaded or  quick-disconnect aluminum shell, cadmium olive drab finish, corrosion/fluid  resistant performance specifications please note that the electrical data given is not an establishment  of electrical safety factors. this is left entirely in the  designer?s hands as he can best determine which peak voltage, switching surges, transients, etc. can be expected in a partic- ular circuit. service ratings service rating recommended operating ac voltage at sea level test voltage ac (rms), 60 cps sea level 50,000 ft. 70,000 ft. 110,000 ft. i 600 1,500 500 375 200 operating temperature range ?65c (?85f) to 200c (392f) environmental seal wired, mated connectors with the specified accessory  attached will meet the altitude immersion test specified in  mil-c-83723. durability minimum of 500 mating cycles. shock and vibration requirements wired, mated connectors shall not be damaged, nor shall  there be a current interruption longer than one microsecond  when subjected to the following: shock: one shock in each of the three major axes, having a 100g  peak for a six millisecond duration (half-sine pulse). vibration: twelve hours of random vibration having a range of 10 to  2,000 hz with a .06 inch double amplitude (10-55 hz) and a  20g peak level (55-2,000 hz).

 5 amphenol /matrix miniature cylindrical mil-c-83723, series iii connectors quick reference chart the following is a quick reference chart for use in determining either the military designation or the proprietary amphenol ? /matrix ?   designation number for the mil-c-83723 connectors covered in this catalog. see also the how to order pages for complete part nu m- ber breakdowns. the how to order for bayonet connectors is shown on page 9, and the how to order for threaded and quick-discon- nect type connectors is shown on page 15. mil-c-83723 military designation amphenol ? /matrix ?   proprietary  designation contact type connector style m83723/71 mb30( )s socket bayonet coupling, square flange wall mount receptacle m83723/72 mb30( )p pin bayonet coupling, square flange wall mount receptacle m83723/73 mb34( )s socket bayonet coupling, single hole mount jam nut receptacle m83723/74 mb34( )p pin bayonet coupling, single hole mount jam nut receptacle m83723/75 mb36( )s socket bayonet coupling, standard straight plug m83723/76 mb36( )p pin bayonet coupling, standard straight plug m83723/77 mb38( )s socket bayonet coupling, straight plug with rfi grounding fingers m83723/78 mb38( )p pin bayonet coupling, straight plug with rfi grounding fingers m83723/82 mt30( )s socket threaded couplling, square flange wall mount receptacle m83723/83 mt30( )p pin threaded coupling, square flange wall mount receptacle m83723/84 mt34( )s socket threaded coupling, single hole mount jam nut receptacle m83723/85 mt34( )p pin threaded coupling, single hole mount jam nut receptacle m83723/86 mt36( )s socket threaded coupling, standard straight plug m83723/87 mt36( )p pin threaded coupling, standard straight plug m83723/91 mt38( )s socket threaded coupling, straight plug with rfi grounding fingers m83723/92 mt38( )p pin threaded coupling, straight plug with rfi grounding fingers m83723/95 mt37( )s socket threaded coupling, straight plug with self-locking clutch plate m83723/96 mt37( )p pin threaded coupling, straight plug with self-locking clutch plate m83723/66 mq36( )p pin quick-disconnect push-pull  coupling, straight plug without lanyard m83723/67 mq36( )s socket quick-disconnect push-pull  coupling, straight plug without lanyard m83723/68 mq35( )p pin quick-disconnect push-pull  coupling, straight plug with lanyard m83723/69 mq35( )s socket quick-disconnect push-pull  coupling, straight plug with lanyard ? ?

 6 c. dia. mountin g holes typ. 4-place s a typ. b typ. mas ter keyway fully coupled indicator 1.490 max. h access ory thread 3  teeth  equally  spaced 120  apart e. dia. max. grommet .190 .130 grommet exten sion .290 min. full thread    .718   .010 blue color  bands  .062   .010  d dia. ? receptacle shell, square flange wall mount, bayonet coupling military no. m83723/71 with socket contacts m83723/72 with pin contacts amphenol/matrix no. mb30 to complete order number see how to order for bayonet coupling connectors, page 9. shell  size a .005 b .005 c dia. .005 d dia. e dia. h accessory thread class 2a 8 .812 .594 .120 .536/.531 .305 .5000-20 unf 10 .937 .719 .120 .659/.654 .405 .6250-24 unef 12 1.031 .812 .120 .829/.824 .531 .7500-20 unef 14 1.125 .906 .120 .898/.893 .665 .8750-20 unef 16 1.250 .969 .120 1.025/1.020 .790 1.0000-20 unef 18 1.343 1.062 .120 1.131/1.126 .869 1.0625-18 unef 20 1.437 1.156 .120 1.256/1.251 .994 1.1875-18 unef 22 1.562 1.250 .120 1.381/1.376 1.119 1.3125-18 unef 24 1.703 1.375 .149 1.506/1.501 1.244 1.4375-18 unef miniature cylindrical mil-c-83723, series iii bayonet coupling m83723/71 & 72 wall mounting receptacle

 7 master keyway a b max. c max. j mounting thread fully coupled indicator .771 .010  1.490 max. .062 dia. lockwire hole 3-places equally  spaced f h access ory thread 3  teeth  equally s paced 120  apart e dia. max. grommet .190 .130 grommet exten sion .290 min. full thread blue color bands ? receptacle shell, single hole mount jam nut, bayonet coupling military no. m83723/73 with socket contacts m83723/74 with pin contacts amphenol/matrix no. mb34 to complete order number see how to order for bayonet coupling connectors, page 9. shell  size a b max. c max. d dia. e dia. max. f h accessory thread class 2a j mounting thread class 2a 8 .596/.590 .979 .829 .536/.531 .305 .137/.097 .5000-20 unf .6250-20 un 10 .721/.715 1.104 .954 .659/.654 .405 .137/.097 .6250-24 unef .7500-20 unef 12 .908/.902 1.291 1.142 .829/.824 .531 .113/.097 .7500-20 unef .9375-20 unef 14 .971/.965 1.391 1.205 .898/.893 .665 .137/.097 .8750-20 unef 1.0000-20 unef 16 1.096/1.090 1.516 1.329 1.025/1.020 .790 .137/.097 1.0000-20 unef 1.1250-20 un 18 1.220/1.214 1.641 1.455 1.131/1.126 .869 .137/.097 1.0625-18 unef 1.2500-18 unef 20 1.345/1.339 1.766 1.579 1.256/1.251 .994 .137/.097 1.1875-18 unef 1.3750-18 unef 22 1.470/1.464 1.954 1.705 1.381/1.376 1.119 .169/.128 1.3125-18 unef 1.5000-20 unef 24 1.595/1.589 2.079 1.829 1.506/1.501 1.244 .168/.128 1.4375-18 unef 1.6250-18 unef miniature cylindrical mil-c-83723, series iii bayonet coupling m83723/73 & 74 jam nut receptacle

 8 a. dia. max. over knurl mas ter key blue color band fully coupled indicator .290 min. full thread h access ory thread 3  teeth  equally s paced 120  apart e dia. max. grommet .190 .130 grommet exten sion .320 min. 1.420 max. ? a. dia. max. over knurl ma ster k ey blue color band fully coupled indicator .290 min. full thread h acce ss or y thread 3  teeth  equall y s paced 120  apart e dia. max. grommet .190 .130 grommet exten sion .320 min. 1.420 max. rfi fin g er s ? plug shell, bayonet coupling military no. m83723/75 with socket contacts m83723/76 with pin contacts amphenol/matrix no. mb36 plug shell, rfi grounding, bayonet coupling military no. m83723/77 with socket contacts m83723/78 with pin contacts amphenol/matrix no. mb38 to complete order number see how to order, page 9. shell size a dia. max. e dia. max. h accessory thread class 2a 8 .776 .305 .5000-20 unf 10 .906 .405 .6250-24 unef 12 1.078 .531 .7500-20 unef 14 1.141 .665 .8750-20 unef 16 1.266 .790 1.0000-20 unef 18 1.375 .869 1.0625-18 unef 20 1.510 .994 1.1875-18 unef 22 1.625 1.119 1.3125-18 unef 24 1.760 1.244 1.4375-18 unef miniature cylindrical mil-c-83723, series iii bayonet coupling m83723/75 & 76  straight plug m83723/77 & 78  straight plug with rfi grounding

 9 how to order by military part number mil-c-83723 series iii bayonet coupling connectors m83723 /74 r 12 03 7 1 23456 1. connector type m83723 designates mil-c-83723 series iii connectors 2. connector style (refer to military specification slashsheet number.) bayonet coupling connectors are designated by numbers /71-/78 as follows: /71 wall mounting receptacle with socket contacts /72 wall mounting receptacle with pin contacts /73 jam nut receptacle with socket contacts /74 jam nut receptacle with pin contacts /75 standard straight plug with socket contacts /76 standard straight plug with pin contacts /77 straight plug with rfi grounding, socket contacts /78 straight plug with rfi grounding, pin contacts 3. service class a aluminum shell, black non-conductive anodize fin- ish, fluid resistant r aluminum shell, electroless nickel finish, fluid resis- tant g stainless steel shell, passivated, fluid resistant w aluminum shell, cadmium olive drab finish, corrosion/fluid resistant note: consult amphenol, sidney, ny for hermetic classes h  and y availability. 4., 5. shell size (sizes 8-24 available), and insert arrangement -  see chart on page 16 and pattern drawings that follow. 6. keying positions (rotation of master key/keyway of shell) use n for normal. use 6, 7, 8, 9, or y for alternate keying positions. see page 17 for descriptions. clocking positions (rotation of insert) use 1, 2, 3, 4, or 5 for alternate clocking positions. see page 17 for descriptions. miniature cylindrical mil-c-83723, series iii bayonet coupling how to order how to order by proprietary part number mil-c-83723 series iii bayonet coupling connectors mb 34 r ?12 03 p 7 ?*** 1234567 8 1. connector type mb designates amphenol ? /matrix ?  bayonet coupling connectors 2. connector style 30 wall mounting receptacle 34 jam nut receptacle 36 standard straight plug 38 straight plug with rfi grounding fingers 3. service class a aluminum shell, black non-conductive anodize fin- ish, fluid resistant r aluminum shell, electroless nickel finish, fluid resis- tant g stainless steel shell, passivated, fluid resistant w aluminum shell, cadmium olive drab finish, corrosion/fluid resistant note: consult amphenol, sidney, ny for hermetic classes h  and y availability. 4., 5. shell size (sizes 8-24 available), and insert arrangement -  see chart on page 16 and pattern drawings that follow. 6. contact types p designates pin s designates socket 7. keying positions (rotation of master key/keyway of shell) ?n? not required for normal position. use 6, 7, 8, 9, or y for alternate keying positions. see page 17 for descriptions. clocking positions (rotation of insert) use 1, 2, 3, 4, or 5 for alternate clocking positions. see page 17 for descriptions. 8. modification number consult amphenol, sidney, ny for information. for ordering information on accessories, such as protection  caps and backshell hardware, contact amphenol, sidney, ny.

 10 a typ. b typ. mas ter keyway c dia. mountin g holes typ. 4-place s .718  .010 1.500 max.   .062 .010 j coupling thread blue color  bands h access ory thread 3  teeth  equally  spaced 120  apart d dia. max.  grommet .160 .010 grommet exten sion .290 min. full thread fully coupled indicator ? receptacle shell, square flange wall mount, threaded coupling military no. m83723/82 with socket contacts m83723/83 with pin contacts amphenol/matrix no. mt30 to complete order number see how to order, page 15. * shell size 28 is not a ms connector; order by proprietary part number. shell  size a .005 b .005 c dia. d dia. max. h accessory thread class 2a j coupling thread class 2b 8 .812 .594 .125/.116 .305 .5000-20 unef .5625-24 unef 10 .937 .719 .125/.116 .405 .6250-24 unef .6875-24 unef 12 1.031 .812 .125/.116 .531 .7500-20 unef .8750-20 unef 14 1.125 .906 .125/.116 .665 .8750-20 unef .9375-20 unef 16 1.250 .969 .125/.116 .790 1.0000-20 unef 1.0625-18 unef 18 1.343 1.062 .125/.116 .869 1.0625-18 unef 1.1875-18 unef 20 1.437 1.156 .125/.116 .994 1.1875-18 unef 1.3125-18 unef 22 1.562 1.250 .125/.116 1.119 1.3125-18 unef 1.4375-18 unef 24 1.703 1.375 .154/.145 1.244 1.4375-18 unef 1.5625-18 unef 28* 2.000 1.562 .154/.145 1.465 1.7500-18 uns 1.8125-16 un miniature cylindrical mil-c-83723, series iii threaded coupling m83723/82 & 83 wall mounting receptacle

 11 master keyway b max. c max. a 1.500 max. .718 .010  f fully  coupled indicator j coupling thread blue color band d mounting thread .062 dia. lockwire hole 3-places  equally spaced h access ory thread 3  teeth  equally s paced 120  apart e. dia. max. grommet .160 .010 grommet exten sion .290 min. full thread blue color band ? receptacle shell, single hole mount jam nut receptacle, threaded coupling military no. m83723/84 with socket contacts m83723/85 with pin contacts amphenol/matrix no. mt34 to complete order number see how to order, page 15. * shell size 28 is not a ms connector; order by proprietary part number. shell  size a .003 b max. c max. d mounting thread e dia. max. f h accessory thread class 2a j mounting thread class 2a 8 .593 .980 .828 .6250-20 un .305 .137/.097 .5000-20 unf .5625-24 unef 10 .718 1.104 .953 .7500-20 unef .405 .137/.097 .6250-24 unef .6875-24 unef 12 .905 1.291 1.140 .9375-20 unef .531 .137/.097 .7500-20 unef .8750-20 unef 14 .968 1.391 1.250 1.0000-20 unef .665 .137/.097 .8750-20 unef .9375-20 unef 16 1.093 1.516 1.329 1.1250-18 unef .790 .137/.097 1.0000-20 unef 1.0625-18 unef 18 1.217 1.641 1.455 1.2500-18 unef .869 .137/.097 1.0625-18 unef 1.1875-18 unef 20 1.342 1.766 1.642 1.3750-18 unef .994 .137/.097 1.1875-18 unef 1.3125-18 unef 22 1.467 1.954 1.705 1.5000-18 unef 1.119 .148/.128 1.3125-18 unef 1.4375-18 unef 24 1.592 2.079 1.892 1.6250-18 unef 1.244 .148/.128 1.4375-18 unef 1.5625-18 unef 28* 1.840 2.330 2.145 1.8750-20 un 1.465 .148/.128 1.7500-18 uns 1.8125-18 un miniature cylindrical mil-c-83723, series iii threaded coupling m83723/84 & 85 jam nut receptacle

 12 mas ter key j coupling thread a dia. max. over knurl blue color band 1.370 max. .290 min. full thread .190 .130 grommet exten sion e dia. max. grommet 3  teeth  equally s paced 120  apart h access ory thread .320 min. .03 5 dia. s afety wire holes 3-places  equally spaced rfi fing er s ? to complete order number see how to order, page 15. * shell size 28 is not a ms connector; order by proprietary part number. shell size a dia. max. e dia. max. h accessory thread class 2a j coupling thread class 2b 8 .756 .305 .5000-20 unf .5625-24 unef 10 .906 .405 .6250-24 unef .6875-24 unef 12 1.078 .531 .7500-20 unef .8750-20 unef 14 1.141 .665 .8750-20 unef .9375-20 unef 16 1.266 .790 1.0000-20 unef 1.0625-18 unef 18 1.375 .869 1.0625-18 unef 1.1875-18 unef 20 1.510 .994 1.1875-18 unef 1.3125-18 unef 22 1.625 1.119 1.3125-18 unef 1.4375-18 unef 24 1.760 1.244 1.4375-18 unef 1.5625-18 unef 28* 2.050 1.465 1.7500-18 uns 1.8125-18 un miniature cylindrical mil-c-83723, series iii threaded coupling m83723/86 & 87  straight plug m83723/91 & 92  straight plug with rfi grounding plug shell, threaded coupling military no. m83723/86 with socket contacts m83723/87 with pin contacts amphenol/matrix no. mt36 plug shell, rfi grounding, threaded coupling military no. m83723/91 with socket contacts m83723/92 with pin contacts amphenol/matrix no. mt38 mas ter key j coupling thread a dia. max. over knurl blue color band 1.370 max. .290 min. full thread .190 .130 grommet exten sion e dia. max. grommet 3  teeth  equally s paced 120  apart h access ory thread .320 min. .03 5 dia. s afety wire holes 3-places  equally spaced ?

 13 mas ter key j coupling thread a dia. max. over knurl blue color bands 1.370 max. clutch plate .290 min. full thread .190 .130 grommet exten sion b dia. max. grommet 3   teeth equally s paced 120  apart h access ory thread fully coupled indicator ? plug shell, with self-locking clutch plate, threaded coupling military no. m83723/95 with socket contacts m83723/96 with pin contacts amphenol/matrix no. mt37 to complete order number see how to order, page 15. *  shell size 28 is not a ms connector; order by proprietary part number. shell  size a dia. max. b dia. max. h accessory thread class 2a j coupling thread class 2b 8 .832 .305 .5000-20 unef .5625-24 unef 10 .959 .405 .6250-24 unef .6875-24 unef 12 1.097 .531 .7500-20 unef .8750-20 unef 14 1.236 .665 .8750-20 unef .9375-20 unef 16 1.360 .790 1.0000-20 unef 1.0625-18 unef 18 1.428 .869 1.0625-18 unef 1.1875-18 unef 20 1.586 .994 1.1875-18 unef 1.3125-18 unef 22 1.703 1.119 1.3125-18 unef 1.4375-18 unef 24 1.846 1.244 1.4375-18 unef 1.5625-18 unef 28* 2.165 1.465 1.7500-18 uns 1.8125-18 un miniature cylindrical mil-c-83723, series iii threaded coupling m83723/95 & 96 straight plug, self-locking

 14 to complete order number see how to order, page 15. shell  size a dia. max. e dia. max. h accessory thread class 2a 8 1.095 .305 .5000-20 unf 10 1.240 .405 .6250-24 unef 12 1.432 .531 .7500-20 unef 14 1.490 .665 .8750-20 unef 16 1.711 .790 1.0000-20 unef 18 1.815 .869 1.0625-18 unef 20 1.962 .994 1.1875-18 unef 22 2.070 1.119 1.3125-18 unef 24 2.195 1.244 1.4375-18 unef miniature cylindrical mil-c-83723, series iii quick-disconnect coupling m83723/66 & 67  quick-disconnect plug m83723/68 & 69  quick-disconnect pl ug with lanyard plug shell, quick-disconnect,  push-pull coupling without lanyard military no. m83723/66 with pin contacts m83723/67 with socket contacts amphenol/matrix no. mq36 plug shell, quick-disconnect,  push-pull coupling with lanyard military no. m83723/68 with pin contacts m83723/69 with socket contacts amphenol/matrix no. mq35 receptacle adapter required to mate the quick-disconnect plug with receptacle. not furnished with the quick-disconnect plug; must be ordered separately. note: use locktite material on the threads for a permanent installation to the shell. how to order adapter by proprietary part number 2500-007-0x xx finish shell size 00 designates aluminum, electroless nickel, class r 01 designates aluminum, hard anodize, class a 03 designates aluminum, cadmium plate, class w 02 designates stainless steel, class g how to order adapter by military part number m83723/70 x xx finish shell size r designates aluminum, electroless nickel, class r a designates aluminum, hard anodize, class a w designates aluminum, cadmium plate, class w g designates stainless steel, class g adapter   mating  face of receptacle shell a dia. max. 1.370 max. .290 min. full thread blue color band h access ory thread e dia. max. grommet 3  teeth  equally s paced 120  apart .190 .130 grommet exten sion ? blue color band .290 full thread e dia. max. grommet .190 .130 grommet  extension 7.500 max. h access ory thread 1.180 max. a dia. max. 3  teeth  equally s paced 120  apart ?

 15 how to order by military part number mil-c-83723 series iii threaded coupling and quick-disconnect coupling connectors m83723 /84 r 08 03 n 1 23456 1. connector type m83723 designates mil-c-83723 series iii connectors 2. connector style (refer to military specification slashsheet number.) threaded coupling connectors are designated by the following numbers: /82 wall mounting receptacle with socket contacts /83 wall mounting receptacle with pin contacts /84 jam nut receptacle with socket contacts /85 jam nut receptacle with pin contacts /86 standard straight plug with socket contacts /87 standard straight plug with pin contacts /91 straight plug with rfi grounding, socket contacts /92 straight plug with rfi grounding, pin contacts /95 straight plug with self-locking clutch plate, socket contacts /96 straight plug with self-locking clutch plate, pin contacts quick-disconnect coupling connectors  are designated by the following numbers: /66 straight plug without lanyard, pin contacts /67 straight plug without lanyard, socket contacts /68 straight plug with lanyard, pin contacts /69 straight plug with lanyard, socket contacts 3. service class for threaded and quick-disconnect coupling connectors: a aluminum shell, black non-conductive anodize finish,  fluid resistant r aluminum shell, electroless nickel finish, fluid resistant g stainless steel shell, passivated, fluid resistant w aluminum shell, cadmium olive drab finish, corrosion/fluid resistant consult amphenol, sidney, ny for the following additional  classes of mil-c-83723, series iii which are available in the  amphenol/pyle versions.: classes k, s, n - firewall, high temperature (200c - 260c) classes h and y - hermetics 4., 5. shell size and insert arrangement - see chart on page 16  and pattern drawings that follow. shell sizes 8 thru 28 are available in threaded coupling con- nectors. (however, note that size 28 shell is not an ms con- nector, and should be ordered by proprietary number.) shell sizes 8 thru 24 are available in quick-disconnect cou- pling connectors. 6. keying positions (rotation of master key/keyway of shell) use n for normal. use 6, 7, 8, 9, or y for alternate keying positions. see page 17 for descriptions. clocking positions (rotation of insert) use 1, 2, 3, 4 or 5 for alternate clocking positions. see page 17 for descriptions. miniature cylindrical mil-c-83723, series iii threaded and quick-disconnect coupling how to order how to order by proprietary part number mil-c-83723 series iii threaded coupling and quick-disconnect coupling connectors mt 34 r 08 03 p 7 ?*** 12345678 1. connector type mt designates amphenol ? /matrix ?  threaded coupling connectors mq designates amphenol ? /matrix ?  quick-disconnect coupling connectors 2. connector style threaded coupling connectors are designated by the following numbers: 30 wall mounting receptacle 34 jam nut receptacle 36 standard straight plug 38 straight plug with rfi grounding fingers 37 straight plug with self-locking clutch plate quick-disconnect coupling connectors are designated by the following numbers: 35 straight plug with lanyard 36 straight plug without lanyard 3. service class for threaded and quick-disconnect coupling connectors: a aluminum shell, black non-conductive anodize finish,  fluid resistant r aluminum shell, electroless nickel finish, fluid resistant g stainless steel shell, passivated, fluid resistant w aluminum shell, cadmium olive drab finish, corrosion/fluid resistant consult amphenol, sidney, ny for the following additional  classes of mil-c-83723, series iii which are available in the  amphenol/pyle versions.: classes k, s, n - firewall, high temperature (200c - 260c) classes h and y - hermetics 4., 5. shell size and insert arrangement - see chart on page 16  and pattern drawings that follow. shell sizes 8 thru 28 are available in threaded coupling con- nectors. shell sizes 8 thru 24 are available in quick-discon- nect coupling connectors. 6. contact types p designates pin s designates socket 7. keying positions (rotation of master key/keyway of shell) use 6, 7, 8, 9, or y for alternate keying positions. see page 17 for descriptions. clocking positions (rotation of insert) use 1, 2, 3, 4 or 5 for alternate clocking positions. see page 17 for descriptions. 8. modification number consult amphenol, sidney, ny for information. for ordering information on accessories,  such as protection caps and backshell hard- ware contact amphenol sidney ny

 16 miniature cylindrical mil-c-83723, series iii insert arrangement chart ? not an ms layout. connectors with these insert arrangements should  be ordered by proprietary part number only. shell size 28 is available in threaded coupling connectors only. see how to order for bayonet type connectors on page 9, and how to order for threaded and quick-disconnect type connectors on page 15. insert arrangements are per mil-std-1554. insert arrangements shell size/ insert arrangement service rating total contacts contact size 12 16 20 0803 i 3 3 0898 i 3 3 1002 i 2 2 1005 i 5 5 1006 i 6 6 1020 i 2 2 1203 i 3 3 1212 i 12 12 1404 i 4 4 1407 i 7 7 1412 i 12 3 9 1415 i 15 15 1610 i 10 10 1624 i 24 24 1808 i 8 8 1814 i 14 14 1831 i 31 31 2016 i 16 16 2025 i 25 6 19 2028 i 28 4 24 2039 i 39 2 37 2041 i 41 41 2212 i 12 12 2219 i 19 19 2232 i 32 6 26 2255 i 55 55 2429? 29 29 2430? 30 30 2443 i 43 20 23 2457 i 57 2 55 2461 i 61 61 2841? 41 41 2842? 42 42

 17 miniature cylindrical mil-c-83723, series iii alternate positioning alternate keying positions (rotation of key/keyway of shell) to avoid cross-plugging problems in applications requiring the use of more than one connector of the same size and arrange- ment, alternate keying positions are available as indicated in the chart below. the diagram shows the engaging view of a receptacle shell with keyways. the insert is rotated counter-clockwise relative to the centerline. plug shells would be the opposite of this diagram. in the ?normal insert position? (position n), the insert center line coincides with the centerline of the master key/keyway of the shell. in the ?alternate keying positions? (positions 6, 7, 8, 9 and y), the minor keys/lkeyways are positioned with reference to mas- ter key/keyway as indicated in the keying position table. * position y supersedes inactive positions 10 and z designations. keying positions shell size polarizing position key/keyway positions insert  position e a b c d 8 thru 24 n 105 140 215 265 0 8 & 10 6 102 132 248 320 0 7 80 118 230 312 0 8 35 140 205 275 0 9 64 155 234 304 0 10 only y* 25 115 220 270 0 12, 14, 16,  18, 20, 22,  24 and 28 6 18 149 192 259 0 7 92 152 222 342 0 8 84 152 204 334 0 9 24 135 199 240 0 y* 98 152 268 338 0 alternate clocking positions (rotation of insert) alternate positioning is also available with the rotation of the insert. the diagram below shows the pin insert mating face. the centerline of the shell in the normal insert position (position n) coincides with the centerline of the master key/keyway in the shell. in alternate clocking positions, (positions 1, 2, 3, 4 and 5), the insert rotates relative to the centerline of the key/keyway of the shell. see e callout on diagram and the table for insert clock- ing. the socket insert is rotated clockwise, and the pin insert is rotated counter-clockwise. note: positions 1-5 are inactive for new designs per mil-std-1554. insert clocking positions shell size polarizing position key/keyway positions insert  position e a b c d 8 & 10 n 105 140 215 265 0 1 105 140 215 265 10 2 105 140 215 265 20 3 105 140 215 265 30 4 105 140 215 265 40 5 105 140 215 265 50 12, 14, 16,  18, 20, 22,  24 and 28 n 105 140 215 265 0 1 105 140 215 265 10 2 105 140 215 265 20 3 105 140 215 265 30 4 105 140 215 265 40 5 105 140 215 265 50 d c b a mas ter polarizing keyway s hown is enga ging  face view of receptacle  s hell with keyways (plug s hell keys  would be opposite) keyin g po sitions ? ? ? ? mas ter keyway or key of  shell (plugs  have keys, receptacle s  have keyways) c l ins ert clocking e ins ert  vertical centerline s ocket ins ert mating  face s hown (pin ins ert is opposite) = centerline of shell ?

 18 1 3 2 1 3 2 1 2 1 4 2 3 5 1 5 2 3 4 6 12 1 2 3 1 2 3 10 5 6 7 4 12 11 9 8 1 2 3 4 1 2 7 4 5 3 6 1 2 8 3 12 56 11 9 10 47 5 6 15 14 7 1 38 3 1 4 2 12 11 10 9 1 2 3 8 91 0 65 4 7 1 2 3 4 8 5 7 6 9 1011 12 20 1 3 14 15 16 17 1 8 19 21 22 2 3 24 1 2 3 6 4 5 7 8 f ront face of pin insert or rear face of socket insert illustrated miniature cylindrical mil-c-83723, series iii contact arrangements insert arrangement 0803 0898 1002 1005 1006 1020 s e r v i c e  r a t i n g iiii ii number of contacts 3 3 2 5 6 2 contact size 20 20 20 20 20 16 insert arrangement 1203 1212 1404 1407 1412 s e r v i c e  r a t i n g iiii i number of contacts 3 12 4 7 9 3 contact size 16 20 12 16 20 16 insert arrangement 1415 1610 1624 1808 service rating i i i i number of contacts 15 10 24 8 contact size 20 16 20 12 contact legend 20 16 12

 19 8 9 10 11 12 1 3 14 1 2 3 4 5 6 7 8 9 10 11 12 1 3 14 1 2 3 45 6 7 15 16 17 1 8 19 20 21 22 2 3 24 25 26 27 2 8 29 3 0 3 1 8 9 10 11 12 1 3 14 1 2 3 4 5 6 7 15 16 8 9 10 11 12 1 3 14 1 2 3 4 5 6 7 15 16 17 1 8 19 20 21 22 2 3 24 25 8 9 10 11 12 1 3 14 1 2 3 4 5 6 7 15 16 17 1 8 19 20 21 22 2 3 24 25 26 27 2 8 8 9 10 11 12 1 3 14 1 2 3 45 6 7 15 16 17 1 8 19 20 21 22 2 3 24 25 26 27 2 8 29 3 0 3 2 3 1 33 3 4 3 5 3 6 3 7 38 3 9 8 9 10 11 12 1 3 14 1 2 3 4 5 6 7 15 16 17 1 8 19 20 21 22 2 3 24 25 26 27 2 8 29 3 0 3 1 3 2 33 3 4 3 5 3 6 3 7 38 3 9 40 41 8 9 10 11 12 1 2 3 4 5 6 7 8 9 10 11 12 1 3 14 1 2 3 4 5 6 7 15 16 17 1 8 19 8 9 10 11 12 1 3 14 1 2 3 4 5 6 7 15 16 17 1 8 19 20 21 22 2 3 24 25 26 27 2 8 29 3 0 3 1 3 2 f ront face of pin insert or rear face of socket insert illustrated miniature cylindrical mil-c-83723, series iii contact arrangements insert arrangement 1814 1831 2016 2025 service rating i i i i number of contacts 14 31 16 19 6 contact size 16 20 16 20 12 insert arrangement 2028 2039 2041 service rating i i i number of contacts 24 4 37 2 41 contact size 20 12 20 16 20 insert arrangement 2212 2219 2232 service rating i i i number of contacts 12 19 26 6 contact size 12 16 20 12 contact legend 20 16 12

 20 8 9 10 11 12 1 3 14 1 2 3 45 6 7 15 16 17 1 8 19 20 21 22 2 3 24 25 26 27 2 8 29 3 0 3 1 3 2 33 3 4 3 5 3 6 3 7 38 3 9 40 41 42 4 3 44 45 46 47 4 8 49 50 51 52 5 3 54 55 8 9 10 11 12 1 3 14 1 2 3 4 56 7 15 16 17 1 8 19 20 21 22 2 3 24 25 26 27 2 8 29 8 9 10 11 12 1 3 14 1 2 3 4 5 6 7 15 16 17 1 8 19 20 21 22 2 3 24 2526 27 2 8 29 3 0 8 9 10 11 12 1 3 14 1 2 3 4 5 6 7 15 16 17 1 8 19 20 21 22 2 3 24 25 26 27 2 8 29 3 0 3 1 3 2 33 3 4 3 5 3 6 3 7 38 3 9 40 41 42 4 3 8 9 10 11 12 1 3 14 1 2 3 45 6 7 15 16 17 1 8 19 20 21 22 2 3 24 25 26 27 2 8 29 3 0 3 1 3 2 33 3 4 3 5 3 6 3 7 38 3 9 40 41 42 4 3 44 45 46 47 4 8 49 50 51 52 5 3 54 55 56 57 8 9 10 11 12 1 3 14 1 2 3 4 5 6 7 15 16 17 1 8 19 20 21 22 2 3 24 25 26 27 2 8 29 3 0 3 1 3 2 33 3 4 3 5 3 6 3 7 38 3 940 41 42 4 3 44 45 46 47 4 8 49505152 5 3 54 55 56 57 5 8 59 60 61 8 9 10 11 12 1 3 14 1 2 3 4 5 6 7 15 16 17 1 8 19 20 21 22 2 3 24 25 26 27 2 8 29 3 0 3 1 3 2 33 3 4 3 5 3 6 3 7 38 3 9 41 40 8 9 10 11 12 1 3 14 12 3 4 5 67 15 16 17 1 8 1920 21 22 2 3 24 25 26 27 2 8 29 3 0 3 1 3 2 33 3 4 3 5 3 6 3 7 38 3 9 40 41 42 f ront face of pin insert or rear face of socket insert illustrated miniature cylindrical mil-c-83723, series iii contact arrangements insert arrangement 2255 2429? 2430? service rating i number of contacts 55 29 30 contact size 20 16 16 insert arrangement 2443 2457 2461 service rating i i i number of contacts 23 20 55 2 61 contact size 20 16 20 12 20 insert arrangement 2841? 2842? service rating number of contacts 41 42 contact size 16 16 contact legend 20 16 12 ? not an ms layout. connectors with these insert arrangements can be ordered by  proprietary part number only. shell size 28 is available in threaded coupling connectors only. see how to order for bayonet type connectors on page 9, and how to  order for threaded and quick-disconnect type connectors on page 15.

 21 miniature cylindrical mil-c-83723, series iii contact information, sealing plugs, crimping and insertion/removal tools mil-c-83723, series iii crimp contacts contact size wire range socket contacts pin contacts awg mm 2 military part number military part number 20 24-20 0.2-0.6 m39029/5-115 m39029/4-110 16 20-16 0.5-1.4 m39029/5-116 m39029/4-111 12 14-12 2-3 m39029/5-118 m39029/4-113 * organize individual circuits to maintain heat rise within operating temperature requirements. contact current rating and retention contact  size* current rating contact retention amperes max. voltage  drop  millivolts axial load lb. n 20 7.5 35 20 89.0 16 13.0 25 25 111.2 12 23.0 25 30 133.4 sealing plugs contact  size sealing plugs military part number amphenol/matrix part number 20 ms27488-20 3400-043-0020 16 ms27488-16 3400-043-0016 12 ms27488-12 3400-043-0012 note: each connector is furnished with contacts. one spare for inserts requiring 1 to 26 of each contact, two spares for inserts with more than 26 contacts, and a minimum of one sealing plug up to 10% of the number of contacts. crimping tools contact  size wire range finished wire dia. range crimping tool part number turret or positioner part number awg mm 2 inch mm 20 24-20 0.2-0.6 .040-.083 1.02-2.11 m22520/1-01 or m22520/2-01 m22520/1-02 or m22520/2-02 16 20-16 0.5-1.4 .053-.103 1.34-2.62 m22520/1-01 m22520/1-02 12 14-12 2-3 .097-.158 2.46-4.01 m22520/1-01 m22520/1-02 insertion/removal tools contact  size color code military part number amphenol/matrix part number 20 red/white m81969/14-11 6500-001-0020 16 blue/white m81969/14-03 6500-001-0016 12 yellow/white m81969/14-04 6500-001-0012

 22 amphenol offers additional connector product lines within the family of mil-c-83723, series iii under the pyle-national ?  brands. these products are shown in detail in the amphe- nol/pyle catalog, ms-102, which can be sup- plied upon request. each series offers varying design characteristics and customer options to provide users with the highest level of flexibility. the additional products offered through the pyle designations of amphenol products are briefly described as follows: ? class k firewall pyle-national offers class k mil-c-83723, series iii con- nectors which have corrosion-resistant, stainless steel, passivated shells. these connectors incorporate non-flam- mable, hard dielectric, fluid resistant inserts, and they have high temperature capability up to 200c. ? high temperature/european specification versions offered under the pyle designation, there are high temper- ature versions (up to 260c) of mil-c-83723, series iii that meet the following specifications: ? boeing bacc63cm/cn firewall, and pyle equivalent bsk versions ? esc11/pyle htk series - 100% scoop-proof version/ high temperature ? aecma designation - en2997 ? esc10, /11, /15, /16 rolls royce standards ? aerospatiale, asn-eo44x class ke/se ? general electric m50tf3564 ? hermetic mil-c-83723, series iii hermetics are available under pyle designation part num- bers. shell styles are: square flange receptacles, d-hole mounted receptacles, and solder mount receptacles. these are stainless steel, passivated, and are temperature capable for up to 200c. ? additional contact options pyle offers additional options for mil-c-83723, series iii connectors which include shielded twinax and thermocouple types. for further information on these amphenol/pyle products, or any specific applications consult amphenol, sidney, ny. additional mil-c-83723, series iii miniature cylindrical connectors offered by amphenol amphenol ? /pyle ?  esc10, /11, /15 and /16  are available from amphenol
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