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		  Datasheet File OCR Text:


		  covering cap without - no indication plug - bf receptacle - thru?panel mounting  : be 1 obstructed hole mounting (m5) : be 2 ring attachment : be 3 2 receptacle caps with mounting inside same obstructed hole : be 4 obstructed hole mounting (m3) : be 5 characteristics mechanical ?shells have 5 polarizing key positions ?receptacle and plug housings  in stainless steel  shelf cleaning contacts ?contact material : copper alloy plating : gold over nickel ?cable strain relief :  - torque : 12 cycles - tensile force : 400 n - bending : 30000 cycles ?free fall of plug with cable : 1,5 meter ?endurance :  10000 mating/unmating ?transverse load  : 400 n ?breaking strength of plug  : 800 n ?axial mating force  :  3 130 n ?axial demating force  :  3 20 n ?vibrations :  55 hz to 2000 hz at 10 g (6 hours) ?bump  : 4000 bumps severity 40 g ?shocks  : 12 shocks severity 100 g electrical ?contact resistance  :   10 m  ?insulation resistance :  3 1000 m  ?crosstalk :   50 db ?voltage rating : > 500 vrms, 50 hz ?shell to shell continuity : < 10 m  climatic ?climatic category 434 :  -55? to +126?, 56 days in damp heat ?salt spray : 96 hours duration ?sealing : 28 psi, 2 bars audio miniature connectors jupiter contacts characteristics insert  solder bucket current rating 4 1.4 4 a 10 and 14 0.85 1.5 a fluid type designation fuel iso 1817 liquid b hydraulic petroleum based om-15, nato h-515, ox-30 lubricating oils naval diesel omd-113, nato 0-278 turbine ox-38, nato-149 cleaning trichloroethane isopropyl alcohol methanol / ethanol de-icing isopropanol al-11, nato s-737 al-34, nato s-1746 description miniature audio connectors with a push-pull coupling system. thanks to this latching concept and low profile, they enable an intensive use even in harsh conditions. applications vhf radiocommunications vehicular, manpack, airborne and  hand-held versions standards french mod : spec. seft n 2559 cable outer diameter 1/10 mm - 70, 60, 45 housing key polarization n, w, x, y and  z contact layout 04, 10  or  14 accessory d- straight backshell c- elbow backshell shell type f- plug e- receptacle connectors series au f d 10 w 70 bf ordering information resistance to fluids 211

 plug                                 receptacle  viewed fr om plugging side assembly configuration housing key polarization angle 105  95  115  85  125  location of main key r efer ence n w x y z angle 95  85  105  75  115  location of main key r efer ence n w x y z 4 contacts inser t plug                                 receptacle  viewed fr om plugging side r eceptacle au e  ? au f  ? au d   au c   au be ? au bf ? plug cap r eceptacle cap elbow backshell plug straight backshell 10 and 14 contacts inser t n  212 a udio miniature connector s jupiter

 contact layouts panel cut-out v iewed  fr om r eceptacle  wiring side a vailability no yes yes on p .c. mounting number of contacts 4 10 14 dimensions jam nut r eceptacle, solder contacts  p/n : au-e-- jam nut r eceptacle, straight spill contacts p/n : au-e--?y plug p/n : au-f-- 22 13 +0.1 - 0.1 14  +0.1 - 0.1 19.5 12.8 0.2 to 45  4.5 max r a 1.2 2.5 4 20.5 m14x0.75 y x 4 +0 -0.2 a +0.5 -0.5 0.8 +0 -0.1 22 24.7 29.8 21 213 a udio miniature connector s jupiter

 straight backshell  p/n  : au-d- elbow backshell p/n : au-c- mated pairs 45 60 50 65 50 65 95 unmated 95 unmated 65 65 90 unmated 60 21 50 70 mated 10 214 a udio miniature connector s jupiter

 covering caps plug p/n : au-bf thr u?panel mounting p/n : au-be1 obstr ucted hole mounting    p/n : au-be2 ring attachment p/n : au-be3 obstr ucted hole  p/n : au-be5 mounting (scr ew m3) 2 r eceptacle caps with  p/n : au-be4 mounting inside same  obstr ucted hole (scr ews m5) 4.724 0.630 0.827 o r ing 2.638  +5 -5 0.335 0.551 0.709 0.551 0.236 0.709 m5x0.5 2.441  +5 -5 0.551 0.551 2.362  +5 -5 0.709 35  to 45  2.441 0.551 0.236 m5x0.5 0.709 2.638 0.551 0.217 m3 0.709 215 a udio miniature connector s jupiter
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