

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						40160			04012			3U100			L4760			34700			2N6383			001456			0EP445F			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				EX-240-DAD-308F-128000MHZ Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  ex-240 evacuated miniature oven controlled crystal  oscillator       emxo tm          vectron international  -  267 lowell road, hudson,  nh 03051  -  tel: 1-88-vectron-1  -  web:  www.vectron.com   - 1 -  ex-240 series    evacuated miniature crystal oscillator  emxo tm       description description description description       the ex-240 series offers a ruggedized hybrid thick fi lm construction in a low profile  hermetically sealed 16pin ddil package, which can wi thstand severe environmental  conditions. this product utilizes vis emxo tm  technology resulting in excellent stability  performance and fast warm-up with low power consumpti on.    features features features features        ?   temperature stability to +/-3 x 10 -8  over -20       o oo o c to +70       o oo o c  ?   low power consumption:  ex-240 evacuated miniature oven controlled crystal  oscillator       emxo tm          vectron international  -  267 lowell road, hudson,  nh 03051  -  tel: 1-88-vectron-1  -  web:  www.vectron.com   - 2 -    environmental conditions (designed to meet)           ?   mechanical shock (survive):    mil-std-202, test met hod 213, condition e (1000g, 0.5msec)    ?   vibration random (survive):    mil-std-202, test met hod 214, condition i-h (20grms, 3 minutes/axis)    ?   vibration sine (survive):    mil-std-202, test metho d 204, condition d (20grms, 20 minutes/axis)    ?   thermal shock (survive):    mil-std-202, test method  107, condition a-2 (50 cycles, -55 o c to +85 o c)       package outline                                        ordering information      pin function    pin #    with efc     fixed frequency     1    efc    no connection    2-4    no connection    (internal use only)    no connection     (internal use only)    8    case/gnd    case/gnd    9    output    output    13-15    no connection    no connection    16    supply    supply  pin numbers are for reference only. they do not app ear on unit   150  183   220   60s   60-90s   45-60s   time (s)   temperature ( o c)   reflow profile  reflow profile   ex   240  c  a  d  5 0 8  a  12.8000  ex = emxo  package    240  supply voltage    d  = 3.3 vdc +/-5%  c  = 5.0 vdc +/-5%  output    a  = cmos  g  = +0dbm sine  h  = +3dbm sine  temperature & stability    c-208  = +/-20 ppb over   -0 o c to +70 o c   d-308  = +/-30 ppb over -20 o c to +70 o c  f-508  = +/-50 ppb over -40 o c to +85 o c  other options    a  = electrical frequency control (efc)  f  = fixed frequency  output frequency    10.0000 mhz   12.8000 mhz   13.0000 mhz  16.3840 mhz  20.0000 mhz   mhz  -  -  -  - 
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