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		  Datasheet File OCR Text:


		  (0,80mm) .0315" aw series surface mount optional  end shrouds  for blind mating ideal for  high density skyscrapers (0,80mm) .0315" micro pitch choice of post heights  and board space aw?40?03?g?d?230?075 aw?10?03?g?d?130?175 aw?50?03?g?d?130?175 www.samtec.com post  height d aw no. pins per row ??xxx? = post height (in inches) (1,91) .075 minimum example:  ?075  = (1,91mm)  .075" plating option 03 ?es option mates with: cle option (1,91) .075 dia (3,05) .120 (1,20) .047 (0,80) .0315 02 01 (0,30) .012 sq no. of positions  x (0,80) .0315  (3,18) .125 (1,38) .055 stacker height (3,09)  .122  to (5,84)  .230 (4,17) .164 (5,08) .200  x (3,18) .125 (3,56) .140 (3,56) .140  (7,75) .305 max overall length (4,57) .180 (1,70) .067 (1,91)  .075  min post height (3,81) .150 ?p option stacker  height ??xxx? = stacker  height (in inches) (3,09) .122 to  (5,84) .230 example:  ?175 = (4,45mm)  .175" ?p option ?ep option ?es option ?ep option for complete speci  cations and  recommended pcb layouts  see www.samtec.com?aw insulator material: top: black lcp bottom: natural lcp terminal material: phosphor bronze  plating: au over 50? (1,27?) ni  current rating: .75a @ 80? ambient  operating  temp range:  -55? to +125? rohs compliant: ye s processing: lead-free solderable: ye s smt lead coplanarity: (0,10mm) .004" max (05-40) (0,15mm) .006" max (41-90)   note:  some lengths,  styles and options are non-standard, non-returnable. overall  pin (oal) board space socket  profile post board stacking stacker height f-211 options 05 thru 90 ?g = 10" (0,25m) gold ?es = end shroud  11 pins/row min.  (?075 post  height only) ?ep = end shroud  with guide post (?075 post  height only) 11 pins/row min. ?a = alignment pin  (4 positions min.) (available for  board stacks  between  (4,06) .160 to (5,84) .230) metal or plastic  at samtec  discretion. ?p = pick & place pad  (8 positions min.) ?tr = tape & reel (84 positions max.) specifications smt  micro  board  stacker
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