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  military temperature range option  frequencies down to 2.0khz  excellent shock resistance  enable / disable tristate option product + option codes + frequency eg: xo1v/a 10.0mhz  50ppm 0+70c xo1vt/ce 20.0mhz 50ppm -55+125c with enable / disable option code x (eg xo1v/x) denotes a custom specification. 



 scale 1:1 
 xo1v: standard stability option xo1vt: tight stability option option codes xo1v xo1vt product parameters  standard.  optional - please specify required code(s) when ordering input (pin 1) output (pin 8) 
	 !
	 open ?1? level ?0? level  enabled enabled high impedance binary divisions of these frequencies also available. other frequencies may be available on request. please consult our sales office. frequencies in mhz 



" 10.0000 10.1500 10.2300 10.2400 11.0592 12.0000 12.2880 12.8000 13.0000 14.7456 16.0000 16.3840 18.4320 19.2000 19.6608 20.0000 frequency range: 2.0khz ~ 20.0mhz  frequency stability* (max): 50ppm over 0 to +70c  a 80ppm over -40 to +85c  b 100ppm over -55 to +125c  c 20ppm over 0 to +70c  a 30ppm over -40 to +85c  b 50ppm over -55 to +125c  c operable temperature range: -55 to +125c  storage temperature range: -65 to +125c  supply voltage (v dd ): +3.3v (5%)  supply current (max): 10ma  driving ability: cmos  logic levels: ?0? level = 0.4v max  ?1? level = 90% v dd min start up time: 5ms max  waveform symmetry: 40:60 max @ 50%v dd  rise / fall times: 7ns max  enable / disable function: none (pin 1 nc)  tristate (control via pin 1)  e shock resistance: 5,000g, 0.3ms, ? sine  vibration resistance: 10g / 10 ~ 2,000hz  * frequency stability is inclusive of calibration @ 25c, operating temperature range, supply voltage change, load change and ageing over 10 years.
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