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		  Datasheet File OCR Text:


		  drawing number rev 1501 route 34 south farmingdale, nj 07727 title material fscm finish: 83330 this drawing and the contents herein are confidential and the sole property of dialight. reproduction of this drawing or construction of any parts within this drawing are forbidden without the written consent of dialight. .125 [3,17] max .198 # .009 [5,03 # 0,23] .170 [ 4,32 ] .120 [ 3,05 ]  max below surface a      .004 # .001 0,1 # 0,02 [ ] .007 max. above surface a .240 [ 6,1 ] .105 # .010 2,67 # 0,25 [ ] .112 [2,84] max .177 [ 4,5 ] .059  typ [ 1,5 ] .043  typ [ 1,09 ] .102 [ 2,59 ] .014 [.36] .211   [5.36] .069    [1.75] .295 [7.5] .157 [4] .079 [2] .059 [1.5] .630 [16] .315 [8] .827 [21] 12.992 [330] .079 [2] .512 [13] 3.937 [100] .650 [16.51] .882 max. at hub [22.4] .827 [21] 7.010 [178] .079 [2] .512 [13] 2.362 [60] .882 max. at hub [22.4] .650 [16.51] -.031 .024 -0,77 0,60 [ ] -.091 .083 -2,31 2,11 [ ] -.043 .020 -1,07 0,50 [ ] -.142 .125 -3,60 3,18 [ ] b       rohs compliant 591-3001-002f,       -007f, -013f     absolute maximum ratings at 25  $ c ambient super red green units power dissipation 95 mw continuous forward current 30 ma reverse voltage 5 ma lead soldering temperature for 15 sec. 245 $ c operating temperature -40 to +100 $ c storage temperature -40 to +100 $ c tolerances: unless otherwise specified fractions:  # 1/64 decimals (.xx):  # .01 decimals (.xxx):  # .005 decimals (.xxxx):  # .0005 angles:  # 1 $ scale:  drawing scale all dim's in: inches (mm) c-17245 sheet 1 of 1 family table: rev ecn no revisions drn ckd app date a new release twc b added led lead dimensions; added dual dimensions. ajf klj no 10-28-10 notes: 1. millimeter dimensions shown for reference only. 2. pad numbers for reference only,designation non-existent on part. 3. storage conditions for taped product: re-taping may be necessary for    product stored more than twelve months. 4. order quantity is led assemblies, not reels. 5. -002f suffix means parts are packed on a 20 pcs sample strip.    -007f suffix means parts are packed on a 7 inch reel, 400 pcs/reel.    -013f suffix means parts are packed on a 13 inch reel, 1600 pcs/reel. 6. lens movement in relationship to the housing is:    .009" t.i.r. vertically.    .007" t.i.r. horizontally. 7. front and rear terminals of assembly to be within .005 coplanarity. 8. dialight part number: 591-3001-002f, 591-3001-007F,                          591-3001-013f 9. device has a moisture sensitivity level "2" caution label    applied as per jedec std. 033 10.this product is pb free. it is in compliance with the directive    2002/95/ec(rohs) and does not contain any of the banned substances    pb, cd, mercury, hexavalent chromium or flame retardants (pbb, pbde) recommended pc board land pattern          (dim's   # .004) bi-color leds red cathode red anode operating characteristics at t  =25  $ c symbol parameter color min typ max units test cond. red v i v f dom  dominant wavelength forward voltage luminous intensity green red green red green 2.0 2.5 2.0 628 570 2.5 v nm mcd i = 10 ma i = 20 ma a f f green green anode cathode pad 3 pad 1 pad 2 pad 4 1 2 4 3 6.5 8.0 0.1mm component side tolerance: .004 unless otherwise spe cified. direction of feed taping specification reel specification millimeter dimensions shown for refe rence only. 13 inch dia. reel specifications 7 inch dia. reel specifications  of led cathode solder plated typ led lead soldering surface a red cathode id label quantity: 1600 pcs/reel label quantity: 400 pcs/reel 622 564 634 576 nm p  peak wavelength red green 635 572
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