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		  Datasheet File OCR Text:


		  9 mini-infinity high power connector series mini-infinity high power connector series mip connector variants face view of male or rear view of female mip30 variant 30 size 16 contacts mip30wa10 variant 10 size 12 and 20 size 20 contacts mip30wb10 variant 4 size 8, 6 size 16, 20 size 20 contacts mip29w9 variant 3 size 12, 20 size 20, 6 size 8 contacts mip28w12 variant 12 size 12 and 16 size 20 contacts refer to page 8  for application specific arrangements. mip24w8 variant 2 size 8 (high performance or standard see page 27), 8 size 12, 16 size 20 contacts only available for use with crimp contacts.

 10 dimensions are in millimeters (inches). all dimensions are subject to change. male connector dimensions female connector dimensions mini-infinity high power connector series mini-infinity high power connector series mip connector outline and mounting dimensions mip connector mating dimensions straight board mount or panel mount female to straight board mount or panel mount male. right angle board mount female to straight board mount or panel mount male.  straight board mount or panel mount female to right angle board mount male.  right angle board mount female to right angle board mount male.  mip connector outline dimensions

 11 mini-infinity high power connector series mini-infinity high power connector series mip straight solder board mount connectors dimensions are in millimeters (inches). all dimensions are subject to change. male connector shown for reference only

 12 mini-infinity high power connector series mini-infinity high power connector series mip straight solder  hole patterns dimensions are in millimeters (inches). all dimensions are subject to change. hole pattern shown is for male connector; use mirror image for female connector.

 contact termination dimensions 13 mini-infinity high power connector series mini-infinity high power connector series mip straight compliant  press-fit board mount  connectors male connector shown for reference only dimensions are in millimeters (inches). all dimensions are subject to change.

 14 mini-infinity high power connector series mini-infinity high power connector series mip straight compliant press-fit hole patterns dimensions are in millimeters (inches). all dimensions are subject to change. hole pattern shown is for male connector; use mirror image for female connector.

 15 mini-infinity high power connector series mini-infinity high power connector series mip right angle solder board mount connectors dimensions are in millimeters (inches). all dimensions are subject to change. male connector shown for reference only

 16 dimensions are in millimeters (inches). all dimensions are subject to change. mini-infinity high power connector series mini-infinity high power connector series mip right angle solder  hole patterns hole pattern shown is for male connector; use mirror image for female connector.

 17 mini-infinity high power connector series mini-infinity high power connector series mip right angle compliant board mount connectors and hole pattern contact termination dimensions,  male and female contact hole pattern,  male and female dimensions are in millimeters (inches). all dimensions are subject to change.

 18 mini-infinity high power connector series mini-infinity high power connector series mip ordering information ordering information    code numbering system specify complete connector by following steps 1 through 8 insert   0   when step is not used 1 2 3 4 5 6 mip 30 f 93 0 0 a1 7 8 step 1 - basic series mip - mini-infinity step 2 - connector variants step 3 - connector gender m- male f - female   step 4 - type of contact 0   order contacts separately for cable connectors for connection  systems  2, 4 and 5. 3   solder, straight printed board mount with 3.70 (0.146) tail  extension for connection systems 1 and 4.   32- solder, straight printed board mount with 9.58 (0.377) tail extension for connection systems 1 and 4.  4   solder, right angle printed board mount with 3.70 (0.146) tail  extension for connection systems 1, 2, 3 and 7. 42-  solder, right angle printed board mount with 9.58 (0.377) tail  extension for connection systems 1, 2, 3 and 7.  63   press  fit, compliant termination right angle printed board  mount, for use with board thicknesses of 2.29 to 4.45 (0.090 to  0.175).  with cross bar.  connection systems 1, 2, 3 and 7.   available on connector variant 30 only. 93   press  fit, compliant termination straight printed board mount for use with board thicknesses of 2.29 to 4.45 (0.090 to 0.175).   connection systems 1 and 4.   step 6 - panel mount 0      none. 82 - panel mount 1.52 (0.060) panel thickness 83 - panel mount 2.28 (0.090) panel thickness step 5 - mounting style  0       none, mounting screws supplied with board mount connector. n        push-on fasteners supplied installed on board mount connector. not recommended for code 63 and 93. step 7 - contact plating  0   crimp contacts ordered separately a1   gold flash over nickel on mating end and gold flash over nickel on termina- tion end. a2   gold flash over nickel on mating end and 5.00 microns (0.000200 inch) sol- der coat on termination end.  not available with contact types 63 and 93. c1   0.80 microns (0.000030 inch) gold over nickel on mating end and 0.80 microns (0.000030 inch) gold over nickel on termination end. c2   0.80 microns (0.000030 inch) gold over nickel on mating end and 5.00 microns (0.000200 inch) solder coat on termination end.  not available with contact types 63 and 93. step 8 - special options consult technical sales * sequential mating * recessed female contacts * customer specified contact arrangement * other customer requirements step 21w5 - 2 size 8, 3 size 12, and 16 size 20 contacts only available for use with crimp contacts. 28w12 - 12 size 12 and 16 size 20 contacts 29w9 - 3 size 12, 20 size 20, and 6 size 8 contacts 30 -  30 size 16 contacts 30wa10 -  10 size 12 and 20 size 20 contacts 30wb10 - 4 size 8, 6 size 16, and 20 size 20 contacts dimensions are in millimeters (inches). all dimensions are subject to change.
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