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		  Datasheet File OCR Text:


		  summary      a waterproof version of the jm series for factory automation applications.  the web series      meets ip67 requirements for resistance to moisture, oil, and dust.  this connector system is     vibration proof, features field serviceable solder contacts and a bayonet coupling mechanism      offers quick and secure plugging and unplugging of cables.                           features secure bayonet coupling     coupling mechanism offers a tactile response    when  the   ring is fully mated by turning it 90        degrees clockwise.  secure and tight mating results     in a reliable connection and less wear on       contacts under conditions of vibration. small size and high contact density     miniature design for applications where space is     at a premium. shell polarization protects contacts     five keys on metal shell align connectors      during plugging. quick and easy solder termination     soldering is facilitated  by  the solder c ups being     oriented in the same direction , connector     does not need to be rotated during termination. ul standard material    ul94v-0 rated insulator materials.     material / finish     insert  ................  pbt  resin (ul94v -0 ) / blue    contact  .............  copper  alloy / silver  plating  (standard).  gold  plating (cust o m)     shell  .................  zinc  alloy /  olive drab  chromate  finish    cable   cl a mp  ......  aluminum  alloy /  olive drab  chromate  finish    bushing  ............  chloropren e  synthetic  rubber / black     cap  ..................  chloropren e  synthetic  rubber / black  or  metal / olive  drab  chromate  finish  small-sized   circular waterproof   connector ser i e s specifications voltage  rating (max.) current   rating  (max.) applicable   cable operating  temperature insulation  resistan ce dielectric  withstanding  voltage contact  resistance vibration shock durability humidity (steady  state) temper a ture  cycle salt  spray 5 mohm max. at 1a 10 55hz.  amplitude:1.5mm(.059) acceleration  50g 500  cycles 40 deg c,90 to 95%   , 96  hrs -40 ~ +100 deg. c, 5 cycles 5%, 35 deg. c, 48 hrs. 1.0mm 1.5mm 0.5mm 2 1.25mm 2 1000v  ac(r.m.s)at  sea  level 250v ac(r.m.s),350v dc 1.0mm 1.6mm 5a 10a 25       85 degrees c  1000mohm min. at 500v dc conductive  dia pin  contact  dia. current (max.) conductive cross section

 series websp  (straight  plug) styles / dimensions unit : mm unit : mm unit : mm unit : mm webr (box  mounting  receptacle) webwr (wall  mounting  receptacle)   webwr (cable  connecting  receptacle)   shell size shell size shell size shell size ejb ejb ejb ejb ejb ejb ejb ejb ejb ejb ejb ejb ejb ejb tdsfx

 no. of contact no. of contact no. of contact shell size shell size shell        size contact   arrangements contact   arrangements insert no. insert no. alternate  insert  positions alter nate angle alternate position 9 : master keyway alternate  key  position   pin contact insert  arrangements (front  view  of  male  insert ) series 1.0mm  dia.  pin contact 1.6mm  dia.  pin contact

 series series shell  style sp  : straight plug r    : box mounting          receptacle wr : wall mounting           receptacle cr : cable connecting          receptacle ordering  information shell size no. of contact contact style m : pin contact f  : socket contact alternate insert position omit : standard position x,y,z : alternate position contact plating omit : silver plating    g   : gold plating panel  cutout (for  webr.webwr) y- o ve r 8-3.5  0.2 dia. ' f   0.3 m1 over : front mount m2 over : rear mount size unit : mm shell size mounting   hole   position front   mounting   holes  dia. rear   mounting   holes  dia. twin   mounting   hole  space / min. / min. / min.

 ordering  information cap  style pc : plug cap rc : receptacle  cap shell  size omit : metal    r  a : rubber ~ ebpcxxra (plug  cap) ~ ebpcxx (plug  cap) ~ ebrcxxra (receptacle  cap) ~ ebrcxx (receptacle  cap) shell  size shell   size shell   size shell  size series protective caps size size 3.2 dia. 4.2 dia. 4.2 dia. 3.2 dia. b dia. a dia. a dia. b dia. 150  20 150  20 130  10 130  10 19 27 unit : mm unit : mm
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