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		  Datasheet File OCR Text:


		  38   nec tokin sensors vol.1 outline ?  terrestrial magnetic sensor use a flux gate type detector to detect terrestrial magnetism. ? it detects the horizontal component of the earth's magnetic field and divided it ioto twe perpendicular components, and determines the angle of direction from the resulting vector.this allows absolute direction angle measurements with reference to magnetics noth. applications  compass for automoblies and ships  cathode-ray tube fluxgate type terrestrial magnetic sensor speciffications shapes and dimensions ( mm ) 75.0 65.0 51 65.0 75.0  3.5 y-axis x-axis model TMC2000 tmc3000nf item code power supply voltage    (v) vcc 12     0.5 12     0.5 supply current               (ma) max. icc 50 35 output voltage               (v) vx,vy 1    0.05(at 100   t) 1    0.05(at 30   t) offset voltage 4    0.3(at 0   t) 2.5    0.3(at 0   t) magnetic field range      (   t) max.    200    60 output linearity              (%) 100     15 100    2 operating temperature  (?c) top                                 - 10   to   + 70 storage temperature     (?c) tstg                                 - 40   to   + 85 pin description pin no. function signal name 1 vref reference voltage 2 vy y-axis output 3vx x-axis output 4gnd power supply ground 5 vcc power supply  TMC2000

    nec tokin sensors vol.1   39   tmc3000nf * please feelfree to ask us for the type of power supply voltage is  v15 and the type of output voltage of 1v   0.05 at 50   t. weight : 8g max. unit [mm] sensor polarity x y (16.3) (16.3) 1.0 (2.5) (5.9) 2.54 32.0 max. 6.5  0.5 8 max. 2.8 max. (30.48) 0.25 33.0 max. (2.54 * p6)=(15.24) (0.5) 14 8 27 before using terrestrial magnetic sensor ? o not use if dropped or subjected to strong physical shock.  do not use in close proximity to strong magnetic fields.otherwise,the characteristcs may be change. pin description pin no.         function signal name 1  2 vcc power supply 3 gnd power supply ground 4ic * 5 x-out x-axis output 6 y-out y-axis output 7 gnd signal ground 8 ~14 n c non connect *do not connected. (internal use.)




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of TMC2000 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























