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		  Datasheet File OCR Text:


		  irc advanced film division general note irc reserves the right to make changes in product speci?cation without notice or liability. all information is subject to ircs own data and is considered accurate at time of going to print.   a subsidiary of  tt electronics plc ? corpus christi texas 78411 usa ? irc advanced film division telephone: 361 992 7900 ? facsimile: 361 992 3377 ? email: afdsales@irctt.com ? website: www.irctt.com  series issue october 2006 sheet 1 of 4 high frequency surface mount terminator rftf series ?  low return loss ?  high power dissipation up to 250w ? thin ?lm technology performance, stability long life rftf10 rftf40 rftf50 rftf100 rftf120 rftf150 rftf250 power rating 10w 40w 50w 100w 120w 150w 250w capacitance  irc advanced film division ? irc advanced film division  ? corpus christi texas 78411 usa      telephone: 361 992 7900 ? facsimile: 361 992 3377 ? email: afdsales@irctt.com ? website: www.irctt.com  series issue october 2006 sheet 2 of 4 high frequency surface mount terminator 40 20 0 80 temperature rise (c) 100 applied power (w) flange power terminations vswr, rftf150c, 100 ? f vswr, rftf250c, 50 ? f rftf150c, 50 ? f with 0.2k/w heatsink flange resistive film s11, rftf250c, 50 ? f s11, rftf150c, 50 ? f 160 140 120 60 180 hotspot on heatsink rftf250c, 50 ? f with 0.2k/w heatsink 40 20 60 20 0 0 80 temperature rise (c) 40 80 100 100 120 140 applied power (w) flange resistive film 200 160 180 220 160 140 120 60 180 hotspot on heatsink 240 260 60 20 0 40 80 100 120 140 200 160 180 220 1  jul  2004    16:11:56 11                             1  u  fs                 1:    46.256 w -5.7969 w 27.472  pf 999.  400  006   mhz 2:   42.996  w -7.7715 w 1.5  ghz 3:   39.316  w -8.9531 w 2  ghz 4:   38.754  w -9.5934 w 2.5  ghz 5:   32.05 w -10.006 w 3  ghz center  1  500. 015  000  mhz span  2  999. 970 000 mhz ch1 s prm cor  1 2 3 4 5 1  jul  2004    14:22:18 11                         213  mu  fs                 1:    50.25 w 1.0313 w 164.13  ph   1   000.  000  000   mhz 2:   49.936  w -1.3125 w 1.5  ghz 3:   49.68 w -1.2949 w 2  ghz 4:   49.174  w -0.2891 w 2.5  ghz 5:   48.898  w -2.2656 w 3  ghz start       .030  000  mhz stop  3  000. 000 000 mhz ch1 s prm cor  1 2 3 4 5   & !   	  	
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 # #   #      ! $       	 rftf 32

 irc advanced film division ? irc advanced film division  ? corpus christi texas 78411 usa      telephone: 361 992 7900 ? facsimile: 361 992 3377 ? email: afdsales@irctt.com ? website: www.irctt.com  series issue october 2006 33   sheet 3 of 4 high frequency surface mount terminator physical data k k k k k k k h c h c h c h c h c h c h c b b b b b b b j j j j j j j f e d a f e d a f d a f d a f d a f d a f d a g g g g g g g rftf10 rftf40z rftf50 rftf100 rftf120 rftf150 rftf250 dimensions (mm) type a b c d e f g h j k rftf10 7.6 5.10 3.1 5.0 3.0 3.0 2.9 1.5 0.8 2.2 rftf40 13.0 6.35 3.1 9.9 C 6.8 2.9 1.5 0.8 2.2 rftf50 20.3 5.70 3.1 14.2 C 8.5 3.2 1.5 1.5 2.6 rftf100 20.3 5.70 3.1 14.2 C 6.3 3.2 1.5 1.5 2.6 rftf120* 20.3 6.35 3.1 14.2 C 8.9 3.2 1.5 0.8 2.2 rftf150* 20.3 5.70 3.1 14.2 C 8.5 3.2 1.5 1.5 2.6 rftf250 25.0 9.53 4.6 18.42 C 9.6 3.2 3.0 3.0 4.1 notes: lead length 5.08mm. lead thickness 0.1mm. rftf

 irc advanced film division ? irc advanced film division  ? corpus christi texas 78411 usa      telephone: 361 992 7900 ? facsimile: 361 992 3377 ? email: afdsales@irctt.com ? website: www.irctt.com  series issue october 2006 pre?x      hfr   -   rftf100 model rftf10; rftf40z; rftf50; rftf100; rftf120; rftf150; rftf250 sheet 4 of 4 high frequency surface mount terminator ordering data power derating curve 50 155 100 25 10 100 % of rated power flange temperature (c) rftf 34
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