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		  Datasheet File OCR Text:


		  711 series sin g le wa y db-1a data bus interconnection system data bus interconnection s y stem desi g ned for data transmission as defined by mil-std-1553b, stanag 3838 and def stan 00-18 (part 2). this system is also ideal for video transmission systems and the termination of screened twisted pairs. bs 9522 f0043 approved and qualified to pan 6484/6499. 711 series connectors incorporate an anti-vibration locking mechanism. the triaxial, all crimp contact used in the 711 series single way connectors is common to the multi-way connector housin g  allowin g  u p  ratin g  of e q ui p ment at an y  time.

 plu g s plug - 711-5000/c2832- receptacles single hole mtg. receptacle -711-5001/c2834- s q . flan g e mt g . rece p tacle - 711-5002/c2835-/pan 6484 b plu g -711-5011/c2831-/pan 6484 f

 single hole mtg. receptacle - 711-5008/c2844- panel piercing as for 5001 panel piercing as for-5002 note: this connector is only for use with discrete wiring and is not suitable for use with data bus cable. sq. flange mtg. receptacle - 711-5009/c2838-(m3 clinch nuts fitted) note: this connector is only for use with discrete wiring and is not suitable for use with data bus cable. sq. flange mtg. receptacle - 711-5010/c2837-/pan 6484c (m3 clinch nuts fitted) panel piercing as for - 5002 sq. flange mtg. receptacle with p.c. termination contacts - 711-5015/c2839 (clinch nuts fitted) panel piercing as for-5002

 sin g le hole mt g . rece p tacle with bulkhead seal - 711-5016/c2833-/pan 6484 a panel piercing as for 5002 s q . flan g e mt g . rece p tacle - 711-5024/c2836- panel piercing as for 5002 sin g le hole mt g . rece p tacle with bulkhead seal and p.c. termination contacts-711-5038- panel piercing as for 5001 terminators plug terminator 77 ? 1 - 5013-xx/c2843-/pan 6484 l note: 711 series terminators are only fitted with a main keyway and will suit any keyway orientation.

 s q . flan g e mt g . rece p tacle terminator  ( 3 k ? 5% )  - 5017 - xx/c2845-/pan 6484 m panel piercing as for _5002 note: 711 series terminators are only fitted with a main keyway and will suit any keyway orientation. in line rece p tacle terminator  ( 3 k ? 5% )  - 5028 - xx/c2846-/ note: 711 series terminators are only fitted with a main keyway and will suit any keyway orientation. xx refers to the terminator impedance value. this value can be selected according to the characteristic impedance of the data bus transmission line or to simulate the rt internal impedance. amphenol standard terminators come fitted with two impedance values. bus terminators = 77 ohm stub terminators = 3k ohm e.g. order 711-5017-77, 711-5028-3k etc. for special requirements contact amphenol technical support and product management team.

 loads sq. flange mounting 10k ? 5% in line load - 5020 /pan 6484 n orderin g ordering by amphenol part numbers series designation 711 711 - 5000 - 1 (xxx) deviation code (462) cadmium olive drab plating (473) less clinch nuts orientation (1 for normal orientation) ke y s/ke y wa y s 1 , 2 , 3 , 4 and 5 ) shell style 5000- plug, with socket contact. 5001- receptacle, sealed. single hole mounting. 5002- receptacle, square flange. 5008- single hole mounting receptacle for discrete wiring. 5009- receptacle, square flange. low profile, clinch nuts fitted for discrete wiring. 5010- receptacle, square flange. clinch nuts fitted. 5011-  plug to take cable accessories. 5013- plug terminator 750. 5015- receptacle, square flange. p.c. termination contacts. clinch nuts fitted. 5016- receptacle, single hole mount with bulkhead seal, to take cable accessories. 5017- receptacle terminator 3kfl. square flange mounting. 5020- in line load 1 oksz square flange mounting. 5024- receptacle, square flange mount, to take cable accessories. 5028- in line receptacle terminator3kfl. 5038- receptacle, single hole mounting with bulkhead seal, p.c. termination.

 orderin g  by b.s. part numbers bs9522 f0043 c2831 08 01 f 1 0             (xxxx) basic number shell style c2831 as per shell style 5011 c2832 as per shell style 5000 c2833 as per shell style 5016 c2834 as per shell style 5001 c2835 as per shell style  5002 c2836 as per shell style 5024 c2837 as per shell style 5010 c2838 as per shell style 5009 c2839 as per shell style 5015 c2843 as per shell style 5013 c2844 as per shell style 5008 c2845 as per shell style 5017 c2846 as per shell style 5028 c2847 as  p er shell st y le 5020 supp. load details v arian t o-electroless nickel 1-cad/olive drab 2-zinc cobalt polarisation 1-normal orientation 2,3,4,5 also available 0-universal - only ma j or ke y wa y  fitted contact style f - female m - male housin g  arran g emen t orderin g  by pan numbe r pan 6484 a x basic number shell style a as per shell style 5016 b as per shell style 5002 c as per shell style 5010 f as per shell style 5011 l as per shell style 5013 m as per shell style 5017 n as  p er shell st y le 5020 polarisation 1 - normal orientation 2,3,4,5 no designation - only major keyway fitted only available in cad/olive drab

 protective ca p s caps and cords 711-0100-xx for use with all single way receptacles. 711-0112-xx for use with all single way plugs. xx denotes the length of cord or chain required. 01 = 3" 02 = 3.5" 03=4" caps and chains 711-0121-xx for use with all single way receptacles. 711-0122-xx for use with all single way plugs. use deviation (462) for cadmium olive drab finish. caps and cords caps and chains contacts contacts may be ordered separately under the following part no.'s:. 711-0013-1 - pin contact. 711-0014-1 - socket contact. 711-0037 -pin contact for use with discrete wire. crimp tools for 711 series connectors centre contact crimp - crimp tool m22520/2-01. positioner 294gb-5027-1. intermediate/outer crimp - crimp tool 227-944 (m22520/5-01). die set 294gb-5026-1.

 key/keyway orientations angles pos w x y z 1 105 35 75 50 2 118 30 100 30 382507545 492357550 5 118 35 75 50 0* datum is always taken from major key or keyway. in receptacles the major keyway always remains fixed in relation to the mounting flange. *o is a universal keyway. only the major keyway is fitted.
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