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		  Datasheet File OCR Text:


		  ac series chassis connectors thermoplastic a type flange ac series  - a type  thermoplastic xlr pcb chassis  connectors ordering codes  we have listed the more common ordering codes in each section. for further options please refer to the part number breakdown charts. please contact us if you need any further assistance. the ac series, a type xlr chassis receptacles have been designed and manufactured with the original equipment manufacturers?(oem) needs in mind. the compact shell design allows a significant space saving over the traditional ??type shell. gold plated contacts improve the performance, ensuring a reliable contact and the unique grounding link options offer flexibility in design. features ?a leading first mate last break socket contact is standard on all female connectors (pin 1). ?vertical and horizontal pcb versions available.  ?latching and non-latching versions available. ?a range of different grounding options are available including: - mating connector shell to pin 1 - mating connector shell to chassis - mating connector shell to pin 1 to chassis ?available in 3 contact arrangement only. ?compatible with all other xlr brands. options ?vertical pcb contacts ?horizontal pcb contacts ?precision machined pin contacts ?cost effective stamped socket contacts ?gold plated contacts (standard) ?silver plated contacts (optional) ?bulk packaging simple steps to guide you in using this catalogue 1) identify the product group listed in  contents on page 1 and go directly to that  page number. 2) each product group cover page then details information and options available. 3) refer to the product detail pages and identify the product you require pictorially. 4) read the product description column for the products standard features. 5) use variations column to determine  your choice. 6) identify part number. 7) in the event the particular option you require is not listed please refer to the part number breakdown page at the end of each section.  8) please contact us directly if you have any further problems. entertainment interconnect catalogue - amphenol australia pty ltd   telephone 61 3 8796 8888 fax 61 3 8796 8801  www.amphenol.com.au 27

 no ground link ac3mah-au-b pin 1 to chassis to mating connector shell ac3mah1-au-b mating connector shell to chassis -  pin 1 sep. ground ac3mah2-au-b mating connector shell to pin 1 ac3mah3-au-b xlr 3 pole male, horizontal pcb,  gold plated contacts,  bulk pack xlr 3 pole male, horizontal pcb,  gold plated contacts,  bulk pack xlr 3 pole male, horizontal pcb,  gold plated contacts,  bulk pack xlr 3 pole male, horizontal pcb,  gold plated contacts,  bulk pack no ground link ac3mav-au-b xlr 3 pole male, vertical pcb,  gold plated contacts,  bulk pack mating connector shell to chassis to pcb, pin 1 sep. ground ac3mah4-au-b xlr 3 pole male, horizontal pcb,  gold plated contacts,  bulk pack entertainment interconnect catalogue - amphenol australia pty ltd   telephone 61 3 8796 8888 fax 61 3 8796 8801  www.amphenol.com.au 28 ac series  chassis  connectors thermoplastic a type flange features: ?thermoplastic shell ?industry standard pcb footprints. ?vertical or horizontal pcb mounting. ?precision machined pin contacts.  ?gold plated contacts. ?leading first mate last break socket contact. ?bulk packed in trays, 100 to a box as standard. ?positive latch lock system. options: silver plated contacts, vertical or horizontal pcb,  various grounding methods, latching or non-latching. part number breakdown:page 32-33  specifications: page 34 pcb footprints: page 35                    panel cutouts: page 36 product - figure drawing                             dimensions in mm (inches) description part number ground link variations

 ac series  chassis  connectors thermoplastic a type flange entertainment interconnect catalogue - amphenol australia pty ltd   telephone 61 3 8796 8888 fax 61 3 8796 8801  www.amphenol.com.au 29 product - figure drawing                             dimensions in mm (inches) description part number pin 1 to chassis to mating connector shell AC3MAV1-AU-B mating connector shell to chassis -  pin 1 sep. ground ac3mav2-au-b xlr 3 pole male, vertical pcb,  gold plated contacts,  bulk pack mating connector shell to pin 1 ac3mav3-au-b xlr 3 pole male, vertical pcb,  gold plated contacts,  bulk pack xlr 3 pole male, vertical pcb,  gold plated contacts,  bulk pack ground link variations mating connector shell to chassis to pcb, pin 1 sep. ground ac3mav4-au-b no ground link ac3fah-au-b pin 1 to chassis to mating connector shell ac3fah1-au-b mating connector shell to chassis -  pin 1 sep. ground ac3fah2-au-b xlr 3 pole female, horizontal pcb,  latching type, gold plated contacts,  bulk pack xlr 3 pole male, vertical pcb,  gold plated contacts,  bulk pack xlr 3 pole female, horizontal pcb,  latching type, gold plated contacts,  bulk pack xlr 3 pole female, horizontal pcb,  latching type, gold plated contacts,  bulk pack pin 1 to chassis ac3fah3-au-b xlr 3 pole female, horizontal pcb,  latching type, gold plated contacts,  bulk pack

 no ground link ac3fahl-au-b pin 1 to chassis to mating connector shell ac3fahl1-au-b xlr 3 pole female, horizontal pcb, non-latching type  gold plated contacts,  bulk pack xlr 3 pole female, horizontal pcb, non-latching type  gold plated contacts,  bulk pack mating connector shell to chassis -  pin 1 sep. ground. ac3fahl2-au-b pin 1 to chassis ac3fahl3-au-b no ground link ac3fav-au-b pin 1 to chassis to mating connector shell ac3fav1-au-b mating connector shell to chassis -  pin 1 sep. ground. ac3fav2-au-b pin 1 to chassis ac3fav3-au-b xlr 3 pole female, horizontal pcb, non-latching type  gold plated contacts,  bulk pack xlr 3 pole female, horizontal pcb, non-latching type  gold plated contacts,  bulk pack xlr 3 pole female, vertical pcb, latching type,  gold plated contacts, bulk pack xlr 3 pole female, vertical pcb, latching type,  gold plated contacts, bulk pack xlr 3 pole female, vertical pcb, latching type,  gold plated contacts, bulk pack xlr 3 pole female, vertical pcb, latching type,  gold plated contacts, bulk pack entertainment interconnect catalogue - amphenol australia pty ltd   telephone 61 3 8796 8888 fax 61 3 8796 8801  www.amphenol.com.au product - figure drawing                             dimensions in mm (inches) description part number 30 ac series  chassis  connectors thermoplastic a type flange ground link variations

 mating connector shell to chassis -  pin 1 sep. ground. ac3fav4-au-b no ground link ac3fav5-au-b xlr 3 pole female, vertical pcb, latching type, gold plated contacts,  bulk pack, machined contact mount xlr 3 pole female, vertical pcb, latching type, gold plated contacts,  bulk pack, machined contact mount ac series  chassis  connectors thermoplastic a type flange entertainment interconnect catalogue - amphenol australia pty ltd   telephone 61 3 8796 8888 fax 61 3 8796 8801  www.amphenol.com.au 31 product - figure drawing                             dimensions in mm (inches) description part number no ground link ac3favl-au-b pin 1 to chassis to mating connector shell ac3favl1-au-b mating connector shell to chassis -  pin 1 sep. ground. ac3favl2-au-b pin 1 to chassis ac3favl3-au-b mating connector shell to chassis -  pin 1 sep. ground. ac3favl4-au-b no ground link ac3favl5-au-b xlr 3 pole female, vertical pcb, non-latching type,  gold plated contacts, bulk pack xlr 3 pole female, vertical pcb, non-latching type,  gold plated contacts, bulk pack xlr 3 pole female, vertical pcb, non-latching type,  gold plated contacts, bulk pack xlr 3 pole female, vertical pcb, non-latching type,  gold plated contacts, bulk pack xlr 3 pole female, vertical pcb, non-latching type, gold plated contacts,  bulk pack, machined contact mount xlr 3 pole female, vertical pcb, non-latching type, gold plated contacts,  bulk pack, machined contact mount ground link variations

 entertainment interconnect catalogue - amphenol australia pty ltd   telephone 61 3 8796 8888 fax 61 3 8796 8801  www.amphenol.com.au 32 e. g .   ac3mavl3-au b ac (series prefix), 3 contacts,  m ale,  a type,  v ertical printed circuit board,  l atchless, 3 (mating shell to pin 1 grounding), -  au (gold plated contacts),  b ulk packaged. contact layouts series prefix gender shell series termination locking mechanism grounding options contact plating packaging ac 3 series prefix 3 contacts only m male pin contacts series prefix contact layout - gender shell series h v horizontal printed circuit board a a type vertical printed circuit board termination blank l blank latching latchless locking  mechanism part number breakdown ac series a type male grounding link options au ag gold plated contacts silver plated contacts (non-standard) contact plating packaging no ground link 1 pin 1 to chassis to mating connector shell 2 mating connector shell to chassis, pin 1 separate ground. 3 mating connector to pin 1  ac 3 m a v l 3 au b = = = = = = = = = = = = 4 mating connector shell to chassis to pcb, pin 1 separate ground. = = = b bulk packed  = ac series  chassis  connectors thermoplastic a type flange

 ac series  chassis  connectors thermoplastic a type flange e. g .   ac3favl3-au b ac (series prefix), 3 contacts,  f emale,  a type,  v ertical printed circuit board, l atchless, 3 (pin 1 to chassis grounding), -  au (gold plated contacts),  b ulk packaged. contact layouts series prefix gender shell series termination locking mechanism grounding options contact plating packaging ag au gold plated contacts silver plated contacts (non-standard) contact plating packaging part number breakdown ac 3 series prefix 3 contacts only f female socket contacts series prefix contact layout - gender shell series h horizontal printed circuit board a a type v vertical printed circuit board termination blank l blank latching latchless locking  mechanism ac series a type female grounding link options 1 pin 1 to chassis to mating connector shell no ground link 2 mating connector shell to chassis - pin 1 sep. ground. 3 pin 1 to chassis 4 mating shell to chassis & pin 1 seperate ground / machined contacts 5 no ground link / machined contacts - entertainment interconnect catalogue - amphenol australia pty ltd   telephone 61 3 8796 8888 fax 61 3 8796 8801  www.amphenol.com.au 33 ac 3 f a v l 3 au b = = = = = = = = = = = = = = = = b bulk packed  =

 environmental complies with rohs directive 2002/95/ec entertainment interconnect catalogue - amphenol australia pty ltd   telephone 61 3 8796 8888 fax 61 3 8796 8801  www.amphenol.com.au 34 standard data ac series a type chassis number of contacts contact arrangements (front view of pin insert) 3 general  characteristics value climatic characteristics electrical characteristics materials mechanical characteristics ac series  chassis  connectors standard data not suitable for domestic applications above 50v approximate weight only, does not include packaging. please contact us for exact weight for shipping purposes. 1) 2) protection class operating temperature ip40 -25?c to +75?c (-13? to +167?) service voltage rms 133v test voltage ac rms 1500v current carrying capacity typical contact resistance  5m ? insulation resistance (initial)  2g ? insulation resistance (after damp heat test)  2g ? 6a termination flammability rating of plastics ul94v-0 printed circuit board (pcb) weight 14g (0.030lb) connector shell pa6.6 + 25% glass fibre reinforced, ulv94v-0 insulators pa6.6 + 25% glass fibre reinforced, ulv94v-0 male contact  material plating brass 0.0762? (3) gold over 0.0762? (30) nickel  shell finish black retention spring separating force  20n mounting hole torque max. 1.5nm mechanical operations 1500 mating cycles fastening self-tapping pt screw with thread 2.9 x 1.06 and of tri-rondular configuration 1) 2) material female contact bronze plating latch lock and spring 0.0762? (3) gold over 0.0762? (30) nickel spring steel ground element spring steel rev 2 - 09/2005

 entertainment interconnect catalogue - amphenol australia pty ltd   telephone 61 3 8796 8888 fax 61 3 8796 8801  www.amphenol.com.au ac3fah ac3fah2 ac3fav ac3fav2 ac3fav1 ac3fav3 ac3fah1 ac3fah3 ac3fav4 ac3fav5 ac3mah ac3mah2 ac3mah4 ac3mah1 ac3mah3 ac3mav ac3mav2 ac3mav4 ac3mav1 ac3mav3 ac series a type chassis pcb footprints straight (v)  - connector side of pcb ac series  chassis connectors thermoplastic a type flange 35

 36 ac series  chassis connectors thermoplastic a type flange entertainment interconnect catalogue - amphenol australia pty ltd   telephone 61 3 8796 8888 fax 61 3 8796 8801  www.amphenol.com.au a type a type male  mounting pitch a type female mounting pitch ac series a type chassis  panel cutout dimensions  - front view
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