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		  Datasheet File OCR Text:


		  8st a p ower connector  description ? 8sta power connector with single contact    #4 in shell size 12 for 10, 16, 25 and 35mm2  wires. ? rugged aluminium body to ensure long    service time in the harshest environments. ? 6 colour-coded keyway orientations. ? environmentally sealed. batteries, alternator or starter applications. application technical features mechanical     ?  shell :      aluminium  ? plating :      conductive black zinc   ? insulator :      peek black   ? grommet & seal :      liquid silicone rubber   ? contact : copper alloy   ? plating : gold ? shock :      300g for 3ms and      mil-s-901 grade a ? endurance :      500 mating / unmating      operations ? vibration : 1     47m/s2, 10 to 2000hz   ? contact retention : 200n environmental     ?  working temperature:   -55c +175c   ?  sealing  (mated connectors) :      ip67   ?  salt spray :   48 hours electrical   ?  contact rating :      125amp (continuous)     200amp (2 minutes)   ?  contact resistance :    (wire resistance included) 2m ?    ?  insulation resistance  at  500vdc:    5000 m ? ?  shell continuity:    10 m ?   benefts ? removable contact. ? metal clip.   ? quick locking bayonet system.   ? compact design (shell size 12).   ? standard contact #4 from mil-dtl 38999.

 8st a p ower connector  ordering information basic series                                             8sta 0 12 01 p n 261 shell type   0 : oval fange receptacle 1 : in line receptacle   6 : plug   7 : jam nut receptacle shell size   12 contact layout    single way 1 contact#4 contact type   p : pin              a : supplied without standard male contact   s : socket        b : supplied without standard female contact orientation   n: red C a: yellow C b: blue C c: orange C d: green C u: universal specifcation   261 note:     1) standard connector p/n (ex.: 8sta01201pn261, 8sta61201sn261) is provided with contacts for      16mm2 wire.     2) for wire 10mm2: order standard connector (note1) + a reducing sleeve (8400 2351a) separately.     3) for wire 35mm2: order standard connector (note 1) + a widener (8599 7523) separately.     4) for wire 25 mm2: order connector without contacts (ex.: 8sta01201 a n261, 8sta61201 b n261), +      pin (8599 7598) & socket (8599 7599) separately. for more information about 8sta product range,   please contact:   contactmilaero@souriau.com

 oval fange receptacle (type 0) 8st a p ower connector  dimensions in mm. a max b  0.20 ? c 0 ? d -0.13 e 0 f -0.13 g max l max p max 24.00 29.10 3.20 19.05 17.21 16.05 33.50 35.20 3.00 +0.1 +0.2 +0.15 0 10, 16 & 25 mm2 wire 35 mm2 wire 

 in line receptacle (type 1) 8st a p ower connector  ?a dimensions in mm. a max ? d -0.13 g max 25.10 19.05 33.50 +0.2 10, 16 & 25 mm2 wire 35 mm2 wire 

 plug (type 6) 8st a p ower connector  dimensions in mm. a max b max 25.10 33.50 ?a 10, 16 & 25 mm2 wire 35 mm2 wire 

 jam nut receptacle (type 7) 8st a p ower connector  dimensions in mm. a  0.03 b1&b2  0.24 ? d -0.12 e  0.10 f  0.24 g 0.3 p max 34.89 32.10 19.01 25.91 23.24 36.71 3.00 0 10, 16 & 25 mm2 wire 35 mm2 wire g e f ?f boot termination p  panel thickness 

 mated connector dimensions 8st a p ower connector  oval fange receptacle (type 0) plug (type 6) plug (type 6) in line receptacle (type1) jam nut (type 7) plug (type 6) 

 contacts panel cut out 8st a p ower connector  contact size contact type wire section part number 4 pin 25mm2 85997598 socket 85997599 pin 16mm2 8599 7520a900 socket 8599 7521a900 adaptator for wire 35mm2 85997523 10mm2 84002351a ? a 0.10 b 0.20 ? c 0.20 ? d 0.10 e 0.20 21.90 29.10 3.60 22.70 20.90 type 0 type 7  

 accessories 8st a p ower connector  extraction tool contact size material part number 4 plastic m81969/14-07 metallic 8533-8175 shrinkable termination detail ? a ? b 0.05 c 0.05 d 0.05 17.26 16.02 6 3.5 crimping tools contact type pliers* die set locator pin m22520/23-01 m22520/23-04 m22520/23-11 socket * pneumatic pliers wire stripping l = 12mm plastic metallic locator die set pliers 

 accessories 8st a p ower connector 0 nut plates  p/n t   thr  o a-a a b 0.25 c 0.26 d e 0.26 8sta 12 m3x.5 29.10 20.62 27.89 10.51 2.48/3.70 6.68 metallic protective cap (8sta812 for plug) metallic protective cap (8sta912 for receptacle) b ?a a max = 24.50mm b max = 21.00mm ?a b a max = 26.10mm b max = 14.20mm 
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