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		  Datasheet File OCR Text:


		  45 nte electronics, inc.  features ? ultra ? sensitive coil ? epoxy sealed ? standard 0.1? dip terminal ? fcc pt.68 ? dual coil, latching type (c) dpdt, 2 form ?c? reset set reset set 116 89 611 413 116 89 611 413 215 dpdt, 2 form ?c? 4pdt, 4 form ?c? (dual coil) (dual coil) 116 89 611 413 215 314 512 710 indicates mounting orientation marks. dc operated nte type no. nom. voltage contact arr. coil res. ohms (typ) nom. power max. contact cur. @ 28vdc or 120vac diag no. r40 ? 11d2 ? 5/6 5/6vdc dpdt 167 150mw 2a d34 r40 ? 11d2 ? 5/6c 5/6vdc dpdt 140* 180mw 2a d34a r40 ? 11d2 ? 12 12vdc dpdt 960 150mw 2a d34 r40 ? 11d2 ? 12c 12vdc dpdt 800* 180mw 2a d34a r40 ? 11d2 ? 24 24vdc dpdt 2880 200mw 2a d34 r40 ? 11d2 ? 24c 24vdc dpdt 3200* 180mw 2a d34a r40 ? 11d2 ? 48 48vdc dpdt 7680 300mw 2a d34 r40 ? 17d2 ? 5/6c 5/6vdc 4pdt 80* 320mw 2a d34b r40 ? 17d2 ? 12c 12vdc 4pdt 450* 320mw 2a d34b r40 ? 17d2 ? 24c 24vdc 4pdt 1800* 320mw 2a d34b * each coil. accessories mounting styles description nte type no. dip pc mount 16 ? lead dip nte416 wire wrap leads 16 ? lead dip nte436w16 r40 series dpdt, 2 amp, sensitive coil, single contact pc mountable relay for use in telecommunications, computer peripherals, and security equipment. d34 .300 (7.62) .330 (8.38) .787 (20.0) .200 (5.08) .200 (5.08) .398 (10.11) .300 (7.62) .200 (5.08) .433 (11.0) .787 (20.0) .200 (5.08) .200 (5.08) .398 (10.11) .300 (7.62) .100 (2.54) .330 (8.38) 1.390 (35.31) .398 (10.11) .100 (2.54) .200 (5.08) .200 (5.08) .300 (7.62) .200 (5.08) d34a d34b indicates mounting orientation marks. electrical specifications contact rating:   2 amp @ 120 vac, 28 vdc (note: u.l for 1 amp  only ) contact material:   gold clad palladium rutenium alloy contact resistance:   100m ?  max. coil coil voltages:   see chart pick ? up voltage:   70% of rated voltage max allowable voltage:   200% of rated voltage operational characteristics timing value operate time:   4.5 ms approx. . . . . . .  release time:   1.5 ms approx. bounce time: 3.5 ms approx. (non ? latching) 50 ms approx. (latching) set time: 5 ms approx. (dpdt, latching) 7 ms approx. (4pdt, latching) reset time: 5 ms approx. (dpdt, latching) 7 ms approx. (4pdt, latching) insulation characteristics dielectric strength contact to coil:   1000 vrms across open contacts:   1000 vrms insulation resistance:   100 m ?  min. @ 500 vdc environmental characteristics operating:    ? 40  c to +65  c mechanical life:   20,000,000 operations min electrical life: 300,000 @ 2a, 30 vdc 500,000 @ 0.5a, 120 vac weight std:   6 gram approx.




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of R40-11D2-12 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























