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		  Datasheet File OCR Text:


		  ___________________________________________________ ___________________________________________________ ________________________    1 of 3   sl power electronics corp  ?  6050 king drive   ventura, ca 93003  ?  phone 805.486.4565  ?  fax 858.712.2040  ?  email: info@slpower.com  ?  www.slpower.com                                                                                                                           ac input                                          100-240vac, 50/60 hz, single phase                                                                             80-270vac, 45-65 hz max   turn on time                                                                          500 ms max   input current                                              120vac:  3a.  230vac:  1.5a   hold - up time                                                                                see chart   inrush current      limited by internal thermistor.  the inrush at 240v ac,                                  averaged over the fir st ac half-cycle under cold start                                 conditions will not e xceed 38a.   thermal considerations         keeping the following components below                                                                            these temps indicates sufficient cooling:                                                                       q1: 90  c max., t4: 110  c max  input fuses                                                                f1 and f2, 4a/250v   over/undershoot                                                                       3.5% max   power facto r                                                  0.98 typical, 0.96 minimum   overload protection                             cycling type, 250w nominal limit   leakage current            100  a at 120vac nc, 400  a at 264vac, sfc   overvoltage protection                                                             see chart   output power                                 200w continuous with 200lfm airflow                                                                      see chart for convection ratings   ripple and noise                                          1% pk-pk max., 20mhz bw,                                                                    0.1  f and 10   f caps on probe   peak output power                            240w for 1 minute, 10% duty cycle   ite safety standards                     csa/en/iec/ul 60950-1, 2 nd  edition   output voltage                                                                           see chart   medical safety standards       en/iec/ul 60601-1, csa22.2 no. 601-1   voltage adjustability                     adjustable potentiometer, capable of                                                           5% change from the nominal setting   switching frequency                  output: 195khz 12khz, pfc: 130khz   minimum load                                                                       not required   mtbf                                                                  300k hours per telcordia   total regulation                                                                         see chart   overtemperature protection                                                     automatic   transient response           500  s to 1%, 50% load step,   i/  t < 0.2a/  s                                                                                                   maximum voltage deviation is 3.5%   efficiency                        90% typical at 230vac, 87% typical at 120vac    temperature coefficient                       0.03% per   c typical on all units   operating temperature                                         0 to 70  c (see chart)  operating altitude                                                           - 500 to 10,000 ft   storage temperature                                                            -40 to +85  c  non - operating altitude                                                   -500 to 40,000 ft   relative humidity                                        5% to 95%, non-condensing   vibration                                                                 5 hz ? 500 hz, 5 grms   shock                                                           mil-std-810e, 516.4 part iv   model number key gnt rohs com pliant product fam ily (gnt = class i input, g2t = class ii  input) 2 output pow er (watts):  "2" = 200w xx output voltage: (see m odels chart below ) x enclosure options: blank - no enclosure; f = fan co ver w ith "u" channel; l = l  bracket, no cover;  t = slotted cover w ith u channe l; u = u channel, no cover. g   gnt200  front end series 200w ac/dc  universal input power supply            2 year warranty  ? wide range input 100-240 vac with pfc  ? inhibit, enable, power signals and remote sense sta ndard  ? power density 10-13w/in3  ? compact (3.0? x 5.0? x 1.25?)  ? high efficiency:  90% typical  ? main output and two auxiliary outputs  ? conducted emi meets class b   ? approved to csa/en/iec/ul 60950-1, 2 nd  edition for ite  ? approved to en/iec/ul60601-1 and csa 22.2 no. 601 f or medical  ? also available in class ii (g2t200)  ? cb report available (for iec60601-1 standard)  specifications                                       all specifications are typical at nominal input, fu ll load at 25  c unless otherwise stated .  

 ___________________________________________________ ___________________________________________________ ________________________    2 of 3   sl power electronics corp  ?  6050 king drive   ventura, ca 93003  ?  phone 805.486.4565  ?  fax 858.712.2040  ?  email: info@slpower.com  ?  www.slpower.com                  gnt212g  12v  8.3a  12.5a  16.7a  120mv  2%  14.0  1v  gnt215g  15v  6.7a  10.0a  13.3a  150mv  2%  17.6  1v  gnt218g  18v  5.6a  8.3a  11.1a  180mv  2%  20.8  1v  gnt224g  24v  4.2a  6.3a  8.3a  240mv  2%  27.5  1v  gnt228g  28v  3.6a  5.4a  7.1a  280mv  2%  32.0  1v  gnt236g  36v  2.5a  3.9a  5.6a  360mv  2%  42.0  1v  GNT248G  48v  1.9a  2.9a  4.2a  480mv  2%  55.0  1v                                          notes :    1.  when the input voltage is 9 2% of nominal                                                                                                            aux. output:                                                              12vdc  @ 250ma                                                                                                           aux. output:                                              5vdc @  100ma, always on   emc/emi compliance                                                   conducted emissions:                                en55011/22, class b;  fcc class b                                                                                          line freq. harmo nics:                                                      en61000-3-2   class a                                                                                           voltage fluctu ations:                                                                     en61000-3- 3                                                                                                   static d ischarge:                                                                      en61000-4-2                                                                                        rf field susceptab ility:                                                 en6 1000-4-3   3 v/meter                                                                               fast transients/bursts eft :                              en61000-4-4, 2 kv, 5 k hz ? criteria b                                                                                           surge suscepta bility :                                                    en61000-4-5, criteria b                                                                                           conducted immun ity:                                                        en61000-4-6, 3 vrms                                                                                      power freq. mag. fi eld:                                                           en61000-4-8, 3 a/m                                                                                       voltage dips immun ity:                                         en61000-4-1 1 contact factory   gnt200  front end series 200w ac/dc  universal input power supply            2 year warranty        model       volts (v)            output current               ripple           total                 ovp      number              100vac convection   240vac convection   90-270vac f an cooled       & noise      regulation      threshold  general specifications (continued from p. 1)   gnt200 series  typical  holdup & warning time vs output power   0 20 40 60 80 100 120 140 160 180 200 200 150 100 50 25 time (milliseconds) output power tholdup (ms) twarning (ms)

 ___________________________________________________ ___________________________________________________ ________________________    3 of 3   sl power electronics corp  ?  6050 king drive   ventura, ca 93003  ?  phone 805.486.4565  ?  fax 858.712.2040  ?  email: info@slpower.com  ?  www.slpower.com                          conne ctor  inform ation j1: ac input  - a mp#  640445-3 pin 1: ac line pin 2: ac neut ral j2: dc outp ut - am p# 64044 5-6 pin 1: +v out pin 2: +v out pin 3: +v out pin 4: common pin 5: common pin 6: common j3: fan  out put - am p# 6404 56-2 pin 1: +12vdc @  0.25a pin 2: fan  rtn (commo n) j4: sign als  - mole x 22-05-7085 pin 1: ps off pin 2: inhi bit pin 3: pw r o k pin 4: dc ok pin 5: sign al rtn  (common) pin 6: +5vdc @  0.1a pin 7: -se nse pin 8: +se nse mating co nnectors: j1: mole x 09-50-3031, pi ns: 08-52-0112 j2: mole x 09-50-3061, pi ns: 08-52-0112 j3: amp 1375 820-2, pins : 1375813 -3 j4: mole x 50-37-5083, pi ns: 08-70-1040                                 data sheet ? 2011 sl power electronics corp.  the i nformation and specifications contained herein are  believed to be correct at the time of publication.             rev. 2-17-2011   sl power accepts no responsibility for consequences  arising from reproduction errors or inaccuracies.   specifications are subject to change without notic e.  0 2 0 4 0 6 0 8 0 1 0 0 1 2 0 1 4 0 1 6 0 1 8 0 2 0 0 1 0 0 1 1 0 1 2 0 1 3 0 1 4 0 1 5 0 1 6 0 1 7 0 1 8 0 1 9 0 2 0 0 2 1 0 2 2 0 2 3 0 2 4 0 in p u t v o lts  ac power rating (watts) 5 0   c  w / 2 0 0  lfm  a irfl o w 2 5   c  c o n v e c tio n 5 0   c  c o n v e c ti o n 4 0   c  c o n v e c ti o n gnt200  front end series 200w ac/dc  universal input power supply            2 year warranty  mounting options  gnt200  weight: 0.68 lbs. (350g)  q1  t4  gnt200 output power vs. line voltage & temperature 
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