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		  Datasheet File OCR Text:


		  0.16 (4.0) 0.437 (11.1) 0.353 (8.9) 0.17 dia. (4.3) 0.16 (4.0) 1.12 (28.4) 0.56 (14.2) 0.44 (11.2) a b .31 (7.8) for product data sheets, visit www .cooperbussmann.com/products/datasheet.asp 296 wire connection products double row terminal blocks series tb200 & tb200hb specifications description: double row terminal blocks. ratings: volts:  300v* (tb200)  600v* (tb200hb) amps:  30a* center spacing: 0.437 or  7 ? 16  (11.10 mm). wire range: #12 - 22 awg cu. screw size: #6-32 philslot screws. poles: 2 to 30. torque rating: 9 in-lb. distance between barriers: 0.353 (8.97mm). mounting: #6 screws. operating temperature: +130/-40c (+266/-40f). construction: molded, black thermoplastic base with tin- plated brass terminals and zinc-plated steel screws. breakdown voltage: 4800v. agency information: ul/csa; iec compliance; ce certified. flammability rating: ul 94v0. * max rating shown; some options may be rated lower - consult factory. dimensions - in poles a b poles a b poles a b 02 1.63 1.31 12 6.00 5.68 22 10.37 10.06 03 2.07 1.75 13 6.44 6.12 23 10.81 10.50 04 2.51 2.18 14 6.87 6.56 24 11.25 10.93 05 2.94 2.62 15 7.31 7.00 25 11.68 11.37 06 3.38 3.06 16 7.75 7.43 26 12.12 11.81 07 3.82 3.50 17 8.19 7.87 27 12.56 12.25 08 4.25 3.93 18 8.62 8.31 28 13.00 12.68 09 4.69 4.37 19 9.06 8.75 29 13.44 13.12 10 5.13 4.81 20 9.50 9.18 30 13.87 13.56 11 5.57 5.25 21 9.94 9.62 1 = 25.4mm. tb200 - in (mm) tb200hb tb200-10sp tb200hb-06 0.16 (4.0) 0.437 (11.1) 0.353 (8.9) 0.17 dia. (4.3) 0.17  x  0.22  s lot s (4.3  x  5.6) 0.16 (4.0) 1.37 (34.8) 0.90 (22.8) 0.75 (19.0) 0.44 (11.2) a b 0.33 (8.4) catalog number build-a-code series poles screw options marking hardware options tb  02 to 30 blank = steel philslot, zinc-plated l1 to l6 - (see page 296) qc1 to qc20 = quick connects 200 = standard 00 = screws shipped bulk marker strips (see page 297) j201 = flat slip-on jumper (2 position only) 200hb = high barrier b = brass philslot, nickel-plated covers (see page 296) 0j3 = over barrier jumpers bs = brass sems philslot, nickel-plated 0j5 = over barrier jumpers sp = steel sems philslot, zinc-plated 0j7 = over barrier jumpers p = steel sems (p-style) st = stainless steel, philslot ss = stainless steel sems, philslot str = stainless steel, phillips (recess)

 for product data sheets, visit www .cooperbussmann.com/products/datasheet.asp 297 wire connection products wire management products double row terminal blocks screw options b bs sp p st ss str brass philslot brass sems steel sems steel sems stainless steel stainless steel stainless steel nickel-plated philslot nickel-plated philslot zinc-plated (p-style) philslot sems philslot phillips (recess) hardware options quick connects ?assembled: terminals 0.25 x 0.031. maximum current rating 20 amps. for other orientations, contact cooper bussmann. qc1 qc2 qc3 qc4 qc5 qc6 qc7 qc8 qc9 qc11 qc10 qc12 qc13 qc14 qc15 qc16 qc17 qc18 qc19 qc20 quick connects ?bulk: minimum order per part no. C 100 pieces. qc201/j qc202/j qc203/j qc 45 C none flat C none qc 90 C none qc204/j qc205/j qc206/j qc207/j qc208/j qc209/j flat C flat flat C qc 45 flat C qc 90 qc 45 C qc 45 qc 45 C qc 90 qc 90 C qc 90 jumpers ?bulk: minimum. order per part no. C 100 pieces. contact cooper bussmann for jumper assembly. j201/j oj3/j oj5/j oj7/j flat slip-on slip-on over closed over closed over (not available on tb200hb) barrier for tb200hb barrier for tb200hb barrier for tb200




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of TB-20012 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























