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		  Datasheet File OCR Text:


		  | | | | | | | | | | | | | | | ab26t applications: features: abracon is iso 9001 / qs 9000 ce r tified abracon is iso 9001 / qs 9000 ce r tified 3033 2  esperanza, ran c ho santa mar g arita, califo r nia   9268 8 tel 949-546-8000   |  fax 949-546-800 1 | ww w .abracon.co m standard specifications: ? watch frequency ? 32.768khz standard frequency ? real time clock ? measuring instruments ? clock source for communication or a/v equipment options & part identification: (left blank if standard) revised: 12.22.08 visit www.abracon.com for terms & conditions of sale  outline drawing: dimensions:  inch (mm) p arameters         abracon p/n: ab26t series      standard frequency: 32.768khz    frequency range: 30khz to 200khz    operating temperature: -10c to + 60c (see option)    storage temperature: -40c to + 85c    turn-over temperature: +25c  5c    frequency tolerance:  20 ppm max. for 32.768khz (see option)  30 ppm max. for 30khz ~ 200khz (not including 32.768khz) temperature coefficient:    equivalent series resistance: 35 k ? max. (32.768khz) 35 k ? ~ 50 k max. (30khz ~ 200khz)    shunt capacitance c0: 0.8pf to 1.7pf typ.    load capacitance cl: 12.5 pf typ. (see option)      motiona l  capacitance  c 1 : 1 ~ 4 ff typ.       c apacitance   rati o : 425 ~ 800 typ.     quality factor: 70,000 typ. (32.768khz)    drive level: 1.0 w max.    aging @ 25 c first year:  3 ppm max. (32.768khz) and  5 ppm max. (others)    insulation resistance: 500 mohms min. at 100vdc  15v -0.034  0.006 ppm/ t2 6.2 x 02.1 mm ? pb rohs compliant additional frequencies  available* * for additional frequencies    please contact abracon. 32.000khz, 36.000khz, 38.000khz, 38.400khz, 40.000khz,  60.000khz, 65.536khz, 76.800khz, 96.000khz, 100.000khz 32.768khz watch crystal, 6.2 x 02.1mm cylinder package e b please specify load cap.  in pf (ex. 6pf)  ab26t- frequency-    - cl option 0c to + 70c - 2 0c to +   70c temperature options

 | | | | | | | | | | | | | | | ab26t abracon is iso 9001 / qs 9000 ce r tified abracon is iso 9001 / qs 9000 ce r tified 3033 2  esperanza, ran c ho santa mar g arita, califo r nia   9268 8 tel 949-546-8000   |  fax 949-546-800 1 | ww w .abracon.co m revised: 12.22.08 visit www.abracon.com for terms & conditions of sale  6.2 x 02.1 mm pb rohs compliant t u n i n g   f o r k   c r y s t a l   t e m p e r a t u r e   c u r v e handling instructions 32.768khz watch crystal, 6.2 x 02.1mm cylinder package   mounting: (1) soldering on the body of the cylinder type crystal unit must be strictly avoided due to deteriorate the characteristics or  damage the products.  rubber adhesive is recommended. (2) when the leads need to be bent by hand, follow the instructions below.     - hold the body of the cylinder type crystal unit in fingers.     - pick at the part with tweezers, which you intend to bend. there should be more than 1.5mm (3.0mm is recommendable)        from the body case.     - bend the lead 90o by tweezers without pulling the lead strongly. pulling the leads forcefully may cause cracks in the glass        hermetic seal resulting in component failure.   
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