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		  Datasheet File OCR Text:


		  1.1 cristek.com     888.265.9162 a b 2x  .096 .088 pin #1 pin #51 c id (.023) typ max .351 .183 .003 max .416 max .310 max .200 max .110 b a 2x  .096 .088 c id (.023) typ max .308 .003 .183 max .416 max .270 max .110 b a 2x  .150 .145 pin #1 pin #100 c id (.023) typ  max .394  max .360 max .200 max .110 .183 .003 max .416 no. of contacts 25 37 100 51 31 9 15 21 b a 1.185 2.170 1.335 1.435 1.485 .935 1.085 max .785 .965 1.800 1.215 1.265 1.115 .715 .565 .865 c .800 .950 1.050 1.442 1.100 max .550 .400 .700 20 mating face 37 19 25 6 9 25 13 9 5 1 14 37 1 8 15 15 31 16 1 9 11 21 1 12 17 31 21 1 1 51 contacts 9-37 contacts 100 contacts bsc 4. additional information: for cross-referencing cristek part numbers to m83513, see cross reference information in the front of this section. for mounting hardware options, see the hardware pages at the end of this section pin contact - copper alloy 3. specifications: 1. materials: 2. finish: shell - electroless nickel or cadmium over electroless nickel per contact - gold over nickel insulator - glass filled thermoplastic shell - aluminum alloy separation force ------------------------ 0.5 oz min contact retention ---------------------- 5 lb minimum axial load dwv at 70,000 ft altitude ------------ 150 vac dwv at sea level ------------------------- 600 vac insulation resistance ----------------- 5000 megohms min temperature rating ------------------- -55 c to +125 c current rating --------------------------- 3 amps max engagement force ---------------------- 6 oz max number of contacts solder cup pin contacts plug, class m, to m83513 mil spec. cristek's p/n equivalent shell finish c = 21 b = 15 a = 9 c = cadmium d = 25 e = 31 f = 37 g = 51 h = 100 n = nickel cim 01 x x materials and finishes are iaw mil-dtl-83513 for details see mil spec or www.cristek.com www.cristek.com e rev 1 of sht .xxx .005 dwg. no. tolerance:  m83513/01 1 .xx .01 title microminiature d metal shell plug, solder cup angle 1 microminiature d metal shell plug, solder cup  
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