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		  Datasheet File OCR Text:


		    semiconductor group   fiber optic wrap plugs   escon   a    wrap plug   features ? push-pull design ? shock-proof plastic connector housing ? option of delivery with or without siemens logo ? zirconia/plastic ferrules applications siemens wrap plugs are used ? by board manufacturers ? during ?eld installation of systems ? for maintenance of implemented systems ? for test purposes  technical data   * other values on request   ordering information parameter min. typ. max. unit   short circuit loss with plastic ferrules  with zirconia ferrules      7      1* db storage temperature C40 70      c storage humidity 95 % operating temperature 0 70      c operating humidity 95 % insertion force 30 80 n withdrawal force 1 45   description article number (outside us) part number (in us)   escon   a    wrap plug,  multimode v23834-h1-e1 jd062ql0001 escon   a    wrap plug,  single mode v23834-h1-e2 escon   a    wrap plug,  plastic ferrules v23834-h1-e3 (  2.5)  .098 (10.8)  .424 (9.15)  .360 (70) 2.751 (17.78)  .699 (28.65)  1.12 6 (33.5)  1.317 s dimensions in (mm) inches   escon   a       is a registered trademark of ibm.   fddi wrap  plug   technical data   * other values on request   ordering information parameter min. typ. max. unit   short circuit loss 11* db storage temperature C40 70      c storage humidity 95 % operating temperature 0 70      c operating humidity 95 % insertion force 30 n withdrawal force 15   description article number (outside us) part number (in us)   fddi wrap plug,  multimode v23834-k1-f1 jd062fl000 fddi wrap plug,  single mode V23834-K1-F2 dimensions in (mm) inches (40)  1.572 (14.68)  .577 (14)  .550 (14.71)  .578 (5.87)  .231 (13)  .511 (71)  2.790 (  2.5)  .098 (7.52)  .296 (7.57)  .298 (32.2)  1.265 (36)  1.415 (17.78)  .699 b a s   february 1998

   siemens micr oelectr onics,  inc.  ? optoelectr onics division ? 1 90 0 0 homestead r oad ? cuper tino,  c a 950 1 4 us a siemens semiconductor  gr oup ? f iber  optics ?  w ernerw erkdamm 1 6 ? b erlin d-1 3623,  german y www .smi.siemens.com/opto.html (us a) ? www .siemens.de/semiconductor/pr oducts/37/37 6.htm (german y)   sc  w r ap plug   technical d a t a   * other  v alues on r eq uest   ordering informa tion p ar amet er min. t yp. max. unit   short circuit loss 1* db storage temperature C40 70      c storage humidity 98 % operating temperature 0 70      c operating humidity 93 % insertion force 25 80 n withdrawal force 25   description ar ticle number (outside us) p ar t number (in us)   sc wrap plug, multimode (62.5/125    m   m) v23834-h2-c1 sc wrap plug, multimode (50/125    m   m) v23834-h2-b1 sc wrap plug, single mode (9/125    m   m) v23834-h2-a1 ( 1 2 . 7 )   . 4 9 9 ( 1 3 . 1 )   . 5 1 5 ( 9 . 9 )   . 3 8 9 ( 8 . 9 9 ) . 3 5 3 ( 7 . 3 9 )   . 2 9 0 ( 2 3 )   . 9 0 4   ( 2 5 )   . 9 8 3 s o p t i c a l   r e f e r e n c e   p l a n e ( 3 9 . 6 )   1 . 5 5 6 dimensions in (mm) inc hes
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