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		  Datasheet File OCR Text:


		  thick film chip resistors (rc general) thi k fil gl chi r i t thi c k   fil m  g enera l   chi p  r es i s t ors - 1005(0402), 1608(0603), 2012(0805), 3216(1206), 3225(1210), 5025(2010), 6432(2512)  features  small, thin and lightweight  high reliability  applicable both flow and reflow soldering  applicable both flow and reflow soldering .  suitable size and package for surface mount assembly  rohs compliant.  part number system  part number system rc type general purpose chip 7320 resistance value 3 di i di s cs packing type 7 ? uhho &6 f tolerance  1% f 1005 size : mm (inch) 10 0 5 (0402) 1005 general   purpose   chip   resistor rc - 3 - di g i t co di ng  s ystem  (e-24 series) -4-digit coding system  (e-96 series) -jumper : 000 7 ? uhho &6  ? reel es 13 ? reel as  1% f 2% g * jumper :  ? j ? 5% j 1 . 0  0 . 5 mm  (0402) 1005 1.60.8mm (0603) 1608 2012 3216 2.01.2mm (0805) 3.21.6mm (1206) ex)7320 : 732? 3225 5025 6432 3.22.5mm (1210) 5.02.5mm (2010) 6.43.2mm (2512) ver. 2012.11

 thick film chip resistors (rc general) < top view > < side view >  structure and dimensions l l 1 w t l 2 ( unit : mm ) type (inch) l w t l 1 l 2 unit weight 1005 (0402) 1.00 0. 05 0.50 0.0 5 0.350.05 0.2 0 0.10 0.250.10 0.6mg 1608 (0603) 1.600.10 0.800.10 0.450.10 0.300.2 0 0.350.10 2.1mg 2012 (0805) 200  015 125  015 050  010 040  020 035  020 49mg 2012   (0805) 2 . 00  0 . 15 1 . 25  0 . 15 0 . 50  0 . 10 0 . 40  0 . 20 0 . 35  0 . 20 4 . 9mg 3216 (1206) 3.200.15 1.600.15 0.550.10 0.450.20 0.400.20 9.5mg 3225 (1210) 3.200.2 0 2.550.2 0 0.550.10 0.450.2 0 0.400.2 0 16mg 5025  ( 2010 ) 5.0 0 0.2 0 2.5 0 0.2 0 0.550.10 0.600.2 0 0.6 0 0.20 26m g () g 6432 (2512) 6.300.2 0 3.2 0 0.2 0 0.550.10 0.600.2 0 0.6 0 0.20 41mg ver. 2012.11

 thick film chip resistors (rc general)  applications and ratings type power rating at 70 (w) max working  voltage (v) max overload  voltage (w) resistance  range (?) t.c.r (ppm/) working  temperature  () 1005 (0402) 1/16 50 100 1 ~ 1 0 m 1~ 99 ?: + 300 - 200 -55 ~ 155 1608 (0603) 1/10 50 100 1 ~ 1 0 m -55 ~ 155 2012 (0805) 1/8 150 300 1 ~ 1 0 m -55 ~ 155 1~ 9 . 9 ?   : + 300 , - 200 10? ~ 1? : 100 1.1?~10? : 300 3216 (1206) 1/4 200 400 1 ~ 1 0 m -55 ~ 155 3225 (1210) 1/3 200 400 1 ~ 1 0 m -55 ~ 155 5025 (2010) 2/3 200 400 1 ~ 1 0 m -55 ~ 155 6432 (2512) 1 200 400 1 ~ 1 0 m -55 ~ 155  power derating curve  jumper ratings type rated current (a) max overload  current (a) 1005, 1608 1 2 2012, 3216, 3225,  2 4 100 power 80 60  rated voltage 5025, 6432 2 4 %rated ? 40 20 0 ? e =  e : rated voltage (v) p:ratedpower(w) r : resistance value (?) \ 60 \ 40 ?????\ 20 ???????? 0 ??????? 20 ?????? 40 ??????? 60 ?????? 80 ????? 100 ???? 120 ????? 140 ??? 150 ???? 160 \ 55 ambient ? temperature(  ) 0 155 70 ver. 2012.11

 thick film chip resistors (rc general)  recommended land pattern  recommended land pattern  mboe buufso  diq sfttups aa b c [ unit : mm ] type (inch) reflow soldering flow soldering dimensiona b2a + bc a b2a + bc 1005 (0402) 0.60 0.50 1.70 0.50 0.70 0.50 1.90 0.50 1608 (0603) 0.80 0.80 2.40 0.80 0.90 0.80 2.60 0.80 2012 (0805) 0.90 1.40 3.20 1.20 1.00 1.40 3.40 1.30 3216 (1206) 1.30 1.80 4.40 1.50 1.40 1.80 4.60 1.60 3225 (1210) 1.30 1.80 4.40 2.40 1.40 1.80 4.60 2.60 5025 (2010) 140 330 610 240 150 330 630 250 5025   (2010) 1 . 40 3 . 30 6 . 10 2 . 40 1 . 50 3 . 30 6 . 30 2 . 50 6432 (2512) 1.40 4.60 7.40 3.00 1.50 4.60 7.60 3.20 ver. 2012.11

 thick film chip resistors (rc general)  performance characteristics  performance characteristics item requirements  specification test conditi ons (jis c 5201-1) within the specified drhrsmbd within   the   specified   tolerance jis c 5201-1 4.5 temperature  characteristic within the specified  t.c.r jis c 5201-1 4.8 +20  -55 / +20  +125 sh i sh ort t i me overload r < 1%+0.1? jis c 5201-1 4.13 rated voltage2.5,  5sec solderability immersed over 95% jis c 5201-1 4.17 rosin ethanol (25%wt) 245+5/ 0  2  05 sec 245+5/ - 0  ,  2  0 . 5   sec resistance to solder heat r < 1%+0.05? jis c 5201-1 4.18 2605, 101 sec temperature  r<  1%+0 1 ? jis c 5201-1 4.19 cycle  r   <    1%+0 . 1 ? -55 ? +155,  100 cycle moisture resistance r < 3%+0.1? jis c 5201-1 4.24 402, 90~95%rh, 1,000 +48 hours jis c 5201 - 1425 load life r < 3%+0.1? jis   c   5201 1   4 . 25 rated voltage, 702, 1,000 +48 hours 90mins on, 30mins off high temp.  exposure r < 3%+0.1? jis c 5201-1 4.25.3 1552 ,  1 , 000 +48 hours exposure - -  opujdf bmm tqfdgdbupot bsf t vckfdu up dibohf xuipvu qsfw pvt opudf/ mfbtf dpoubdu xui qspevdu sfqsftfoubuwft ps  fohoffst up difdl tqfdgdbupot/        wfs/ 3123/22
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