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		  Datasheet File OCR Text:


		  description no. model frequency connecter low band 27-88 mhz this antenna is tapered, top loaded, helically wound, and is factory tuned to your specific transmit frequency.  the antenna  is covered with military specification neoprene shrink tubing. the overall length is approximately 10?" depending on frequency.  a 6" shortened version available upon request. 1 ) d a  (specify tx ) 27-8 8 ht, kr, m x bn, mr, pl, t n 2 this antenna is tapered, bottom loaded, helically wound, and is  factory tuned to your specific transmit frequency.  the antenna is covered with military specification neoprene shrink tubing. the overall length is approximately 10?" depending on frequency. 2 ) dl  (specify tx ) 27-54,   66-6 8 ht,   kr,   m x bn, pl, t n this antenna is tapered, continuously loaded, helically wound, and is  factory tuned to your specific transmit frequency.  the antenna is covered with military specification neoprene shrink tubing. the overall length is approximately 10?" depending on frequency. 3 ) d r  (specify tx ) 30-8 8 ht, kr, m x bn mr, t n this antenna is tapered, continuously loaded, helically wound, and is  completely field tunable to your specific transmit frequency.  the antenna is covered with military specification neoprene shrink tubing. the overall length is approximately 10?". 4 ) drf5 4 5 4 -8 8 h t (only ) b n this antenna is injection molded with a strain relief base.  this  base loaded antenna is factory tuned to your specific transmit fixed frequency.  the overall length is approximately  11". 5 ) dexl  (specfiy tx ) 25-8 8 ht, kr, m x bnx, tn x this antenna is injection molded with a strain relief base.  this antenna is completely field tuneable via its adjustable base loading coil.  it is available in 6 tuneable bands.  the overall length is approximately 11" long. 6 ) dex l 2 5 -29,   3 0 -35 , ht, kr, m x 3 6 -41,   4 2 -50 , bnx, tn x 66 -75,  76 -88 this antenna is an injection molded, highly efficient, continuous coverage,  broadband model. this antenna is approximately 12 long. 7 ) dex w 30-8 8 bnx, tn x lowband & vhf portables description no. model frequency connectors vhf 118-225 mhz dribble antenna.  full length 1/4 wave coated in high gloss pvc shrink tube. hook allows antenna to hang with radio.  17" long. 8 ) dd r all   (specify   tx ) ht, kr, mr, m x bn, t n injection molded, helically wound, highly efficient 1/4 wave antenna with strain relief base. high durability.  6" long. 9 ) dex b 136-22 0   model s ht, kr, m x (specify   tx ) bn, bnx, sf, sfj , sfu, sm, tn, tnx 1/4 wave helically wound coaxial antenna with an adjustable (0-90) connector. 7?" long. 10 ) dex r 136-22 0   (specify   tx ) bn, kr, mx, t n injection molded shortened 1/4 wave, highly durable, helically wound with strain relief base. 3?" long. 11 ) dex s all (specify tx ) ht,   kr,   m x bn, bnx, sf, sfj , sfu, sm, tn, tnx broadband portable antenna. two  models cover the entire vhf band.  8?" long. 12 ) dex w 13 6 -162,   14 8 -17 4 bnx, kr, mx, tn x 220 -225,  225 -240 3 db gain 5/8 wave telescopic antenna provides unity gain when collapsed.  47?" extended. 13 ) d f all (specify tx ) bn, t n full length telescopic 1/4 wave antenna with a flexible spring base 21" long  (7?" collapsed). 14 ) dt s 118-17 4 ht, kr, mr, m x continuou s bn, t n (order  150 ) pvc encapsulated shrink full length 1/4 wave with tapered cable design.  17" long. 15 ) d v all (specify tx ) ht,   kr,   m x bn, t n stainless steel 1/4 wave coated in black.  17 long. 16 ) d w 118-17 4 bn, t n stainless steel 1/4 wave coated in black.  right angle connector. 17 long 17 ) dw r 118-17 4 bn, t n dv144tn  =  dv style antenna, 144-148 mhz, with a tnc male connector ordering guide  -  clear , easy & sensible! antenexantenex antenexantenex antenex ?? ?? ?  portable antennas are manufactured with great structural integrity for maximum durability.  each antenna is individu- ally tuned to standard frequency bands or your specific fixed transmit frequency for full gain and pattern performance.  all connectors are machined to the highest tolerance and integrally secured for longer life. delivery:  specifically tuned lowband antennas are by definition custom and require 7-10 working days for shipment. 44 lowband vhf 1 of 2 vhf 2 of 2 uhf 1235 7 891011 12 13 14 15 16 18 19 20 21 22 23 dv antenna style ddr, dexb, dexr, dexs, dexw, df, dts, dv, dw, dwr 144 frequency 118 -127 127 -136 136 -144 144 -148 148 -155 150 -166 164 -174 220 -225 tn connector style ht, kr, md, mx, = threaded connectors bn, bnx, mr, mu, sf, sfj, sfu, sm, sms, tn, tnx = coax connectors.
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