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		  Datasheet File OCR Text:


		  rohs compliant 2002/95/ec IDK-1107W 7" wvga/wsvga industrial display kit  with touch solution   ? 7" lcd supports 800 x 480 & 1024 x 600 pixels    and wide operating temperature (-20 ~ 70 c)   ? brightness of 400 & 500 cd/m 2  with led backlight   ? 4-wire resistive touch solution   ? high contrast ratio of 1000:1 & 700:1   ? high uniformity of 85%   ? lvds signal interface   ? low power consumption 3.35 w & 3.57 w (panel only)   ? led driver board built in   ? touch controller included (usb)   ? ar surface treatment (optional)   ? optical bonding (optional) introduction the advantech IDK-1107W series comes with a 7" industrial grade lcd display with 4-wire resistive touch. the series is also available with fexible options for lcd screens enhanced  treatment such as anti-refection surface treatment and optical bonding solution. IDK-1107W series supports 4-wire resistive touch with low power consumption at the maximum of  3.35 w & 3.57 w. IDK-1107W series is ideal for embedded applications that give customers maximum fexibility for mechanical design. specifcations lcd panel display size 7" led backlight panel (wvga)  7" led backlight panel (wsvga) resolution 800 x 480 1024x600 viewing angle (u/d/l/r)  80 / 80 / 80 / 80 70 / 75 / 75 / 75 brightness 400 cd/m 2 500 cd/m 2 backlight life (hrs)  50,000 hrs 50,000 hrs contrast ratio 1000 : 1 700:1 response time (ms)  30 ms 25 ms colors 6 bit (262k)/8 bit (16.2 m)   6 bit (262k)/8 bit (16.2 m) voltage  3.3 v power 3.3 v power consumption  3.35 w 3.57 w signal interface 1 channel lvds 1 channel lvds weight 305 g 190 g dimensions (w x h x d) 170 x 111 x 7.5 mm 165.5 x 104.44 x 8.97 mm touch screen touch screen 4-wire resistive 4-wire resistive transparency 82.5 2.5% 82.5 2.5% surface hardness  3h 3h durability 1 million times 1 million times environment operating temperature -5 ~ 60 c -20 ~ 70 c storage temperature -30 ~ 70 c -30 ~ 80 c humidity  10 ~ 90% @ max. 38 c, non-condensing 10 ~ 90% @ max. 25 c, non-condensing new  industrial display solutions industrial display solutions features  all product specifications are subject to change without notice  last updated : 10-jan-2013

 IDK-1107W IDK-1107Wr-40wva1e IDK-1107Wr-50wsa1e ordering information part no. size brightness (cd/m 2 ) interface touch screen touch interface IDK-1107Wr-40wva1e  7"  400  lvds 4-wire resistive usb IDK-1107Wr-50wsa1e  7"  500  lvds 4-wire resistive usb packing list part number description etm-res05c-eeh4ee 1 x 4-wire usb touch controller 1700020324-01  1x usb touch cable 5p-2.0/usb-a (m) 180cm note: package contents are subject to change without prior notice optional order sbc part  no.  lvds cable p/n display  interface  b/l cable p/n touch  interface  touch  power  input mio-5270 96cb-l2040pab2 lvds: single  channel 18bit  (svga) 96cb-e0405pab3  (12v: pwm)  usb 5 v pcm-9362 96cb-l2020pab2 lvds: single  channel 18bit  (svga) 96cb-e0405pab3  (12v: pwm)  usb 5 v aimb-270  96cb-l2040pab2 lvds: single  channel 18bit  (svga) 96cb-e0405pab3  (12v: pwm)  usb 5 v note: above for IDK-1107Wr-40wva1e only for more compatible embedded board solution, please visit our build your display web page as below:   http://www.advantech.com/buildyourdisplay aa center 300.5 (fpc to t/s outline) 1650.3 (t/s outline) 1700.5 (lcd outline) 1040.3 (t/s outline) 1110.5 (lcd outline) 152.40.2 (t/s aa) 91.440.2 (t/s aa) (3.95) 50.2 0.1 150.2 700.5 60.5 7.1 6.96 aa center 1.40.1 (t/s) 7.50.5 (lcd) 400.5 600.5 164.00.3 (t/s outline) 153.0 (t/s aa) 165.50.5 (lcd outline) 104.440.5 (lcd outline) (1.0) (4.2) (2.2) (3.9) 92.040.2 (t/s aa) 103.00.3 (t/s outline) 0.3 aa center 6.960.3 (29.71.0) (119.53.0) 7.410.5 5.00.3 8.970.3 aa center 84.30.3 (55.570.3) (80.70.3) (48.870.3)  www.advantech.com/products online download www.advantech.com/products online download dimensions unit: mm 
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